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MS-2(E)
2-Zone Fire Alarm Control Panels

Conventional Fire Alarm Control Panels
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General
The Fire•Lite MS-2 and MS-2E Fire Alarm Control Panels
(FACPs) bring the latest in microprocessor technology to con-
ventional fire controls. The MS-2 is compatible with the i³™
smoke detectors from System Sensor with drift compensation,
maintenance alert, and freeze warning. Automatic synchroniza-
tion of audio/visual devices with three selections for manufac-
turer protocol. The Notification Appliance Circuit (NAC) protocol
can silence audible devices while strobes continue to flash,
using a single pair of wires. 

The MS-2 is compatible with conventional input devices such as
two- and four-wire smoke detectors, pull stations, waterflow
devices, tamper switches and other normally-open contact
devices. Refer to the Fire•Lite Device Compatibility Document
PN 15384 for a complete list of compatible devices.

Note: Unless indicated otherwise, the term “MS-2” refers to both
MS-2 and MS-2E models.

Features
• Two Style B (Class B) Initiating Device Circuits (IDCs).
• One Style Y (Class B) NAC.
• 24 VDC.
• i³™ Technology features:

– Drift compensation automatically adjusts detector sensitiv-
ity and increases resistance to false alarms caused by dust
accumulation. 

– Maintenance Alert LEDs (per zone) warn of excessive dirt
accumulation, preventing false alarms (meets NFPA 72
requirements). 

– Detector sensitivity is automatically measured by the
detector, which automatically adjusts its sensitivity back to
the factory settings when it becomes more sensitive due to
contaminants settling in the chamber. 

– Wireless handheld sensitivity meter eliminates the need for
voltmeters, magnets, and a physical connection to the
detector. The reader displays sensitivity in terms of percent
per foot obscuration and provides text status indication. 

– Supervisory LED (per zone) provides warning if a detector
senses temperature approaching freezing. 

– Special test protocol and LED indication allows quick test of
all detectors without need for a ladder. 

• NAC synchronization features:
– Synchronization of standard ANSI audible signals as

required by NFPA 72.

– Synchronization of ADA compliant strobes per NFPA 72. 
– Selectable for System Sensor, Wheelock, and Gentex

protocols. 
– Selective Silence for manual silence of horns while

strobes continue to flash on the same NAC.
– Alarm verification selectable for each zone.
– Disable switches provided per zone.

• NAC programmable for:
– Silence Inhibit

– Auto Silence
– Strobe Synchronization
– Selective Silence (horn-strobe mute)

– Temporal or Steady signal
– Silenceable or Nonsilenceable

• Silent or audible Walk Test operation mode commanded from
the front keypad, with automatic return-to-normal after one
hour of inactivity.

• Each zone may be programmed for supervisory or fire; each
zone has separate red and yellow LEDs.

• Disable switches provided for each zone. 
• Form-C Alarm and Trouble relays.
• 3.0 amps total usable current.
• Piezo sounder for alarm, trouble, supervisory and mainte-

nance.
• Control buttons:

– ACK (Acknowledge)
– Alarm Silence
– Reset

– Walk Test
– Zone Enable/Disable (one per zone)

• LED indicators:
– Fire Alarm (one per zone)
– Supervisory (one per zone)

– Trouble (one per zone)
– Maintenance (one per zone)
– AC Power

– NAC Disable 
– Zone Disable 
– NAC Fault

– System Trouble 
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– Power Trouble 

– Walk Test
– Alarm Silence
– Earth Fault (on circuit board)

– Battery Fault (on circuit board)
– Charger Fault (on circuit board)

• Optional dress panel.

Operation
Activation of a compatible smoke detector or any normally-open
fire alarm initiating device activates audible and visual signaling
devices, illuminates an indicating LED, sounds the piezo
sounder at the FACP, activates the FACP alarm relay and oper-
ates an optional module used to notify a remote station or initi-
ate an auxiliary control function. 

Specifications

AC POWER — TB8
• MS-2: 120 VAC, 50/60 Hz, 2.3 A. 
• MS-2E: 240 VAC, 50 Hz, 1.15 A. 
• Wire Size: Minimum 14 AWG (2.0 mm²) with 600 V insulation.

BATTERY (SEALED LEAD-ACID ONLY) — J8
• Maximum charging circuit: normal flat charge 27.6 VCD @

0.8 A.
• Maximum battery charger capacity: 18.0 AH battery (two

7.0 AH batteries can be housed in the FACP cabinet. Larger
batteries require a separate battery box such as the Fire•Lite
BB-17F).

INITIATING DEVICE CIRCUIT — TB3
• Alarm zones 1 & 2.
• Power-limited circuitry.
• Operation: all zones Style B (Class B).
• Normal operating voltage: nominal 20 VDC.
• Alarm current: 15 mA minimum.
• Short-circuit current: 40 mA maximum.
• Maximum loop resistance: 100 ohms.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252).
• Standby current: 4 mA.
• Compatible devices: refer to the Fire•Lite Device Compatibil-

ity Document PN 15384 for a complete list of compatible
devices.

NOTIFICATION APPLIANCE CIRCUIT — TB2
• One NAC.
• Power-limited circuitry.
• Normal operating voltage: nominal 24 VDC.
• Maximum signalling current: 2.5 A total with standard trans-

former.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252). 
• Compatible devices: refer to the Fire•Lite Device Compatibil-

ity Document PN 15384 for a complete list of compatible
devices.

FORM-C RELAYS
• Trouble Relay TB5 (fail-safe).

• Alarm Relay TB6.
• Relay contact ratings: 2.0 A @ 30 VDC (resistive).

AUXILIARY OUTPUT: RESETTABLE POWER — TB1
• Operating voltage: nominal 24 VDC.
• Maximum available current: 500 mA — appropriate for pow-

ering four-wire smoke detectors (see notes).
• Power-limited circuitry.
Notes: 1) Refer to the Fire•Lite Device Compatibility Document
PN 15384 for a complete list of compatible devices. 

2) Total current for resettable power and one NAC must not
exceed 3.0 A for MS-2.

CABINET DIMENSIONS
Door: 15.342” (38.97 cm) high x 14.667” (37.28 cm) wide x
0.375” (0.95 cm) deep. 

Backbox: 15.0” (38.10 cm) high x 14.5” (36.83 cm) wide x 3.0”
(7.62 cm) deep.

BACKBOX MOUNTING
The cabinet can be surface mounted. The door is removable
during installation by opening and lifting it off the hinges. The
cabinet mounts using two key slots at the top of the backbox and
two additional 0.25” diameter holes at the bottom. 

Listings and Approvals
• UL Listed: S624.
• MEA: 297-01-E.
• CSFM: 7165-0075:200.

Ordering Information
MS-2: Two-zone conventional FACP. 120 VAC, 50/60 Hz, 2.3 A.

MS-2E: Same as above with 240 VAC, 50 Hz, 1.15 A operation.

BB-17F: Battery box, required to house two batteries greater
than 7 AH to a maximum of 18 AH.

DP-MS2/4: Optional dress panel.

MS-2RB: MS-2(E) replacement board.

TR-1-R: Optional trim ring for semi-flush mounting.

4XTMF: Transmitter Module provides a supervised output for a
local energy municipal box transmitter in addition to alarm and
trouble reverse polarity.

A 4-zone version of this panel is also available. See DF-52266.
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General
The Fire•Lite MS-4 and MS-4E Fire Alarm Control Panels
(FACPs) bring the latest in microprocessor technology to con-
ventional fire controls. The MS-4 is compatible with the i³™
smoke detectors from System Sensor, with drift compensation,
maintenance alert, and freeze warning. Automatic synchroniza-
tion of audio/visual devices with three selections for manufac-
turer protocol. The Notification Appliance Circuit (NAC) protocol
can silence audible devices while strobes continue to flash,
using a single pair of wires. 

The MS-4 is compatible with conventional input devices such as
two- and four-wire smoke detectors, pull stations, waterflow
devices, tamper switches and other normally-open contact
devices. Refer to the Fire•Lite Device Compatibility Document
for a complete list of compatible devices.
Note: Unless indicated otherwise, the term “MS-4” refers to both
MS-4 and MS-4E models.

Features
• Four Style B (Class B) Initiating Device Circuits (IDCs).
• Two Style Y (Class B) NACs.
• Optional module that converts all four IDCs and two NACs to

Class A operation.
• 24 VDC.
• i³™ Technology features:

– Drift compensation automatically adjusts detector sensitiv-
ity and increases resistance to false alarms caused by dust
accumulation. 

– Maintenance Alert LEDs (per zone) warn of excessive dirt
accumulation, preventing false alarms (meets NFPA 72
requirements). 

– Detector sensitivity is automatically measured by the
detector, which automatically adjusts its sensitivity back to
the factory settings when it becomes more sensitive due to
contaminants settling in the chamber. 

– Wireless handheld sensitivity meter eliminates the need for
voltmeters, magnets, and a physical connection to the
detector. The reader displays sensitivity in terms of percent
per foot obscuration and provides text status indication. 

– Supervisory LED (per zone) provides warning if a detector
senses temperature approaching freezing. 

– Special test protocol and LED indication allows quick test of
all detectors without need for a ladder. 

• NAC synchronization features:
– Synchronization of standard ANSI audible signals as

required by NFPA 72.
– Synchronization of ADA compliant strobes per NFPA 72. 
– Selectable for System Sensor, Wheelock, and Gentex

protocols. 
– Selective Silence feature for manual silence of horns

while strobes continue to flash on the same NAC.
– Alarm verification selectable for each zone.
– Disable switches provided per zone.

• NACs programmable for:
– Silence Inhibit
– Auto Silence
– Strobe Synchronization
– Selective Silence (horn-strobe mute)
– Temporal or Steady signal
– Silenceable or Nonsilenceable

• Silent or audible Walk Test operation mode commanded from
the front keypad, with automatic return-to-normal after one
hour of inactivity.

• Each zone may be programmed for supervisory or fire; each
zone has separate red and yellow LEDs.

• Zone 4 is programmable for combination of tamper supervi-
sory monitoring and waterflow alarm. 

• Form-C Alarm, Trouble, and Supervisory relays.
• 3.0 A total usable current.
• 6.0 A total usable current available with optional second

transformer.
• Control buttons:

– ACK (Acknowledge)
– Alarm Silence
– Reset
– Walk Test
– Zone Enable/Disable (one per zone)

• LED indicators:
– Fire Alarm (one per zone)
– Supervisory (one per zone)
– Trouble (one per zone)
– Maintenance (one per zone)
– AC Power
– NAC Disable 
– Zone Disable 
– NAC Fault
– System Trouble 
– Power Trouble 
– Walk Test
– Alarm Silence
– Earth Fault (on circuit board)
– Battery Fault (on circuit board)
– Charger Fault (on circuit board)

• Piezo sounder for alarm, trouble, supervisory and mainte-
nance.

• Optional plug-in 4XTMF transmitter module. 
• Optional plug-in 4XZMF zone relay module.
• Optional 4XLMF transmitter module for RZA-4XF remote

LED annunciator.
• Optional dress panel.
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Operation
Activation of a compatible smoke detector or any normally-open
fire alarm initiating device activates audible and visual signaling
devices, illuminates an indicating LED, sounds the piezo
sounder at the FACP, activates the FACP alarm relay and oper-
ates an optional module used to notify a remote station or initi-
ate an auxiliary control function. 

Specifications
AC POWER — TB3
• MS-4: 120 VAC, 50/60 Hz, 2.3 A. 
• MS-4E: 240 VAC, 50 Hz, 1.15 A. 
• Wire Size: Minimum 14 AWG (2.0 mm²) with 600 V insulation.

BATTERY (SEALED LEAD-ACID ONLY) — J8
• Maximum charging circuit: normal flat charge 27.6 VCD @

0.8 A.
• Maximum battery charger capacity: 18.0 AH battery (two

7.0 AH batteries can be housed in the FACP cabinet. Larger
batteries require a separate battery box such as the Fire•Lite
BB-17F).

INITIATING DEVICE CIRCUITS — TB3
• Alarm zones 1 - 4.
• Power-limited circuitry.
• Operation: all zones Style B (Class B).
• Normal operating voltage: nominal 20 VDC.
• Alarm current: 15 mA minimum.
• Short-circuit current: 40 mA maximum.
• Maximum loop resistance: 100 ohms.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252).
• Standby current: 4 mA.
• Compatible devices: refer to the Fire•Lite Device Compatibil-

ity Document PN 15384 for a complete list of compatible
devices.

NOTIFICATION APPLIANCE CIRCUITS — TB2
• Two NACs.
• Power-limited circuitry.
• Normal operating voltage: nominal 24 VDC.
• Maximum signalling current: 2.5 A total with standard trans-

former 5.0 A total (2.5 A maximum per NAC) with optional
transformer.

• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252). 
• Compatible devices: refer to the Fire•Lite Device Compatibil-

ity Document PN 15384 for a complete list of compatible
devices.

FORM-C RELAYS
• Trouble Relay TB5 (fail-safe).
• Alarm Relay TB6.
• Supervisory relay TB7.
• Relay contact ratings: 2.0 A @ 30 VDC (resistive).

AUXILIARY OUTPUT: RESETTABLE POWER — TB1
• Operating voltage: nominal 24 VDC.
• Maximum available current: 500 mA — appropriate for pow-

ering four-wire smoke detectors (see notes).
• Power-limited circuitry.
Notes: 1) Refer to the Fire•Lite Device Compatibility Document
for a complete list of compatible devices.

2) Total current for nonresettable power, resettable power and
two NACs must not exceed 6.0 A for the MS-4 (required optional
second transformer).

CABINET DIMENSIONS
Door: 15.342” (38.97 cm) high x 14.667” (37.28 cm) wide x
0.375” (0.95 cm) deep. 
Backbox: 15.0” (38.10 cm) high x 14.5” (36.83 cm) wide x 3.0”
(7.62 cm) deep.

BACKBOX MOUNTING
The cabinet can be surface mounted. The door is removable
during installation by opening and lifting it off the hinges. The
cabinet mounts using two key slots at the top of the backbox and
two additional 0.25” diameter holes at the bottom. 

Listings and Approvals
• UL Listed: S624
• MEA: 297-01-E
• CSFM: 7165-0075:200

Ordering Information
MS-4: Four-zone conventional FACP; 120 VAC, 50/60 Hz, 2.3 A.
MS-4E: Same as above, but 240 VAC, 50 Hz, 1.15 A operation.
CAC-4: Class A converter module. Used to convert Style B
(Class B) IDC to Style D (Class A) and Style Y (Class B) NAC to
Style Z (Class A). The module connects to J1 on the MS-4 cir-
cuit board. 
4XTMF: Transmitter module.
4XLMF: LED interface module.
4XZMF: Zone relay module, 4 form C relay. 
RZA:-4XF: Remote Annunciator.
BB-17F: Battery box, required to house two batteries greater
than 7 AH to a maximum of 18 AH.
411/411UD: Three-input (channels) model 411, and four-input
model 411UD, dual-line Digital Alarm Communicator/Transmit-
ters (DACTs). Can be used as slave communicators with the
FACP.
DP-MS2/4: Optional dress panel.
MS-4RB: Replacement board.
TR-1-R: Optional trim ring for semi-flush mounting.
A 2-zone version of this panel is also available. See DF-52211.
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General
The MS-5UD-3(E) is a five-zone FACP (Fire Alarm Control
Panel) and the MS-10UD-7(E) is a ten-zone FACP. These con-
trol panels provide reliable fire signaling protection for small to
medium-sized commercial, industrial, and institutional build-
ings. Both panels include built-in communicators for Central
Station Service and remote upload/download. 

Each of these FACPs is compatible with System Sensor’s
microprocessor-based i3 series detectors. These conventional
smoke detectors can transmit a maintenance trouble signal to
the FACP indicating the need for cleaning and a supervisory
“freeze” signal when the ambient temperature falls below the
detector rating. Additionally, both the MS-5UD-3 and MS-
10UD-7 are compatible with conventional input devices such
as two- and four-wire smoke detectors, pull stations, waterflow
devices, tamper switches, and other normally-open contact
devices. Refer to the Fire•Lite Device Compatibility Document
for a complete listing of compatible devices.

Outputs include four NACs (Notification Appliance Circuits),
three programmable Form-C relays (factory programmed for
Alarm, Trouble, and Supervisory) and 24 VDC special applica-
tion resettable and nonresettable power outputs. The FACPs
supervise all wiring, AC voltage, battery level and telephone
line integrity.

Activation of a compatible smoke detector or any normally-
open fire alarm initiating device will activate audible and visual
signaling devices, illuminate an indicating LED, sound the
piezo sounder at the FACP, activate the communicator and
FACP alarm relay, and operate an optional module used to
notify a remote station or initiate an auxiliary control function.

New options include a UL listed printer, PRN-6F and FireLite’s
IPDACT Internet Monitoring module.  The FireWatch Series
internet monitoring modules IPDACT-2 and IPDACT-2UD per-
mit monitoring of alarm signals over the Internet saving the
monthly cost of two telephone lines. Although not required, the
secondary telephone line may be retained providing backup
communication over the public switched telephone line. 

NOTE: The  MS-5UD-3E and MS-10UD-7E offers the same fea-
tures as the MS-5UD-3 and MS-10UD-7 but allow connection to
240 VAC.  Unless otherwise specified, the information in this data
sheet applies to both the 120 VAC and the 240 VAC versions of
these panels. 

NOTE: For ULC-listed models, see DF-60440.

Features
• Listed to UL Standard 864, 9th edition.

• Built-in DACT (Digital Alarm Communicator/Transmitter). 
• Style B (Class B) IDC (Initiating Device Circuit)

– MS-5UD-3 - five IDCs.

– MS-10UD-7 - ten IDCs.
• Style Y (Class B) NAC (Notification Appliance Circuit) - spe-

cial application power
– MS-5UD-3 - four NACs.
– MS-10UD-7 - four NACs.

• Notification Appliances may be programmed as
– Silence Inhibit.
– Auto-Silence.

– Strobe Synchronization for System Sensor, Wheelock,
Gentex, Faraday, or Amseco devices.

– Selective Silence (horn-strobe mute).

– Temporal or Steady Signal.
– Silenceable or Nonsilenceable.

• Optional CAC-5X Style Z (Class A) Converter Module for
NACs and IDCs (2 required for MS-10UD-7).

• Form-C Relays for Alarm, Trouble and Supervisory - Con-
tact Ratings 2.0 A@ 30 VDC or 0.5 A @ 30 VAC (resistive).

• 3.0 A total system current for MS-5UD-3.

• 7.0 A total system current for MS-10UD-7.
• Optional Dress Panel DP-51050

• Optional Trim Ring TR-CE for semi-flush mounting.
• 24 volt operation.
• Low AC voltage sense.

• Alarm Verification.
• PAS (Positive Alarm Sequence).
• Automatic battery trickle charger.

• Up to eight ANN-BUS annunciators: 
– Optional 8 zone Relay Module ANN-RLY.
– Optional LED Annunciator Module ANN-LED,

– Optional Remote Annunciator ANN-80.
– Optional Remote Printer Gateway ANN-S/PG.
– Optional LED Annunciator Driver ANN-I/O.

• Optional 4XTMF module (conventional reverse polarity/city
box transmitter).

PROGRAMMING AND SOFTWARE:  
• Can be programmed at the panel with no special software

or additional equipment.
• Programmable Make/Break Ratio.
• Upload/Download (local or remote) of program and data via

integral DACT. 
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USER INTERFACE:
• Built-in DACT (Digital Alarm Communicator/Transmitter).
• Integral 80-character LCD display with backlighting and

keypad.
• Real-time clock/calendar with automatic daylight savings

adjustments.
• ANN-BUS for connection to remote annunciators.

• Audible or silent walk test capabilities.
• Piezo sounder for alarm, trouble, and supervisory.

Controls and Indicators

LED INDICATORS
• FIRE ALARM (red)
• SUPERVISORY (yellow)

• TROUBLE (yellow)
• AC POWER (green)

• ALARM SILENCED (yellow)

CONTROL BUTTONS
• ACKNOWLEDGE

• ALARM SILENCE

• SYSTEM RESET (lamp test)

• DRILL

Terminal Blocks 
AC Power – TB1: 

• MS-5UD-3 (FLPS-3 Power Supply): 120 VAC, 50/60 HZ,
1.00 A. 

• MS-5UD-3E (FLPS-3 Power Supply): 240 VAC, 50 HZ,
0.54 A.

• MS-10UD-7 (FLPS-7 Power Supply): 120 VAC, 50/60 HZ,
3.80 A.

• MS-10UD-7E (FLPS-7 Power Supply): 240 VAC, 50/60 HZ,
2.20 A.

Wire size: minimum 14 AWG (2.00 mm²) with 600 V insulation.
Supervised, nonpower-limited.

Battery (sealed lead acid only) – J12:

• Maximum Charging Circuit - Normal Flat Charge: 27.6 VDC
@ 1.4 A. Supervised, nonpower-limited.

• Maximum Charger Capacity: 18 AH battery for MS-5UD-
3(E), and 26 AH battery for MS-10UD-7(E). [Two 18 Ah bat-
teries can be housed in the FACP cabinet. Larger batteries
require separate battery box such as the BB-26 or BB-55.]

Cabinet Measurements
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• Minimum Battery Size: 7 AH.

Initiating Device Circuits – TB4 (and TB 6 on MS-10UD-7
only):

• Alarm Zones 1 - 5 on TB 4 (MS-5UD-3 and MS-10UD-7).
• Alarm Zones 6 - 10 on TB6 (MS-10UD-7 only).
• Supervised and power-limited circuitry.

• Operation: All zones Style B (Class B).
• Normal Operating Voltage: Nominal 20 VDC.
• Alarm Current: 15 mA minimum.

• Short Circuit Current: 40 mA max.
• Maximum Loop Resistance: 100 ohms.
• End-of-Line Resistor: 4.7K ohm, 1/2 watt (P/N 71252 UL-

listed).
• Standby Current: 2 mA.

Refer to the Fire•Lite Device Compatibility Document for listed
compatible devices.

Notification Appliance Circuits – TB5 (and TB 7 on MS-
10UD-7 only):

• Four NACs
• Operation: Style Y (Class B)
• Special Application power

• Supervised and power-limited circuitry
• Normal Operating Voltage: Nominal 24 VDC
• Maximum Signaling Current: 3.0 A for MS-5UD-3, 2.5 A

maximum per NAC; 7.0 A for MS-10UD-7(E), 3.0 A maxi-
mum per NAC.

• End-of-Line Resistor: 4.7K ohm, 1/2 watt (Part #71252)
• Max. Wiring Voltage Drop: 2 VDC

Refer to the Fire•Lite Device Compatibility Document for com-
patible listed devices.

Form C Relays – TB8: 

• Relay 1 (factory default programmed as Alarm Relay)
• Relay 2 (factory default programmed as fail-safe Trouble

Relay)
• Relay 3 (factory default programmed as Supervisory Relay)

Special Application Resettable Power – TB9: 

• Jumper selectable by JP31 for resettable or nonresettable
power. 

• Operating voltage: 24 VDC nominal. 

• Maximum available current: 500 mA - appropriate for pow-
ering four-wire smoke detectors. 

• Power-limited circuit. 
Refer to the Fire•Lite Device Compatibility Document for listed
compatible devices. 

Remote Sync Output - TB2: Remote power supply synchro-
nization output, only required for the MS-5UD-3. 24 VDC nom-
inal special application power. Maximum current is 40 mA.
End-of-Line Resistor: 4.7K ohm. Supervised and power-lim-
ited circuit.

Product Line Information 
MS-5UD-3: Five-zone, 24-volt Fire Alarm Control Panel
(includes backbox, FLPS-3 power supply, technical manual,
and a frame & post operating instruction sheet). 120 VAC
operation.

MS-5UD-3E: Same as MS-5UD-3 except for 240 VAC opera-
tion.

MS-10UD-7: Ten-zone, 24-volt Fire Alarm Control Panel
(includes backbox, FLPS-7 power supply, technical manual,
and a frame & post operating instruction sheet). 

MS-10UD-7E: Same as above with 240 VAC FLPS-7.

IPDACT, IPDACT-2/2UD Internet Monitoring Module:
Mounts in bottom of enclosure with optional mounting kit (PN
IPBRKT). Connects to primary and secondary DACT tele-
phone output ports for internet communications over customer
provided ethernet internet connection. Requires compatible
Teldat Visoralarm Central Station Receiver. Can use DHCP or
static IP. (See data sheet DF-60407 for more information.)

IPBRKT: Mounting kit for IPDACT in common enclosure.

IPSPLT: Y Adaptor option to allow connection of both panel
dialer outputs to one cable input to IPDACT (sold separately).

OPTIONAL MODULES
CAC-5X: Optional (Class A) Converter Module. Converts Style
B (Class B) Initiating Device Circuits to Style D (Class A); and
Style Y (Class B) Notification Appliance Circuits to Style Z
(Class A). Connects to J2 on the MS-5UD-3 and MS-10UD-
7(E) main circuit board and to J7 on the MS-10UD-7(E). 

NOTE: Two Class A Converter Modules are required for the ten-
zone panel.

4XTMF: Transmitter module. Provides a supervised output for
local energy municipal box transmitter and alarm and trouble
reverse polarity. Includes a disable switch and disable trouble
LED. A module jumper option allows the reverse polarity circuit
to open with a system trouble condition if no alarm conditions
exists. Mounts to the main circuit board connectors J4 and J5.

COMPATIBLE ANNUNCIATORS
ANN-80: Remote LCD Annunciator. Mimics the information
displayed on the FACP’s LCD. Red.  (For white, order: ANN-
80-W.)

ANN-LED:  LED Annunciator with three LEDs for each zone:
Alarm, Trouble, and Supervisory. Mounts in the DP-51050(B)
dress panel. Red. (For white, order ANN-LED-W.)

ANN-RLED: LED Annunciator with three alarm (red) indica-
tors for up to 30 input zones or addressable points. (Red.  For
white, order ANN-LED-W.) (See DF-60241).

ANN-RLY: Relay module. Mounts inside the cabinet. Provides
ten Form C relays.

ANN-S/PG: Serial/parallel printer gateway. Provides a connec-
tion for a serial or parallel printer.

ANN-I/O: Driver module. Provides connections to a user-sup-
plied graphic annunciator.

ACCESSORIES
DP-51050: Optional dress panel. Restricts access to the sys-
tem wiring while allowing access to the membrane switch
panel.

BB-26: Battery backbox, holds up to two 25 AH batteries and
CHG-75. 

BB-55: Battery backbox, holds up to two 25 AH batteries. 

TR-CE: Optional trim-ring for semi-flush mounted cabinets. 

PRN-6F: UL listed printer.
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We cannot cover all specific applications or anticipate all requirements. 
All specifications are subject to change without notice.

For more information, contact Fire•Lite Alarms. Phone: (800) 627-3473, FAX: (877) 699-4105.
www.firelite.com

Made in the U.S. A.

System Capacity
• Annunciators ...................................................................... 8

Electrical Specifications
• MS-5UD-3 (FLPS-3 Power Supply): 120 VAC, 60 HZ,

1.0 A 
• MS-10UD-7 (FLPS-7 Power Supply): 120 VAC, 60 HZ,

3.90 A
• MS-5UD-3E (FLPS-3 Power Supply): 240 VAC, 50 HZ,

0.54 A.
• MS-10UD-7E (FLPS-7 Power Supply): 240 VAC, 50 HZ,

2.20 A.
• Wire size: minimum 14 AWG (2.0 mm2) with 600 V insula-

tion, supervised, nonpower-limited

Cabinet Specifications
Door: 19.26" (48.92 cm.) high x 16.82" (42.73 cm.) wide x
0.72" (1.82 cm.) deep. Backbox: 19.00" (48.26 cm.) high x
16.65" (42.29 cm.) wide x 5.25" (13.34 cm.) deep. Trim Ring
(TR-CE): 22.00" (55.88 cm.) high x 19.65" (49.91 cm.) wide.

Shipping Specifications
Dimensions: 

– 20.00" (50.80 cm.) high 
– 22.5" (57.15 cm.) wide 

– 8.5" (21.59 cm.) deep.
Weight: 27 lb (12.20 kg)

Temperature and Humidity Ranges
This system meets NFPA requirements for operation at 0 –
49°C/32 – 120°F  and at a relative humidity 93% ± 2% RH
(noncondensing) at 32°C ± 2°C (90°F ± 3°F).  However, the
useful life of the system's standby batteries and the electronic
components may be adversely affected by extreme tempera-
ture ranges and humidity.  Therefore, it is recommended that
this system and its peripherals be installed in an environment
with a normal room temperature of 15 – 27°C/60 – 80°F. 

Agency Listings and Approvals
The listings and approvals below apply to the basic MS-5UD-3
and MS-10UD-7 control panels. In some cases, certain mod-
ules or applications may not be listed by certain approval
agencies, or listing may be in process. Consult factory for lat-
est listing status.

• UL Listed: File S624
• FM Approved
• CSFM: 7165-0075:0214 
• MEA:  MEA: 333-07-E

NOTE: For ULC-listed models, see DF-60440.

NFPA Standards 
The MS-5UD-3(E) and MS-10UD-7(E) complies with the fol-
lowing NFPA 72 Fire Alarm Systems requirements:

– LOCAL (Automatic, Manual, Waterflow and Sprinkler
Supervisory).

– AUXILIARY (Automatic, Manual and Waterflow) (requires
4XTMF).

– REMOTE STATION (Automatic, Manual and Waterflow)
(Where a DACT is not accepted, the alarm, trouble and
supervisory relays may be connected to UL 864 listed
transmitters. For reverse polarity signaling of alarm and
trouble, 4XTMF is required.)

– PROPRIETARY (Automatic, Manual and Waterflow).

– CENTRAL STATION (Automatic, Manual and Waterflow,
and Sprinkler Supervised).

– OT, PSDN (Other Technologies, Packet-switched Data
Network) 

FireLite® Alarms and System Sensor® are registered trademarks of
Honeywell International Inc.
©2010 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited. 

SYSTEM SPECIFICATIONS
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NFS2-3030 (left) and
 NFS2-3030 with DVC audio option (right)

NFS2-3030 Intelligent Addressable Fire Alarm Control Panel

General 
The NFS2-3030 is an intelligent Fire Alarm Control Panel (FACP)
designed for medium- to large-scale facilities. Fire emergency detec-
tion and evacuation are extremely critical to life safety, and the
NFS2-3030 is ideally suited for these applications. The NFS2-3030
is part of the ONYX® Series of products from NOTIFIER. The NFS2-
3030 is ideal for virtually any application because it features a modu-
lar design that is configured per project requirements. With one to
ten Signaling Line Circuits (SLCs), the NFS2-3030 supports up to
3,180 intelligent addressable devices.

Information is critical to fire evacuation personnel, and the NFS2-
3030’s large 640-character Liquid Crystal Display (LCD) presents
vital information to operators concerning a fire situation, fire progres-
sion, and evacuation details.

A host of other options are available, including single- or multi-chan-
nel voice; firefighter’s telephone; LED, LCD, or PC-based graphic
annunciators; networking; advanced detection products for challeng-
ing environments; wireless fire protection; and many additional
options.

Features
• Certified for seismic applications when used with the appropriate

seismic mounting kit. 
• Approved for Marine applications when a marine-listed version is

used with marine-listed compatible equipment. See DN-60688. 
• Complies with UL 2572 Mass Notification Systems (NFS2-3030

version 20 or higher).
• One to ten isolated intelligent Signaling Line Circuits (SLC) Class

A, B, or X.
• Wireless fire protection using SWIFT Smart Wireless Integrated

Fire Technology. See DN-60820.
• Up to 159 detectors and 159 modules per SLC; 318 devices per

loop/3,180 per FACP or network node. 
– Detectors can be any mix of ion, photo, thermal, or multi-sen-

sor; wireless detectors are available for use with the FWSG. 
– Modules include addressable pull stations, normally open con-

tact devices, two-wire smoke detectors, notification, or relay;
wireless modules are available for use with the FWSG. 

• Large 16 line, 640 character LCD backlit display or use display-
less as a network node.

• Network options:
– High-speed network for up to 200 nodes (NFS2-3030, NFS2-

640, NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM,
ONYXWorks, NFS-3030, NFS-640, and NCA).

– Standard network for up to 103 nodes (NFS2-3030, NFS2-640,
NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM,
ONYXWorks, NCS, NFS-3030, NFS-640, NCA, AFP-200, AFP-
300/400, AFP-1010, and AM2020). Up to 54 nodes when DVC-
EM is used in network paging.

• Built-in Alarm, Trouble, Security, and Supervisory relays. 
• VeriFire® Tools online/offline program option. 
• With built-in Degraded Mode operation, the system is capable of

general alarm if a fire alarm condition is present even if the cen-
tral processing unit (CPU) fails.

• Weekly Occupancy Schedules allow changing sensitivity by time
of day and day of week.

• EIA-485 annunciators, including custom graphics.

• History file with 4000-event capacity in nonvolatile memory, plus
separate 1000-event alarm-only file. 

• Advanced history filters allow sorting by event, time, date, or
address.

• Alarm Verification selection per point, with automatic counter.
• Autoprogramming and Walk Test reports. 
• Multiple central station communication options:

– Standard UDACT
– Internet
– Internet/GSM

• Positive Alarm Sequence (PAS) Presignal.
• Silence Inhibit and Auto Silence timer options.
• Field-programmable on panel or on PC, with VeriFire Tools pro-

gram, also check, compare.
• Non-alarm points for lower priority functions.
• Remote ACK/Signal Silence/System Reset/Drill via monitor mod-

ules.
• Up to 1000 powerful Boolean logic equations.
• Supports SCS Series smoke control system in both HVAC and

FSCS modes. 
• FM6320 approved Gas Detection System with FMM-4-20 module

and any FM listed gas detector. 
• EIA-232 printer port.
• EIA-485 annunciator port.

640-CHARACTER DISPLAY FEATURES

• Backlit, 640-character display.
• Program keypad: full QWERTY keypad.
• Up to nine users, each with a password and selectable access

levels.
• 11 LED indicators: Power; Fire Alarm; Pre-Alarm; Security;

Supervisory; System Trouble; Other Event; Signals Silenced;
Point Disabled; CPU Failure; Controls Active.

• Membrane Switch Controls: Acknowledge; Signal Silence; Drill;
System Reset; Lamp Test.
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• LCD Display: 640 characters (16 lines x 40 characters) with
long-life LED backlight.

SWIFT WIRELESS

• Self-healing mesh wireless protocol.
• Each SWIFT Gateway supports up to 50 devices: 1 wireless gate-

way and up to 49 SWIFT devices. 
• Up to 4 wireless gateways can be installed with overlapping net-

work coverage. 

RELEASING FEATURES

• Ten independent hazards.
• Sophisticated cross-zone (three options).
• Delay timer and Discharge timers (adjustable).
• Abort (four options).

VOICE AND TELEPHONE FEATURES

• Up to eight channels of digital audio.
• 35 watt, 50 watt, 75 watt, and 100/125 watt digital amplifiers

(DAA2/DAX series and DS series).
• Solid state message generation.
• Hard-wired voice control module options.
• Firefighter telephone option.
• 30- to 120-watt analog amplifiers (AA Series).
• Backup tone generator and amplifier option.

FLASHSCAN® INTELLIGENT FEATURES

• Polls up to 318 devices on each loop in less than two seconds.
• Activates up to 159 outputs in less than five seconds.
• Multicolor LEDs blink device address during Walk Test.

• Fully digital, high-precision protocol (U.S. Patent 5,539,389).
• Manual sensitivity adjustment — up to nine levels.
• Pre-alarm ONYX intelligent sensing — up to nine levels.
• Sensitivity levels:

– Photo – 0.5 to 2.35%/foot obscuration.

– High-Sensitivity Photoelectric (VIEW®) – Open Air Protection
(0.5% - 2.0%/ft. obscuration), Special Applications (0.02%-
0.5%/ft. obscuration)

– Multi-Criteria Detector – Open Air Protection (2.52-3.89%/ft.
obscuration), Special Applications (1.13-2.52%/ft. obscuration)

• Drift compensation (U.S. Patent 5,764,142). 
• Multi-detector algorithm involves nearby detectors in alarm deci-

sion (U.S. Patent 5,627,515).
• Automatic detector sensitivity testing (NFPA-72 compliant).
• Maintenance alert (two levels).
• Self-optimizing pre-alarm.
• Programmable activation of sounder/relay bases during alarm or

pre-alarm.
• Read Status displays the level of detector cleanliness.

FSV-951 SERIES VIEW® (VERY INTELLIGENT EARLY WARNING)
HIGH-SENSITIVITY SMOKE DETECTOR     
• Advanced ONYX intelligent sensing algorithms differentiate

between smoke and non-smoke signals.
• Addressable operation pinpoints the fire location.
• Ivory models (-IV) support CLIP mode as well as FlashScan.
• ULC listed models available; “A” models are ULC Listed.
• -R is retrofit, backwards compatible for use with older panels.

FRM-1 
Relay Contact

NOTE: CPU2-3030 firmware version 14.0 (and higher) can support LCD-160 on the RDP port, or LCD2-80 in terminal mode, but not
both at the same time. 

CPU2-3030D 
display or

CPU2-3030ND

PRN Series 
Printer

NFS2-3030

Sample System Options

FPTI-951 
FSP-951  
FST-951  
FCO-951  

…etc.

Shown in CAB-C4 with display
DVC-EM audio in CA-1 in second tier

70
70

bl
ok

-2
01

3.
w

m
f

LCD-160
LCD2-80

Up to 32 
remote 

displays
EIA-485

EIA-485

SLC Intelligent Loop

3072 annunciator/control points

Optional 2048-point UDACT

Dual phone 
lines to 
Central 
Station

EIA-232

DEVICES

ACM/AEM-24AT 
LED Annunciator

LDM-32 
Custom Graphics

ACM-8R 
Relay Control 

NBG-12LX XP6/10 I/O Modules

FMM-1

IDC

FWSG 
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FCO-951(A)/-IV ADVANCED MULTI-CRITERIA FIRE/CO DETECTOR

• Detects all four major elements of a fire (smoke, heat, CO, and
flame).

• 135°F (57.2°C) fixed-temperature heat detector.
• Transmits an alarm signal due to heat.
• Separate signal for life-safety CO detection.
• Optional addressable sounder base for Temp-3 (fire) or Temp-4

(CO) tone. 
• Automatic drift compensation of smoke sensor and CO cell.
• High nuisance-alarm immunity.
• ULC listed models available; “A” models are ULC Listed.

FPTI-951(A) INTELLIGENT MULTI-CRITERIA DETECTOR

• Combined Photoelectric Thermal and Infrared Sensor
• UL 268 7th Edition and UL 521 Listed; Canadian models CAN/

ULC S529 and CAN/ULC S530 
• Microprocessor-based technology; combination photo, thermal,

and infrared technology.

FPC-951(A) PHOTOELECTRIC/CO SENSOR

• Combined photoelectric and carbon monoxide sensor 

FSCO-951(A) INTELLIGENT CO SENSOR

• Carbon monoxide sensor 

FS-OSI-RI(A) ADDRESSABLE INTELLIGENT SINGLE-ENDED BEAM

SMOKE DETECTOR

• Intelligent addressable reflector-type linear optical beam smoke
detector

• Fast, easy, and intuitive beam alignment indicated by directional
LED arrows

• Long range coverage of 16-328 ft (5-100 m) is standard; no sepa-
rate long-range kit required

FMM-4-20 GAS DETECTION MODULE

• Interface to industry-standard linear scale 4-20 mA sensors.
• Five programmable thresholds.
• FM Approved, Class 6320 (Stationary Gas Sensors/Detectors).

INTELLIGENT VESDA® DETECTORS 
• Intelligent aspiration smoke detectors connect directly to the SLC

loop of compatible ONYX® Series panels:
– VEA-040-A00-NTF, VEA-040-A10-NTF 

– VEP-A00-P-NTF, VEP-A10-P-NTF, VEP-A00-1P-NTF
– VEU-A00-NTF, VEU-A10-NTF

• Models offer LED display, LCD display, or both
• Coverage options for spaces up to 69,965 square feet

FlashScan® Exclusive 
World-Leading Detector Protocol
At the heart of the NFS2-3030 is a set of detection devices and
device protocol — FlashScan (U.S. Patent 5,539,389). FlashScan is
an all-digital protocol that gives superior precision and high noise
immunity.

As well as giving quick identification of an active input device, this
protocol can also activate many output devices in a fraction of the
time required by competitive protocols. This high speed also allows
the NFS2-3030 to have the largest device per loop capacity in the
industry — 318 points — yet every input and output device is sam-
pled in less than two seconds. The microprocessor-based
FlashScan® detectors have bicolor LEDs that can be coded to pro-
vide diagnostic information, such as device address during Walk
Test.

ONYX Intelligent Sensing
ONYX Intelligent Sensing is a set of software algorithms that provide
the NFS2-3030 with industry-leading smoke detection capability.
These complex algorithms require many calculations on each read-
ing of each detector, and are made possible by the very high-speed
microcomputer used by the NFS2-3030.

Drift Compensation and Smoothing. Drift compensation allows
the detector to retain its original ability to detect actual smoke, and
resist false alarms, even as dirt accumulates. It reduces mainte-
nance requirements by allowing the system to automatically perform
the periodic sensitivity measurements required by NFPA 72.
Smoothing filters are also provided by software to remove transient
noise signals, usually caused by electrical interference.

Maintenance Warnings. When the drift compensation performed
for a detector reaches a certain level, the performance of the detec-
tor may be compromised, and special warnings are given. There are
three warning levels: (1) Low Chamber value; (2) Maintenance Alert,
indicative of dust accumulation that is near but below the allowed
limit; (3) Maintenance Urgent, indicative of dust accumulation above
the allowed limit.

Sensitivity Adjust. Nine sensitivity levels are provided for alarm
detection. These levels can be set manually, or can change automat-
ically between day and night. Nine levels of pre-alarm sensitivity can
also be selected, based on predetermined levels of alarm. Pre-alarm
operation can be latching or self-restoring, and can be used to acti-
vate special control functions.

Self-Optimizing Pre-Alarm. Each detector may be set for “Self-
Optimizing” pre-alarm. In this special mode, the detector “learns” its
normal environment, measuring the peak analog readings over a
long period of time, and setting the pre-alarm level just above these
normal peaks.

Cooperating Multi-Detector Sensing. A patented feature of ONYX
Intelligent Sensing is the ability of a smoke sensor to consider read-
ings from nearby sensors in making alarm or pre-alarm decisions.
Without statistical sacrifice in the ability to resist false alarms, it
allows a sensor to increase its sensitivity to actual smoke by a factor
of almost two to one.

Field Programming Options
Autoprogram is a timesaving feature. The FACP “learns” what
devices are physically connected and automatically loads them in
the program with default values for all parameters. Requiring less
than one minute to run, this routine allows the user to have almost
immediate fire protection in a new installation, even if only a portion
of the detectors are installed. 

Keypad Program Edit. The NFS2-3030, like all NOTIFIER intelli-
gent panels, has the exclusive feature of program creation and edit-
ing capability from the front panel keypad, while continuing to
provide fire protection. The architecture of the NFS2-3030 software
is such that each point entry carries its own program, including con-
trol-by-event links to other points. This allows the program to be
entered with independent per-point segments, while the NFS2-3030
simultaneously monitors other (already installed) points for alarm
conditions. 

VeriFire® Tools is an offline programming and test utility that can
greatly reduce installation programming time, and increase confi-
dence in the site-specific software. It is Windows® based and pro-
vides technologically advanced capabilities to aid the installer. The
installer may create the entire program for the NFS2-3030 in the
comfort of the office, test it, store a backup file, then bring it to the
site and download from a laptop into the panel.
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Product Line Information
• “Configuration Guidelines” on page 4
• “Main System Components” on page 4

• “Networking Options” on page 4
• “Auxiliary Power Supplies and Batteries” on page 4
• “Audio Options” on page 4

• “Compatible Devices, EIA-232 Ports” on page 5
• “Compatible Devices, EIA-485 Ports” on page 5
• “Compatible Intelligent Devices” on page 5

• “Enclosures, Chassis, and Dress Plates” on page 6
• “Backboxes” on page 7
• “Other Options” on page 7

CONFIGURATION GUIDELINES

Stand-alone and network systems require a main display. On single-
FACP systems (one NFS2-3030D), the display option is the CPU2-
3030D. On network systems (two or more networked fire panel
nodes), at least one NCD, NCA-2, NCS, or ONYXWorks annuncia-
tion device is required. Options listed as follows.

MAIN SYSTEM COMPONENTS

CPU2-3030D: NFS2-3030 Primary Display. CPU2-3030D ships with
keypad/display installed; includes 640-character backlit LCD display,
QWERTY programming and control keypad. CPU2-3030 is a central
processing unit and requires an AMPS-24(E) power supply. For
English ULC applications, use CPU2-3030DC. Non-English versions
are available: CPU2-3030D-FR, CPU2-3030D-HE, CPU2-3030D-
KO, CPU2-3030D-PO, CPU2-3030D-SC, CPU2-3030D-SP, CPU2-
3030D-TC, and CPU2-3030D-TH. For English Marine applications
order CPU2-3030D-M; for non-English Marine applications order
CPU2-3030D-M and the appropriate KP-KIT-XX. (See DN-60688.) 

CPU2-3030ND: CPU2-3030 without display. Non-English versions
are available: CPU2-3030ND-FR, CPU2-3030ND-HE, CPU2-
3030ND-KO, CPU2-3030ND-PO, CPU2-3030ND-SC, CPU2-
3030ND-SP, CPU2-3030ND-TC. 

AMPS-24(E): One required for each NFS2-3030. Addressable
power supply and battery charger with two 24 VDC outputs.
Addressable by any FlashScan® or CLIP mode FACP. Charges 7 to
200 AH batteries. Occupies up to five addresses on an SLC,
depending on configuration. Primary input power for panel. See DN-
6883.

LCM-320: Loop Control Module. Provides one SLC. NFS2-3030
supports up to five LCM-320s and five LEM-320 expanders for a
total of ten SLCs. See DN-6881. 

LEM-320: Loop Expander Module. Expands an LCM-320. See DN-
6881.

SAMPLE SYSTEM: Four-loop NFS2-3030 with display: CPU2-
3030D, DP-DISP, two BMP-1s, CHS-M3, two LCM-320s, two LEM-
320s, AMPS-24, SBB-A4, DR-A4, BP2-4, BB-100, batteries.

NETWORKING OPTIONS 
NCA-2: Network Control Annunciator, 640 characters. An alternate
primary display for CPU2-3030 can be provided by the NCA-2, NCS,
or ONYXWorks. Using NCA-2 as primary display enables non-
English languages. On network systems (two or more networked fire
panel nodes), one network display (either NCA-2, NCS, or ONYX-
Works) is required for every system. On network systems, the NCA-
2 connects (and requires) a standard Network Communication Mod-
ule or High-Speed Network Communication Module. Mounts in a row
of FACP node or in two annunciator positions. Mounting options
include the DP-DISP, ADP-4B, or in an annunciator box, such as the
ABS-2D. In CAB-4 top-row applications, a DP-DISP and two BMP-1
blank modules are required for mounting. Non-English versions are
available: NCA-2-FR, NCA-2-HE, NCA-2-KO, NCA-2-PO, NCA-2-
SC, NCA-2-SP, NCA-2-TC, NCA-2-TH. For English ULC applica-
tions, order NCA-2C; for marine applications, order NCA-2-M; for

non-English marine applications order NCA-2-M and appropriate
KP-KIT-XX. See DN-7047.

NCD: Network control display, with a high-definition 10” touch
screen. As part of a standalone NFS2-3030 system, the NCD can
serve as Primary Display for the panel, to provide control and status
capabilities on displayless nodes. On network systems, the NCD
connects to (and requires) a standard Network Communication Mod-
ule or High-Speed Network Communication Module. Mounting
options include the ABS-TD for standalone applications. In the
CAB-4 series the NCD can be mounted in the top row with a
DP-GDIS1 or lower rows using a DP-GDIS2. See DN-60974.

NCM-W, NCM-F: Standard Network Communications Modules. Wire
and multi-mode fiber versions available. See DN-6861. 

HS-NCM-W(-2), HS-NCM-MF, HS-NCM-SF, HS-NCM-WMF(-2),
HS-NCM-WSF(-2), HS-NCM-MFSF: High-speed Network Commu-
nications Modules that can connect to two nodes. Wire, single-mode
fiber, multi-mode fiber, and media conversion models are available.
See DN-60454. 

RPT-W, RPT-F, RPT-WF: Standard-network repeater board with wire
connection (RPT-W), multi-mode fiber connection (RPT-F), or allow-
ing a change in media type between wire and fiber (RPT-WF). Not
used with high-speed networks. See DN-6971. 

ONYXWorks: UL/ULC-listed graphics PC workstation, ONYXWorks
GUI software, and computer hardware. See DN-7048 for specific
part numbers.

NFN-GW-EM-3: NFN Gateway, embedded. (Replaces NFN-GW-
EM.) See DN-60499. 

NWS-3: NOTI•FIRE•NET™ Web Server. See DN-6928.

CAP-GW: Common Alerting Protocol Gateway. See DN-60756. 

VESDA-HLI-GW: VESDAnet high-level interface gateway. See DN-
60753. 

LEDSIGN-GW: UL-listed sign gateway. Interfaces with classic and
high-speed NOTI•FIRE•NET networks through the NFN Gateway.
See DN-60679. 

OAX2-24V: UL-listed LED sign, used with LEDSIGN-GW. See DN-
60679. 

AUXILIARY POWER SUPPLIES AND BATTERIES 
APS2-6R: Auxiliary Power Supply. Provides up to 6.0 amperes of
power for peripheral devices. Includes battery input and transfer
relay, and overcurrent protection. Mounts on two of four positions on
a CHS-4L or CHS-4 chassis. See DN-5952. 

ACPS-610: 6.0 A or 10.0 A addressable charging power supply. See
DN-60244. 

FCPS-24S6/-24S8: Remote 6 A and 8 A power supplies with battery
charger. See DN-6927.

BAT Series: Batteries. AMPS-24 uses two 12 volt, 7 to 200 AH bat-
teries. See DN-6933. 

AUDIO OPTIONS 
NOTE: See “Enclosures, Chassis, and Dress Plates” on page 6 for
mounting hardware. 

DVC-EM: Digital Voice Command, digital audio processor with mes-
sage storage for up to 32 minutes of standard quality (4 minutes at
high quality) digital audio. See DN-7045.

DVC-RPU: Digital Voice Command Remote Paging Unit for use with
DVC-EM. Includes the keypad/display. See DN-60726. 

DS-DB: Digital Series Distribution Board, provides bulk amplification
capabilities to the DVC-EM while retaining digital audio distribution
capabilities. Can be configured with up to four DS-AMPs, supplying
high-level risers spread throughout an installation. See DN-60565.

DVC-KD: DVC-EM keypad for local annunciation and controls; sta-
tus LEDs and 24 user-programmable buttons. See DN-7045.
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DS-AMP/E: 125W, 25 VRMS, or 100W, 70VRMS. 70VRMS requires
DS-XF70V step-up transformer. Digital Series Amplifier, part of the
DS-DB system. See DN-60663.

DS-RFM, DS-FM, DS-SFM: Fiber conversion modules for DVC-EM,
DS-DB distribution board, and DAA2/DAX Series amplifiers. See
DN-60633.

DAA2-5025(E): 50W, 25 Vrms Digital Audio Amplifier assembly with
power supply; includes chassis. See DN-60556.

DAA2-5070(E): 50W, 70.7 Vrms Digital Audio Amplifier assembly
with power supply; includes chassis. See DN-60556.

DAA2-7525(E): 75W, 25 Vrms digital audio amplifier assembly with
power supply; includes chassis. See DN-60556.

DAX-3525(E): 35W, 25 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561.

DAX-3570(E): 35W, 70.7 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561.

DAX-5025(E): 50W, 25 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561.

DAX-5070(E): 50W, 70.7 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561.

TELH-1: Firefighter’s Telephone Handset for use with the DVC-EM
when mounted in the CA-2 chassis. See DN-7045.

CMIC-1: Microphone used with DVC/DVC-EM. Included with CA-2
chassis assembly. See DN-7045.

RM-1/RM-1SA: Remote microphone assemblies, mount on ADP-4
(RM-1) dress panel or CAB-RM/-RMR (RM-1SA) stand-alone cabi-
nets. See DN-6728.

AA-30: Audio Amplifier, 30 watts, 25 Vrms. Includes amplifier and
audio input supervision, backup input, and automatic switchover,
power supply, cables. See DN-3224.

AA-120/AA-100: Audio Amplifier. AA-120 is 120 watts, 25 Vrms. AA-
100 is 100 watts, 70.7 Vrms. The amplifier contains an integral chas-
sis for mounting to a CAB-B4, -C4, or -D4 backbox (consumes one
row). Includes audio input and amplified output supervision, backup
input, and automatic switchover to backup tone. See DN-3224.

DAA Series Digital Audio Amplifiers: Legacy DAA Series amplifi-
ers are compatible with DVC systems running SR4.0. For specific
information on DAA-50 series amplifiers, refer to DN-7046. For infor-
mation on DAA-7525 Series, refer to DN-60257.

COMPATIBLE DEVICES, EIA-232 PORTS 
PRN-7: 80-column printer. See DN-60897 

VS4095/5: Printer, 40-column, 24 V. Order from Keltron, Inc. See
DN-3260.

DPI-232: Direct Panel Interface, specialized modem for extending
serial data links to remotely located FACPs and/or peripherals. See
DN-6870. 

COMPATIBLE DEVICES, EIA-485 PORTS

ACM-24AT: ONYX® Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED, Trouble LED, and switch per
circuit. Active/Alarm LEDs can be programmed (by powered-up
switch selection) by point to be red, green, or yellow; the Trouble
LED is always yellow. See DN-6862. 

AEM-24AT: Same LED and switch capabilities as ACM-24AT;
expands the ACM-24AT to 48, 72, or 96 points. See DN-6862.

ACM-48A: ONYX® Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED per circuit. Active/Alarm
LEDs can be programmed (by powered-up switch selection) in
groups of 24 to be red, green, or yellow. Expandable to 96 points
with one AEM-48A. See DN-6862. 

AEM-48A: Same LED capabilities as ACM-48A; expands the ACM-
48A to 96 points. See DN-6862. 

ACM-8R: Remote Relay Module with eight Form-C contacts. Can be
located up to 6,000 ft. (1828.8 m) from panel on four wires. See DN-
3558.

LCD-160: Liquid Crystal Display annunciator, 160-character backlit.
Can store character sets for multiple languages. LCD-160C is used
for ULC applications. See DN-6940. 

LCD2-80: Terminal and ACS mode. 80-character, backlit LCD dis-
play. Mounts up to 6,000 ft. (1828.8 m) from panel. Up to 32 per
FACP. See LCD2-80 (DN-60548).

SCS Series: Smoke control station; eight (expandable to 16) cir-
cuits. See DN-4818. 

TM-4: Transmitter Module. Includes three reverse-polarity circuits
and one municipal box circuit. Mounts in panel module position (as
in single-address mode applications) or in CHS-M3 position. See
DN-6860.

UDACT-2: Universal Digital Alarm Communicator Transmitter, 636
channel. See DN-60686.

UZC-256: Programmable Universal Zone Coder provides positive
non-interfering successive zone coding. Microprocessor-controlled,
field-programmable from IBM®-compatible PCs (requires optional
programming kit). Mounts on a CHS-4 series chassis within NFS2-
3030. 

COMPATIBLE INTELLIGENT DEVICES

NOTE: “A” suffix indicates ULC-Listed model.

FWSG Wireless SWIFT Gateway: Addressable gateway supports
wireless SLC devices. Not appropriate for ULC applications. See
DN-60820.  

FCO-951/-IV FlashScan, Addressable intelligent multi-criteria smoke
sensors, photo, carbon monoxide, fixed temperature heat detector
and infra-red (IR). ULC: FCO-951A/-IV

FPC-951. FlashScan, Combined photoelectric and carbon monoxide
sensor. ULC: FPC-951A.

FSCO-951. FlashScan, Addressable carbon monoxide sensor.
ULC: FSCO-951A.

FPTI-951, FPTI-951-IV: Addressable intelligent multi-criteria photo-
electric, thermal and IR sensors. ULC: FPTI-951A, FPTI-951A-IV.

FS-OSI-RI: Addressable intelligent single-ended beam smoke
detector. ULC: FS-OSI-RIA. . 

FSP-951: White, low-profile intelligent photoelectric sensor,
FlashScan only. ULC: FSP-951A. 

FSP-951-IV: Ivory, low-profile intelligent photoelectric sensor.
ULC: FSP-951A-IV

FSP-951T: White, same as FSP-951 but includes a built-in 135°F
(57°C) fixed-temperature thermal device. FlashScan only.
ULC: FSP-951TA. 

FSP-951T-IV: Ivory, same as FSP-951T but includes a built-in 135°F
(57°C) fixed-temperature thermal device. ULC: FSP-951TA-IV.

FSP-951R: White, low-profile intelligent photoelectric sensor, remote
test capable. For use with DNR/DNRW. FlashScan only. ULC: FSP-
95RA

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951: White, low-profile intelligent 135°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A. See DN-60975.

FST-951-IV: Ivory, low-profile intelligent 135°F fixed thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951A-IV.

FST-951R: White, low-profile intelligent rate-of-rise thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A
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FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951H: White, low-profile intelligent 190°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951HA.

FST-951H-IV: Ivory, low-profile intelligent 190°F thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951HA-IV. 

FSV-951, FSV-951R:White, intelligent high-sensitivity photoelectric
smoke detector. ULC: FSV-951A, FSV-951RA

FSV-951-IV, FSV-951R-IVIvory, intelligent high-sensitivity photoelec-
tric smoke detector. ULC: FSV-951A-IV, FSV-951RA-IV.

VEP-A00-P-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 21,520 square feet. UL/ULC. See DN-
61029. UL/ULC Listed. 

VEP-A10-P-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 21,520 square feet. UL/ULC. See
DN-61029. UL/ULC Listed. 

VEP-A00-1P-NTF: Intelligent aspiration smoke detector with LED
display, single pipe, covers up to 10,760 square feet. UL/ULC. See
DN-61029. UL/ULC Listed. 

VEU-A00-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 69,965 square feet. UL/ULC. See DN-
61034. UL/ULC Listed. 

VEU-A10-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 69,965 square feet. UL/ULC. See
DN-61034. UL/ULC Listed. 

VEA-040-A00-NTF: Intelligent aspiration with LED display, 40 point-
addressable detection points. Covers 36,000 square feet. UL/ULC.
See DN-61036. UL/ULC Listed. 

VEA-040-A10-NTF: Intelligent aspiration with LED and LCD display,
40 point-addressable detection points. Covers 36,000 square feet.
UL/ULC. See DN-61036. UL/ULC Listed. 

DNR: InnovairFlex low-flow non-relay duct-detector housing.
ULC: DNRA. (Order FSP-951R(A) separately.) See DN-60429. 

DNRW: Same as above with NEMA-4 rating, watertight. See DN-
60429. 

B224RB-WH: White, low-profile relay base. See DN-60054.  ULC:
B224RBA-WH.

B224RB-IV: Ivory, plug-in System Sensor relay base. ULC:
B224RBA-IV. 

B224BI-WH: White, isolator base for low-profile detectors. See DN-
60054. ULC: B224BIA-WH.

B224BI-IV: Ivory isolator detector base. ULC: B224BIA-IV.

B300-6: White, standard flanged low-profile mounting base. (For 10-
pack order B300-6-BP.) ULC: B300A-6.

B300-6-IV: Ivory, standard flanged low-profile mounting base. ULC:
B300A-6-IV.

B501-WHITE: European-style, 4" (10.16 cm) base. See DN-60054.
(For 10-pack order B501-WHITE-BP.) UL/ULC listed.

B501-BL: Black, 4” standard European flangeless mounting base.
UL/ULC listed.

B501-IV: Ivory color, 4” standard European flangeless mounting
base. UL/ULC listed.

B200S-WH: White, intelligent programmable sounder base, capable
of producing a variety of tone patterns including ANSI Temporal 3.
Compatible with synchronization protocol. See DN-60054. ULC:
B200SA-WH.

B200S-IV: Ivory intelligent, programmable sounder base. ULC:
B200SA-IV.

B200SCOA-WH: White intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 

B200SCOA-IV: Ivory intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 

B200S-LF-WH: White, low-frequency version of B200S. See DN-
60054. 

B200S-LF-IV: Ivory, low-frequency version of B200S.

B200SR-WH: White intelligent programmable sounder base, Tem-
poral 3 or Continuous tone. For retrofit installations replacing
B501BH series bases. See DN-60054. ULC: B200SRA-WH.

B200SR-IV: Ivory intelligent programmable sounder base, Temporal
3 or Continuous tone. For retrofit installations replacing B501BH
series bases. ULC: B200SRA-IV.

B200SR-LF-WH: White, low-frequency version of B200SR. See DN-
60054. 

B200SR-LF-IV: Ivory, low-frequency version of B200SR.

FMM-1(A): FlashScan monitor module. See DN-6720. 

FDM-1(A): FlashScan dual monitor module. See DN-6720. 

FZM-1(A): FlashScan two-wire detector monitor module. See DN-
6720. 

FMM-101(A): FlashScan miniature monitor module. See DN-6720. 

FMM-4-20: FlashScan 4-20 mA protocol monitor module. See DN-
60411. 

FTM-1(A): Firephone Telephone Module connects a remote fire-
fighter telephone to a centralized telephone console. Reports status
to panel. Wiring to jacks and handsets is supervised. See DN-6989.

FCM-1(A): FlashScan control module. See DN-6724.

FCM-1-REL(A): FlashScan releasing control module. See DN-
60390. 

FRM-1(A): FlashScan relay module. See DN-6724. 

FDRM-1(A): FlashScan dual monitor/dual relay module. See DN-
60709.

NBG-12LX: Manual pull station, addressable. See DN-6726.

N-MPS series: Manual pull stations, addressable and conventional.
ULC-listed; for use in Canada only. See DN-5497 and DN-60629.
ISO-X(A): Isolator module. See DN-2243.

ISO-6(A): Six fault isolator module. See DN-60844. 

XP6-C(A): FlashScan six-circuit supervised control module. See
DN-6924. 

XP6-MA(A): FlashScan six-zone interface module; connects intelli-
gent alarm system to two-wire conventional detection zone. See DN-
6925. 

XP6-R(A): FlashScan six-relay (Form-C) control module. See DN-
6926. 

XP10-M(A): FlashScan ten-input monitor module. See DN-6923. 

ENCLOSURES, CHASSIS, AND DRESS PLATES

CAB-4 Series Enclosure: NFS2-3030 mounts in a standard CAB-4
Series enclosure (available in four sizes, “A” through “D”). Backbox
and door ordered separately; requires BP2-4 battery plate. A trim
ring option is available for semi-flush mounting. See DN-6857.

EQ Series Cabinets: EQ series cabinets will house amplifiers,
power supplies, battery chargers and control modules. EQ cabinets
are available in three sizes, “B” through “D”. See DN-60229. 

CAB-BM Marine System: Protects equipment in shipboard and
waterfront applications. Order CPU2-3030D-M; for non-English
marine applications order CPU2-3030D and appropriate KP-KIT-XX.
Also order BB-MB for systems using 100 AH batteries. For a full list
of required and optional equipment, see DN-60688. 

CHS-M3: Mounting chassis for CPU2-3030. One required for each
CPU2-3030D/3030ND. 
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DP-DISP: Dress panel for top row in cabinet with CPU2-3030D
installed.

DP-1B: Blank dress panel. Provides dead-front panel for unused
tiers; covers DAA2/DAX series or AA-series amplifier. See DN-7046.

CHS-BH1: Battery chassis; holds two 12.0 AH batteries. Mounts on
the left side of DAA2 chassis. See DN-7046.

CA-1: Chassis, occupies one tier of a CAB-4 Series enclosure. The
left side accommodates one DVC-EM and a DVC-KD (optional); and
the right side houses a CMIC-1 microphone and its well (optional).
See DN-7045.

CA-2: Chassis assembly, occupies two tiers of a CAB-4 Series
enclosure. The left side accommodates one DVC-EM mounted on a
half-chassis and one NFS2-3030 or NCA-2 mounted on a half-chas-
sis. The right side houses a microphone/handset well. The CA-2
assembly includes CMIC-1 microphone. ADDR Series doors with
two-tier visibility are available for use with the CA-2 configuration:
ADDR-B4, ADDR-C4, ADDR-D4 (below).

ADDR-B4*: Two-tier-sized door designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-B4 backbox with the
ADDR-B4. See DN-7045, DN-6857.

ADDR-C4*: Three-tier-sized door designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-C4 backbox with the
ADDR-C4. See DN-7045, DN-6857.

ADDR-D4*: Four-tier-sized door designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-D4 backbox with the
ADDR-D4. See DN-7045, DN-6857.

* Note: Use ADDR-B4/C4/D4 when CA-2 chassis is installed in top
two rows with NCA-2 or BP-CA2. Use standard door when CA-2 is
not installed in top two rows. For additional configuration information,
see the DVC application guide on http://esd.notifier.com. 

DPA-1: Dress panel, used with the CA-1 chassis when configured
with a DVC-EM, DVC-KD, and CMIC-1. See DN-7045.

DPA-2: Dress Panel used with the CA-2 chassis assembly.

DPA-1A4: Dress panel, used with the CA-1 chassis when the CMIC-
1 is not used. Provides mounting options on right two bays for two
ACS annunciators, or for blank plates. See DN-7045.

ADP-4B: Annunciator dress plate. Mounts in rows 2, 3 or 4 of a
CAB-4 series enclosure. Used with ACS series annunciators.

BMP-1: Blank module for unused module positions. 

DP-1B: Blank dress panel. Provides dead-front panel for unused
tiers; covers DAA2/DAX series or AA-series amplifier. 

BP2-4: Battery plate, required. 

CHS-4L: Low-profile four-position Chassis. Mounts two AA-30
amplifiers. 

CHS-4N: Chassis for mounting up to four APS-6Rs. 

CHS-6: Chassis used with the XP6 and XP10 Multi-Modules.
Mounts up to six modules in any CAB-4 series row.

NFS-LBB: Battery Box. The NFS-LBB is used to mount up to two 55
AH batteries. Dimensions: Box: 24" (610 mm) wide x 14" (356 mm)
high x 7.75" (197 mm) deep. Door: 24.125" (613 mm) wide x 14.25"
(362 mm) high; door adds 0.0625" (approx. 1.6 mm) to depth.

BACKBOXES

NOTE: “C” suffix indicates ULC-Listed model.

ABF-1B(C) Annunciator Flush Box

ABF-1DB(C) Annunciator Flush Box with Door. UL/ULC Listed.

ABF-2B Annunciator Flush Box

ABF-2DB(C) Annunciator Flush Box with Door

ABF-4B Annunciator Flush Box

ABS-1TB(C) Annunciator Surface Box

ABS-1B(C) Annunciator Surface Box

ABS-2B Annunciator Surface Box

ABS-2D(C) Annunciator Surface Box

ABS-4D(C) Annunciator Surface Box

BB-100: Backbox for batteries and power supplies. The BB-100
mounts up to two 100 AH batteries and power supply, if needed. 30"
(76.20 cm) wide x 25" (63.50 cm) high x 7.5" (19.05 cm) deep; depth
includes door. 

BB-200: Backbox for batteries and power supplies. Holds up to four
100 AH batteries (200 AH capacity) and power supply. 30" (76.20
cm) wide x 36" (91.44 cm) high x 7.5" (19.05 cm) deep; depth
includes door. 

BB-UZC: Backbox for housing the UZC-256 for applications where
the UZC will not fit in panel enclosure. Black; for red, order BB-UZC-
R. See DN-3404. 

SEISKIT-CAB: Seismic mounting kit. Required for seismic-certified
applications with NFS2-3030 and other equipment in CAB-4 Series
Enclosures. Includes battery bracket for two 26 AH batteries.

SEISKIT-LBB: Seismic kit for the NFS-LBB. Includes battery bracket
for two 55 AH batteries. 

OTHER OPTIONS

411: Slave digital alarm communicator. See DN-6619.

411UDAC: Digital alarm communicator. See DN-6746.

IPDACT-2, IPDACT Internet Monitoring Module: Connects to pri-
mary and secondary DACT telephone output ports for internet com-
munications over customer-provided Ethernet connection. Requires
compatible Teldat VisorALARM Central Station Receiver. Can use
DHCP or static IP. See DN-60408. 

IPCHSKIT: IP Communicator Chassis Mounting Kit. For mounting
an IPDACT-2/2UD onto the panel chassis or CHS-4 series chassis.
Use IPENC for external mounting applications.

IPSPLT: Y-adapter option allow connection of both panel dialer out-
puts to one IPDACT-2/2UD cable input.

IPENC: External enclosure for IPDACT, includes IPBRKT mounting
bracket; Red; for black, order IPENC-B.

HWF2V-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, Verizon LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. See DH-62010.
(For Canadian applications order IPGSM-4GC. See DH-60771.) 

HWF2A-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, AT&T LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. (For Canadian
applications order IPGSM-4GC. See DH-60771.) 

NOTE: For other options including compatibility with retrofit equipment,
refer to the panel's installation manual, the SLC manual, and the Device
Compatibility Document. 
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SPECIFICATIONS 

SYSTEM CAPACITY

• Intelligent Signaling Line Circuits........... 1 expandable to 10
• Intelligent detectors ..........................................159 per loop
• Addressable monitor/control modules ..............159 per loop
• Programmable software zones.............................over 2000
• ACS annunciators 

per CPU2-3030....................... 32 address x 64 or 96 points
NOTE: The CPU2-3030 can support up to 96 annunciator address
points per ACM-24AT/-48A.

ELECTRICAL SPECIFICATIONS 
Primary Input Power: 

– AMPS-24: 110-120 VAC, 50/60 Hz, 4.5 A maximum.
– AMPS-24E: 240 VAC, 50/60 Hz, 2.25 A maximum.

DC Output: 

– Main 24 VDC: Up to 5.0 A
– Aux 24 VDC: Up to 5.0 A

– 5 VDC: Up to 0.15 A. 
Current draw (Standby/Alarm):

– CPU2-3030D board: 0.340 A. 

– CPU2-3030ND board: 0.120 A. 
– LCM-320: 0.130 A.
– LEM-320: 0.100 A.

– AMPS-24(E)*: 0.13 A. 
(Draws power from secondary power source only.) 

NOTE: See AMPS-24(E) Manual 51907 for a complete current draw cal-
culation sheet and details of input and output values.

Battery charger range: 7 AH – 200 AH. Use separate cabinet for
batteries over 26 AH.

Float Rate: 27.6 V.

SHIPPING WEIGHT

• CPU2-3030D: 5.95 lb (2.70 kg).

• CPU2-3030ND: 2.90 lb (1.32 kg). 

TEMPERATURE AND HUMIDITY RANGES

This system meets NFPA requirements for operation at 0 – 49°C/32
– 120°F and at a relative humidity 93% ± 2% RH (noncondensing) at
32°C ± 2°C (90°F ± 3°F).  However, the useful life of the system's
standby batteries and the electronic components may be adversely
affected by extreme temperature ranges and humidity. Therefore, it
is recommended that this system and its peripherals be installed in
an environment with a normal room temperature of 15 – 27°C/60 –
80°F. 

AGENCY LISTINGS AND APPROVALS

These listings and approvals apply to the modules specified in this
document. In some cases, certain modules or applications may not
be listed by certain approval agencies, or listing may be in process.
Consult factory for latest listing status.

• UL Listed: S635.
• ULC Listed: S527-11.
• MEA: 232-06-E.
• Fire Dept. of New York: COA#6211. 
• CSFM: 7165-0028:0224 (Commercial). 
• FM Approved.
• FM6320 Approved. Class 6320 for Gas Detection.
• City of Chicago.
• City of Denver.
• Singapore Productivity and Standards Board (PSB).
• CCCF listed.
• Fire Services Department (Hong Kong).
Marine Applications: Marine approved systems must be configured
using components itemized in this document. (See Main System
Components, in “Product Line Information.) Specific connections
and requirements for those components are described in the instal-
lation document, PN 54756. When these requirements are followed,
systems are approved by the following agencies:

• US Coast Guard 161.002/55/0 (Standard 46 CFR and 161.002).
• Lloyd's Register 11/600013 (ENV 3 category).
• American Bureau of Shipping (ABS) Type Approval. 
NOTE: For information on marine applications, see DN-60688. 

STANDARDS

The NFS2-3030 complies with the following UL Standards and
NFPA 72, International Building Code (IBC), and California Building
Code (CBC) Fire Alarm Systems requirements:

• UL 864 (Fire).
• UL 1076 (Burglary).
• UL 2572 (Mass Notification Systems). (NFS2-3030 version 20 or

higher)
• ULC-S527-11 Standard for the Installation of Fire Alarm Sys-

tems.
• LOCAL (Automatic, Manual, Waterflow and Sprinkler Supervi-

sory).
• AUXILIARY (Automatic, Manual and Waterflow) (requires TM-4).
• REMOTE STATION (Automatic, Manual, Waterflow and Sprinkler

Supervisory) (requires TM-4).
• PROPRIETARY (Automatic, Manual, Waterflow and Sprinkler

Supervisory). Not applicable for FM.
• EMERGENCY VOICE/ALARM.
• OT, PSDN (Other Technologies, Packet-switched Data Network). 
• IBC 2012, IBC 2009, IBC 2006, IBC 2003, IBC 2000 (Seismic).
• CBC 2007 (Seismic).
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NFS-320 Intelligent Addressable Fire Alarm Control Panel

General 
The NFS-320 intelligent Fire Alarm Control Panel is part of the
ONYX® Series of Fire Alarm Controls from NOTIFIER.

In stand-alone or network configurations, ONYX Series products
meet virtually every application requirement.

The NFS-320’s modular design makes system planning easier. The
panel can be configured with just a few devices for small building
applications, or networked with many devices to protect a large cam-
pus or a high-rise office block. Simply add additional peripheral
equipment to suit the application. Wireless fire protection can be
added with the SWIFT wireless gateway and devices. 

For installations using NFS-320C, an optional ACM Series annunci-
ator can be mounted in the same cabinet (up to 48 zones/points,
order separately; see DN-60085).

NOTE: Unless called out with a version-specific “R”, “C” or “E” at the end
of the part number, “NFS-320” refers to models NFS-320, NFS-320R,
NFS-320C, and NFS-320E. 

Features
• Certified for seismic applications when used with the appropriate

seismic mounting kit. 
• Approved for Marine applications when used with listed compati-

ble equipment. See DN-60688. 
• One isolated intelligent Signaling Line Circuit (SLC) Class A, B,

or X.
• Up to 159 detectors and 159 modules per SLC; 318 devices max-

imum. 
– Detectors can be any mix of ion, photo, thermal, or multi-sen-

sor; wireless detectors are available for use with the FWSG. 
– Modules include addressable pull stations, normally open con-

tact devices, two-wire smoke detectors, notification, or relay;
wireless modules are available for use with the FWSG. 

• Optional FWSG Wireless SWIFT Gateway supports wireless SLC
devices.

• Standard 80-character display.
• Network options:

– High-speed network for up to 200 nodes (NFS2-3030, NFS2-
640, NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM,
ONYXWorks, NFS-3030, NFS-640, and NCA). 

– Standard network for up to 103 nodes (NFS2-3030, NFS2-640,
NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM, ONYX-
Works, NCS, NFS-3030, NFS-640, NCA, AFP-200, AFP-300/
400, AFP-1010, and AM2020). Up to 54 nodes when DVC-EM
is used in network paging. 

• 6.0 A power supply with four Class A/B built-in Notification Appli-
ance Circuits (NAC). Selectable System Sensor, Wheelock, or
Gentex strobe synchronization.

• Built-in Alarm, Trouble, Security, and Supervisory relays.
• VeriFire® Tools online or offline programming utility. Upload/

Download, save, store, check, compare, and simulate panel data-
bases. Upgrade panel firmware.

• Autoprogramming and Walk Test reports.
• Multiple central station communication options:

– Standard UDACT
– Internet
– Internet/GSM

• 80-character remote annunciators (up to 32).
• EIA-485 annunciators, including custom graphics.

• Printer interface (80-column and 40-column printers).
• History file with 800-event capacity in nonvolatile memory, plus

separate 200-event alarm-only file.
• Alarm Verification selection per point, with automatic counter.
• Presignal/Positive Alarm Sequence (PAS).
• Silence inhibit and Auto Silence timer options.
• NAC coding functions: 

– March time. 
– Temporal. 
– California two-stage coding. 
– Canadian two-stage. 
– Strobe synchronization.

• Field-programmable on panel or on PC with VeriFire® Tools pro-
gram check, compare, simulate.

• Full QWERTY keypad.
• Battery charger supports 18 – 200 AH batteries.
• Non-alarm points for lower priority functions.
• Remote ACK/Signal Silence/System Reset/Drill via monitor mod-

ules.
• Automatic time control functions, with holiday exceptions.
• Extensive, built-in transient protection.
• Powerful Boolean logic equations.

SWIFT WIRELESS 
• Self-healing mesh wireless protocol.
• Each SWIFT Gateway supports up to 50 devices: 1 wireless gate-

way and up to 49 SWIFT devices. 
• Up to 4 wireless gateways can be installed with overlapping net-

work coverage. 

RELEASING FEATURES

• Ten independent hazards.
• Sophisticated cross-zone (three options).
• Delay timer and Discharge timers (adjustable).
• Abort (four options).
• Low-pressure CO2 listed. 
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VOICE FEATURES

• Integrates with FirstCommand Series. See DN-60772.
• Telephone applications require NFC-FFT.

HIGH-EFFICIENCY OFFLINE SWITCHING 
3.0 A POWER SUPPLY (6.0 A IN ALARM)
• 120 VAC (NFS-320/NFS-320C); 240 VAC (NFS-320E).
• Displays battery current/voltage on panel (with display).

FLASHSCAN® INTELLIGENT FEATURES

• Polls up to 318 devices in less than two seconds.
• Activates up to 159 outputs in less than five seconds.
• Multicolor LEDs blink device address during Walk Test.
• Fully digital, high-precision protocol (U.S. Patent 5,539,389).
• Manual sensitivity adjustment — up to nine levels.
• Pre-alarm ONYX intelligent sensing — up to nine levels.
• Day/Night automatic sensitivity adjustment.
• Sensitivity levels:

– Photo – 0.5 to 2.35%/foot obscuration.
– High-Sensitivity Photoelectric (VIEW®) – Open Air Protection

(0.5% - 2.0%/ft. obscuration), Special Applications (0.02%-
0.5%/ft. obscuration)

– Multi-Criteria Detector – Open Air Protection (2.52-3.89%/ft.
obscuration), Special Applications (1.13-2.52%/ft. obscuration)

• Drift compensation (U.S. Patent 5,764,142).
• Degraded mode: In the unlikely event that the NFS-320’s primary

microprocessor fails, FlashScan detectors revert to degraded
operation and can activate the control panel’s NAC circuits and
alarm relay. Each of the four built-in panel circuits includes a Dis-
able/Enable switch for this feature.

• Multi-detector algorithm involves nearby detectors in alarm deci-
sion (U.S. Patent 5,627,515).

• Automatic detector sensitivity testing (NFPA-72 compliant).

• Maintenance alert (two levels).
• Self-optimizing pre-alarm.      

FSV-951 SERIES VIEW® (VERY INTELLIGENT EARLY WARNING)
HIGH-SENSITIVITY SMOKE DETECTOR   
• Advanced ONYX intelligent sensing algorithms differentiate

between smoke and non-smoke signals.
• Addressable operation pinpoints the fire location.
• Ivory models (-IV) support CLIP mode as well as FlashScan.
• ULC listed models available; “A” models are ULC Listed.
• -R is retrofit, backwards compatible for use with older panels.

FCO-951/-IV ADVANCED MULTI-CRITERIA FIRE/CO DETECTOR

• Detects all four major elements of a fire (smoke, heat, CO, and
flame).

• 135°F (57.2°C) fixed-temperature heat detector.
• Transmits an alarm signal due to heat.
• Separate signal for life-safety CO detection.
• Optional addressable sounder base for Temp-3 (fire) or Temp-4

(CO) tone.
• Automatic drift compensation of smoke sensor and CO cell.
• High nuisance-alarm immunity.
• ULC listed models available; -A models are ULC Listed.

FPTI-951(A) INTELLIGENT MULTI-CRITERIA DETECTOR

• Combined photoelectric, thermal, and infrared sensor
• UL 268 7th Edition and UL 521 Listed; Canadian models CAN/

ULC S529 and CAN/ULC S530 
• Microprocessor-based technology; combination photo, thermal,

and infrared technology.

FPC-951(A) PHOTOELECTRIC/CO SENSOR

• Combined photoelectric and carbon monoxide sensor 

Sample
System
Options

7112blok-2014.wmf

SLC Intelligent Loop

DEVICES

FPTI-951 
FSP-951  
FST-951  
FCO-951  

…etc.

NBG-12LX
FMM-1

IDCFDU-80
LCD2-80

Up to 32 remote displays

EIA-485

EIA-485

EIA-232

2048 annunciator/control points

Optional 318-point UDACT

Dual phone 
lines to 
Central 
Station

ACM/AEM-24AT 
LED Annunciator

LDM-32 
Custom Graphics

ACM-8R 
Relay Control 

FCM-1 
NAC 

FRM-1 
Relay Contact

PRN Series
Printer

NFS-320

FWSG 
XP6/10 
Input/Output Modules



DN-7112:P • 12/20/2020 — Page 3 of 7

          

FSCO-95(A) INTELLIGENT CO SENSOR

• Carbon monoxide sensor 

FS-OSI-RI(A) ADDRESSABLE INTELLIGENT SINGLE-ENDED BEAM

SMOKE DETECTOR

• Intelligent addressable reflector-type linear optical beam smoke
detector

• Fast, easy, and intuitive beam alignment indicated by directional
LED arrows

• Long range coverage of 16-328 ft (5-100 m) is standard; no sepa-
rate long-range kit required

INTELLIGENT VESDA DETECTORS 
• Intelligent aspiration smoke detectors connect directly to the SLC

loop of compatible ONYX® Series panels: 
– VEA-040-A00-NTF, VEA-040-A10-NTF 

– VEP-A00-P-NTF, VEP-A10-P-NTF, VEP-A00-1P-NTF
– VEU-A00-NTF, VEU-A10-NTF

• Models offer LED display, LCD display, or both
• Coverage options for spaces up to 69,965 square feet

FlashScan, Exclusive 
World-Leading Detector Protocol
At the heart of the NFS-320 is a set of detection devices and device
protocol — FlashScan (U.S. Patent 5,539,389). FlashScan is an all-
digital protocol that gives superior precision and high noise immu-
nity.

In addition to providing quick identification of an active input device,
this protocol can also activate many output devices in a fraction of
the time required by competitive protocols. This high speed also
allows the NFS-320 to have the largest device per loop capacity in
the industry — 318 points — yet every input and output device is
sampled in less than two seconds. The microprocessor-based
FlashScan detectors have bicolor LEDs that can be coded to provide
diagnostic information, such as device address during Walk Test.

ONYX Intelligent Sensing
Intelligent sensing is a set of software algorithms that provides the
NFS-320 with industry-leading smoke detection capability. These
complex algorithms require many calculations on each reading of
each detector, and are made possible by the high-speed microcom-
puter used by the NFS-320.

Drift Compensation and Smoothing: Drift compensation allows
the detector to retain its original ability to detect actual smoke, and
resist false alarms, even as dirt accumulates. It reduces mainte-
nance requirements by allowing the system to automatically perform
the periodic sensitivity measurements required by NFPA 72.
Smoothing filters are also provided by software to remove transient
noise signals, such as those caused by electrical interference.

Maintenance Warnings: When the drift compensation performed
for a detector reaches a certain level, the performance of the detec-
tor may be compromised, and special warnings are given. There are
three warning levels: (1) Low Chamber value; (2) Maintenance Alert,
indicative of dust accumulation that is near but below the allowed
limit; (3) Maintenance Urgent, indicative of dust accumulation above
the allowed limit.

Sensitivity Adjust: Nine sensitivity levels are provided for alarm
detection. These levels can be set manually, or can change automat-
ically between day and night. Nine levels of pre-alarm sensitivity can
also be selected, based on predetermined levels of alarm. Pre-alarm
operation can be latching or self-restoring, and can be used to acti-
vate special control functions.

Self-Optimizing Pre-Alarm: Each detector may be set for “Self-
Optimizing” pre-alarm. In this special mode, the detector “learns” its
normal environment, measuring the peak analog readings over a

long period of time, and setting the pre-alarm level just above these
normal peaks.

Cooperating Multi-Detector Sensing: A patented feature of ONYX
intelligent sensing is the ability of a smoke sensor to consider read-
ings from nearby sensors in making alarm or pre-alarm decisions.
Without statistical sacrifice in the ability to resist false alarms, it
allows a sensor to increase its sensitivity to actual smoke by a factor
of almost two to one.

Field Programming Options
Autoprogram is a timesaving feature. The FACP “learns” what
devices are physically connected and automatically loads them in
the program with default values for all parameters. Requiring less
than one minute to run, this routine allows the user to have almost
immediate fire protection in a new installation, even if only a portion
of the detectors are installed.

Keypad Program Edit (with KDM-R2) The NFS-320, like all NOTI-
FIER intelligent panels, has the exclusive feature of program cre-
ation and editing capability from the front panel keypad, while
continuing to provide fire protection. The architecture of the NFS-
320 software is such that each point entry carries its own program,
including control-by-event links to other points. This allows the pro-
gram to be entered with independent per-point segments, while the
NFS-320 simultaneously monitors other (already installed) points for
alarm conditions.

VeriFire® Tools is an offline programming and test utility that can
greatly reduce installation programming time, and increase confi-
dence in the site-specific software. It is Windows®-based and pro-
vides technologically advanced capabilities to aid the installer. The
installer may create the entire program for the NFS-320 in the com-
fort of the office, test it, store a backup file, then bring it to the site
and download from a laptop into the panel.

Placement of Equipment 
in Chassis and Cabinet
The following guidelines outline the NFS-320’s flexible system
design.

Wiring: When designing the cabinet layout, consider separation of
power-limited and non-power-limited wiring as discussed in the
NFS-320 Installation Manual.

It is critical that all mounting holes of the NFS-320 are secured with
a screw or standoff to ensure continuity of Earth Ground.

Networking: If networking two or more control panels, each unit
requires a Network Communication Module or High-Speed Network
Communication Module (HS-NCM can support two nodes; see “Net-
working Options” on page 4). These modules can be installed in any
option board position (see manual), and additional option boards
can be mounted in front of them.

KDM-R2 Controls and Indicators
Program Keypad: QWERTY type (keyboard layout).

12 LED Indicators: Power; Fire Alarm; Pre-Alarm; Security; Super-
visory; System Trouble; Signals Silenced; Points Disabled; Control
Active; Abort; Pre-Discharge; Discharge.

Keypad Switch Controls: Acknowledge/Scroll Display; Signal
Silence; Drill; System Reset; Lamp Test.

LCD Display: 80 characters (2 x 40) with long-life LED backlight.



 Page 4 of 7 — DN-7112:P • 12/20/2020

          

Product Line Information
• “Configuration Guidelines” on page 4
• “Main System Components” on page 4
• “Networking Options” on page 4
• “Auxiliary Power Supplies and Batteries” on page 4
• “Audio Options” on page 4
• “Compatible Devices, EIA-232 Ports” on page 4
• “Compatible Devices, EIA-485 Ports” on page 4
• “Compatible Intelligent Devices” on page 5
• “Enclosures, Chassis, and Dress Plates” on page 6
• “Other Options” on page 6

CONFIGURATION GUIDELINES

The NFS-320 system ships assembled; description and some
options follow. See “Enclosures, Chassis, and Dress Plates” on
page 6 for information about mounting peripherals.

Stand-alone and network systems require a main display. On stand-
alone systems, the panel’s keypad provides the required display. On
network systems (two or more networked fire panel nodes), at least
one NCD, NCA-2, NCS, or ONYXWorks annunciation device is
required. (For NCA-2, see DN-7047. For NCD, see DN-60974.)

MAIN SYSTEM COMPONENTS

NFS-320: The standard, factory-assembled NFS-320 system
includes the following components: one control panel mounted on
chassis (120 V operation — ships with grounding cable, battery
interconnect cables, and document kit); includes integral power sup-
ply mounted to the main circuit board; one primary display KDM-R2
keypad/display; and one cabinet for surface or semi-flush mounting.
Purchase batteries separately. One or two option boards may be
mounted inside the NFS-320 cabinet; additional option boards can
be used in remote cabinets. (Non-English versions also available.
NFS-320-SP, NFS-320-PO.) 

NFS-320R: Same as NFS-320, but in red enclosure.

NFS-320C: Based on NFS-320 above. NFS-320C supports installa-
tion of an optional ACM-series annunciator in the same cabinet. UL-
and ULC-listed. (Non-English version also available: NFS-320C-
FR.) For NFS-320C, see DN-60085.

NFS-320CR: Same as NFS-320C but in a red enclosure. For NFS-
320C, see DN-60085.

NFS-320E: Same as NFS-320, but with 240 V operation. (Non-
English versions also available. NFS-320E-SP, NFS-320E-PO.) 

TR-320: Trim ring for the NFS-320 cabinet.

NETWORKING OPTIONS

NCM-W, NCM-F: Standard Network Communications Modules. Wire
and multi-mode fiber versions available. See DN-6861. 

HS-NCM-W(-2), HS-NCM-MF, HS-NCM-SF, HS-NCM-WMF(-2),
HS-NCM-WSF(-2), HS-NCM-MFSF: High-speed Network Commu-
nications Modules. Wire, single-mode fiber, multi-mode fiber, and
media conversion models are available. See DN-60454. 

RPT-W, RPT-F, RPT-WF: Standard-network repeater board with wire
connection (RPT-W), multi-mode fiber connection (RPT-F), or allow-
ing a change in media type between wire and fiber (RPT-WF). Not
used with high-speed networks. See DN-6971. 

ONYXWorks: UL-listed graphics PC workstation, software, and
computer hardware. See DN-7048 for specific part numbers.

NFN-GW-EM-3: NFN Gateway, embedded. See DN-60499. 

NWS-3: NOTI•FIRE•NET™ Web Server. See DN-6928.

CAP-GW: Common Alerting Protocol Gateway. See DN-60756. 

VESDA-HLI-GW: VESDAnet high-level interface gateway. See DN-
60753. 

LEDSIGN-GW: UL-listed sign gateway. Interfaces with classic and
high-speed NOTI•FIRE•NET networks through the NFN Gateway.
See DN-60679. 

OAX2-24V: UL-listed LED sign, used with LEDSIGN-GW. See DN-
60679. 

AUXILIARY POWER SUPPLIES AND BATTERIES

ACPS-610: 6.0 A or 10.0 A addressable charging power supply. See
DN-60244. 

APS2-6R: Auxiliary Power Supply. Provides up to 6.0 amperes of
power for peripheral devices. Includes battery input and transfer
relay, and overcurrent protection. Mounts on two of four positions on
a CHS-4L or CHS-4 chassis. See DN-5952. 

FCPS-24S6/S8: Remote 6 A and 8 A power supplies with battery
charger. See DN-6927. 

BAT Series: Batteries. NFS-320 uses two 12 volt, 18 to 200 AH bat-
teries. See DN-6933. 

AUDIO OPTIONS

NFC-50/100: 25 watt, 25 VRMS, emergency Voice Evacuation Con-
trol Panel (VECP) with integral commercial microphone, digital mes-
sage generator, and Class A or Class B speaker circuits. See DN-
60772. 

COMPATIBLE DEVICES, EIA-232 PORTS

PRN-7: 80-column printer. See DN-60897. 

VS4095/5: Printer, 40-column, 24 V. Mounted in external backbox.
See DN-3260. 

DPI-232: Direct Panel Interface, specialized modem for extending
serial data links to remotely located FACPs and/or peripherals;
mount on NFS-320 chassis. See DN-6870. 

COMPATIBLE DEVICES, EIA-485 PORTS

ACM-24AT: ONYX Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED, Trouble LED, and switch per
circuit. Active/Alarm LEDs can be programmed (by powered-up
switch selection) by point to be red, green, or yellow; the Trouble
LED is always yellow. See DN-6862.

AEM-24AT: Same LED and switch capabilities as ACM-24AT,
expands the ACM-24AT to 48, 72, or 96 points. See DN-6862.

ACM-48A: ONYX Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED per circuit. Active/Alarm
LEDs can be programmed (by powered-up switch selection) in
groups of 24 to be red, green, or yellow. Expandable to 96 points
with one AEM-48A. See DN-6862.

AEM-48A: Same LED capabilities as ACM-48A, expands the ACM-
48A to 96 points. See DN-6862.

ACM-8R: Remote Relay Module with eight Form-C contacts. Can be
located up to 6,000 ft. (1828.8 m) from panel on four wires. See DN-
3558. 

FDU-80: Terminal mode. 80-character, backlit LCD display. Mounts
up to 6,000 ft. (1828.8 m) from panel. Up to 32 per FACP. See DN-
6820.

LCD2-80: Terminal and ACS mode. 80-character, backlit LCD dis-
play. Mounts up to 6,000 ft. (1828.8 m) from panel. Up to 32 per
FACP. See DN-60548.

LDM: Lamp Driver Modules LDM-32, LDM-E32, and LDM-R32;
remote custom driver modules. See DN-0551. 

SCS: Smoke control stations SCS-8, SCE-8, with lamp drivers SCS-
8L, SCE-8L; eight (expandable to 16) circuits (HVAC only). See DN-
4818. 

TM-4: Transmitter Module. Includes three reverse-polarity circuits
and one municipal box circuit; mount on NFS-320 chassis or
remotely. See DN-6860.
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UDACT-2: Universal Digital Alarm Communicator Transmitter, 636
channel. See DN-60686. 

UZC-256: Programmable Universal Zone Coder provides positive
non-interfering successive zone coding. Microprocessor-controlled,
field-programmable from IBM®-compatible PCs (requires optional
programming kit). Mounts in BB-UZC. See DN-3404. 

COMPATIBLE INTELLIGENT DEVICES  
NOTE: “A” suffix indicates ULC-Listed model:

FWSG Wireless SWIFT Gateway: Addressable gateway supports
wireless SLC devices. Not appropriate for ULC applications. See
DN-60820. 

FCO-951/-IV FlashScan, Addressable intelligent multi-criteria smoke
sensors, photo, carbon monoxide, fixed temperature heat detector
and infra-red (IR). ULC: FCO-951A/-IV

FPC-951. FlashScan, Combined photoelectric and carbon monoxide
sensor. ULC: FPC-951A.

FSCO-951. FlashScan, Addressable carbon monoxide sensor. ULC:
FSCO-951A.

FPTI-951, FPTI-951-IV: Addressable intelligent multi-criteria photo-
electric, thermal and IR sensors. ULC: FPTI-951A, FPTI-951A-IV.

FS-OSI-RIAddressable intelligent single-ended beam smoke detec-
tor. ULC: FS-OSI-RIA. 

FSP-951: White, low-profile intelligent photoelectric sensor,
FlashScan only. ULC: FSP-951A. 

FSP-951-IV: Ivory, low-profile intelligent photoelectric sensor.
ULC: FSP-951A-IV

FSP-951T: White, same as FSP-951 but includes a built-in 135°F
(57°C) fixed-temperature thermal device. FlashScan only.
ULC: FSP-951TA. 

FSP-951T-IV: Ivory, same as FSP-951T but includes a built-in 135°F
(57°C) fixed-temperature thermal device. ULC: FSP-951TA-IV.

FSP-951R: White, low-profile intelligent photoelectric sensor, remote
test capable. For use with DNR/DNRW. FlashScan only. ULC: FSP-
95RA

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951: White, low-profile intelligent 135°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A. See DN-60975.

FST-951-IV: Ivory, low-profile intelligent 135°F fixed thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951A-IV.

FST-951R: White, low-profile intelligent rate-of-rise thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951H: White, low-profile intelligent 190°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951HA.

FST-951H-IV: Ivory, low-profile intelligent 190°F thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951HA-IV. 

FSV-951, FSV-951R:White, intelligent high-sensitivity photoelectric
smoke detector. ULC: FSV-951A, FSV-951RA

FSV-951-IV, FSV-951R-IVIvory, intelligent high-sensitivity photoelec-
tric smoke detector. ULC: FSV-951A-IV, FSV-951RA-IV.

VEP-A00-P-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 21,520 square feet. See DN-61029. UL/
ULC Listed.

VEP-A10-P-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 21,520 square feet. See DN-
61029. UL/ULC Listed.

VEP-A00-1P-NTF: Intelligent aspiration smoke detector with LED
display, single pipe, covers up to 10,760 square feet. See DN-
61029. UL/ULC Listed.

VEU-A00-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 69,965 square feet. See DN-61034. UL/
ULC Listed.

VEU-A10-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 69,965 square feet. See DN-
61034. UL/ULC Listed.

VEA-040-A00-NTF: Intelligent aspiration with LED display, 40 point-
addressable detection points. Covers 36,000 square feet. See DN-
61036. UL/ULC Listed.

VEA-040-A10-NTF: Intelligent aspiration with LED and LCD display,
40 point-addressable detection points. Covers 36,000 square feet.
See DN-61036. UL/ULC Listed.

DNR: InnovairFlex low-flow non-relay duct-detector housing. ULC:
DNRA. (Order FSP-951R(A) separately.) See DN-60429. 

DNRW: Same as above with NEMA-4 rating, watertight. See DN-
60429. 

B224RB-WH: White, low-profile relay base. See DN-60054.  ULC:
B224RBA-WH.

B224RB-IV: Ivory, plug-in System Sensor relay base. ULC:
B224RBA-IV. 

B224BI-WH: White, isolator base for low-profile detectors. See DN-
60054. ULC: B224BIA-WH.

B224BI-IV: Ivory isolator detector base. ULC: B224BIA-IV.

B300-6: White, standard flanged low-profile mounting base. (For 10-
pack order B300-6-BP.) ULC: B300A-6.

B300-6-IV: Ivory, standard flanged low-profile mounting base. ULC:
B300A-6-IV.

B501-WHITE: European-style, 4" (10.16 cm) base. See DN-60054.
(For 10-pack order B501-WHITE-BP.) UL/ULC listed.

B501-BL: Black, 4” standard European flangeless mounting base.
UL/ULC listed.

B501-IV: Ivory color, 4” standard European flangeless mounting
base. UL/ULC listed.

B200S-WH: White, intelligent programmable sounder base, capable
of producing a variety of tone patterns including ANSI Temporal 3.
Compatible with synchronization protocol. See DN-60054. ULC:
B200SA-WH.

B200S-IV: Ivory intelligent, programmable sounder base. ULC:
B200SA-IV.

B200SCOA-WH: White intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 

B200SCOA-IV: Ivory intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 

B200S-LF-WH: White, low-frequency version of B200S. See DN-
60054. 

B200S-LF-IV: Ivory, low-frequency version of B200S.

B200SR-WH: White intelligent programmable sounder base, Tem-
poral 3 or Continuous tone. For retrofit installations replacing
B501BH series bases. See DN-60054. ULC: B200SRA-WH.

B200SR-IV: Ivory intelligent programmable sounder base, Temporal
3 or Continuous tone. For retrofit installations replacing B501BH
series bases. ULC: B200SRA-IV.

B200SR-LF-WH: White, low-frequency version of B200SR. See DN-
60054. 

B200SR-LF-IV: Ivory, low-frequency version of B200SR.
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FMM-1: FlashScan monitor module. See DN-6720. 

FDM-1(A): FlashScan dual monitor module. See DN-6720. 

FZM-1(A): FlashScan two-wire detector monitor module. See DN-
6720. 

FMM-101(A): FlashScan miniature monitor module. See DN-6720. 

FCM-1(A): FlashScan control module. See DN-6724. 

FCM-1-REL(A): FlashScan releasing control module. See DN-
60390. 

FRM-1(A): FlashScan relay module. See DN-6724. 

FDRM-1(A): FlashScan dual monitor/dual relay module. See DN-
60709. 

NBG-12LX: Manual pull station, addressable. See DN-6726. 

N-MPS series: Manual pull stations, addressable and conventional.
For use in Canada only. See DN-5497 and DN-60629. ISO-X(A):
Isolator module. See DN-2243.

ISO-6(A): Six fault isolator module. See DN-60844. 

XP6-C(A): FlashScan six-circuit supervised control module. See
DN-6924.

XP6-MA(A): FlashScan six-zone interface module; connects intelli-
gent alarm system to two-wire conventional detection zone. See DN-
6925.

XP6-R(A): FlashScan six-relay (Form-C) control module. See DN-
6926.

XP10-M(A): FlashScan ten-input monitor module. See DN-6923. 

ENCLOSURES, CHASSIS, AND DRESS PLATES

CAB-BM Marine System: Protects equipment in shipboard and
waterfront applications. Also order BB-MB for systems using
100 AH batteries. For a full list of required and optional equipment,
see DN-60688. 

NFS-LBB: Battery Box (required for batteries larger than 26 AH).

NFS-LBBR: Same as above, but red.

SEISKIT-320/B26: Seismic mounting kit. Required for seismic-certi-
fied applications with NFS-320 and BB-26. Includes battery bracket
for two 26 AH batteries.

SEISKIT-BB25: Seismic mounting kit for the BB-25. Includes battery
bracket for two 26 AH batteries.

SEISKIT-LBB: Seismic kit for the NFS-LBB. Includes battery bracket
for two 55 AH batteries. 

Backboxes

NOTE: “C” suffix indicates ULC-Listed mode.

ABF-1B Annunciator Flush Box. 

ABF-1DB(C) Annunciator Flush Box with Door. 

ABF-2B Annunciator Flush Box

ABF-2DB(C) Annunciator Flush Box with Door

ABF-4B Annunciator Flush Box

ABS-1TB(C) Annunciator Surface Box

ABS-1B(C) Annunciator Surface Box

ABS-2B Annunciator Surface Box

ABS-2D(C) Annunciator Surface Box

ABS-4D(C) Annunciator Surface Box

BB-UZC: Backbox for housing the UZC-256. Required for NFS-320
applications. Black. For red, order BB-UZC-R.

OTHER OPTIONS

411: Slave Digital Alarm Communicator. See DN-6619. 

411UDAC: Digital Alarm Communicator. See DN-6746. 

IPDACT-2/2UD, IPDACT Internet Monitoring Module: Connects to
primary and secondary DACT telephone output ports for internet
communications over customer-provided Ethernet connection.
Requires compatible Teldat VisorALARM Central Station Receiver.
Can use DHCP or static IP. See DN-60408. 

IPSPLT: Y-adapter option allow connection of both panel dialer out-
puts to one IPDACT-2/2UD cable input.

IPENC: External enclosure for IPDACT, includes IPBRKT mounting
bracket; Red. For Black order IPENC-B.

HWF2V-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, Verizon LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. See DH-62010.
(For Canadian applications order IPGSM-4GC. See DH-60771.) 

HWF2A-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, AT&T LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. (For Canadian
applications order IPGSM-4GC. See DH-60771.) 

NFS-320-RB: Replacement board with central processing unit
(CPU). NOTE: Keypad must be removed before shipping old unit out
for repair.

• NFS-320-RBE: Replacement CPU, Export.
• NFS-320-RB-PO: Replacement CPU, Portuguese.
• NFS-320-RB-POE: Replacement CPU, Export, Portuguese.
• NFS-320-RBC-FR: Replacement CPU, Canadian French.
• NFS-320-RB-SP: Replacement CPU, Spanish.
• NFS-320-RB-SPE: Replacement CPU, Export, Spanish.

NOTE: For other options including compatibility with retrofit equipment,
refer to the panel's installation manual, the SLC manual, and the Device
Compatibility Document. 
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SPECIFICATIONS

SYSTEM CAPACITY

• Intelligent Signaling Line Circuits .......................................1
• Intelligent detectors .......................................................159
• Addressable monitor/control modules ............................159 
• Programmable internal hardware and output circuits ........4
• Programmable software zones.........................................99
• Special programming zones .............................................14
• LCD annunciators per NFS-320/-320E ............................32
• ACS annunciators

per NFS-320/-320E .....................32 addresses x 64 points

ELECTRICAL SPECIFICATIONS

• Primary input power:

– NFS-320: 120 VAC, 50/60 Hz, 5.0 A. 
– NFS-320E: 220/240 VAC, 50/60 Hz, 2.5 A.

• Current draw (standby/alarm):
– NFS-320(E) board: 0.250 A. Add 0.035 A for each NAC in use. 
– KDM-R2 (Backlight on): 0.100 A.

• Total output 24 V power: 6.0 A in alarm.
NOTE: The power supply has a total of 6.0 A of available power. This is
shared by all internal circuits. See Installation Manual for a complete cur-
rent draw calculation sheet.

• Standard notification circuits (4): 1.5 A each.
• Resettable regulated 24V power: 1.25 A.
• Two non-resettable regulated 24V power outputs: 

– 1.25 A. 
– 0.50 A.

• Non-resettable 5V power: 0.15 A.
• Battery charger range: 18 AH – 200 AH. Use separate cabinet for

batteries over 26 AH.
• Float rate: 27.6 V.

CABINET SPECIFICATIONS

NFS-320 cabinet dimensions: 

• Backbox: 18.12 in. (46.025 cm) width; 18.12 in. (46.025 cm)
height; 5.81 in. (14.76 cm) depth. 

• Door: 18.187 in. (46.195 cm) width; 18.40 in. (46.736 cm) height;
0.75 in. (1.905 cm) depth. 

• Trim ring: Molding width is 0.905 in. (2.299 cm). 
• Shipping weight (without batteries): 36.15 lb. (16.4 kg). 

TEMPERATURE AND HUMIDITY RANGES

This system meets NFPA requirements for operation at 0 – 49°C/32
– 120°F and at a relative humidity 93% ± 2% RH (noncondensing) at
32°C ± 2°C (90°F ± 3°F).  However, the useful life of the system's
standby batteries and the electronic components may be adversely
affected by extreme temperature ranges and humidity. Therefore, it
is recommended that this system and its peripherals be installed in
an environment with a normal room temperature of 15 – 27°C/60 –
80°F. 

AGENCY LISTINGS AND APPROVALS

The listings and approvals below apply to the basic NFS-320 control
panel. In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult factory for
latest listing status.

• UL/ULC Listed: S635. 
• FM Approved.
• CSFM: 7165-0028:0243.
• MEA: 128-07-E. 
• Fire Dept. of New York: COA# 6212.
• City of Chicago.
• ULC Listed: S527-11 
NOTE: For additional information on UL- and ULC-listed model NFS-
320C, see DN-60085. For information on NFS-320SYS, see DN-60637.

Marine Applications: Marine approved systems must be config-
ured using components itemized in this document. (See Main Sys-
tem Components, in “Product Line Information.) Specific
connections and requirements for those components are described
in the installation document, PN 54756. When these requirements
are followed, systems are approved by the following agencies:

• US Coast Guard 161.002/50/0, 161.002/55/0 (Standard 46 CFR
and 161.002).

• Lloyd's Register 11/600013 (ENV 3 category).
• American Bureau of Shipping (ABS) Type Approval. 
NOTE: For information on marine applications, see DN-60688. 

STANDARDS

The NFS-320 complies with the following UL Standards and NFPA
72, International Building Code (IBC), and California Building Code
(CBC) Fire Alarm Systems requirements:

• UL 864 (Fire).
• UL 1076 (Burglary).
• UL 2572 (Mass Notification Systems). (NFS-320 version 20 or

higher).
• ULC-S527-11 Standard for the Installation of Fire Alarm Sys-

tems.
• LOCAL (Automatic, Manual, Waterflow and Sprinkler Supervi-

sory).
• AUXILIARY (Automatic, Manual and Waterflow) (requires TM-4).
• REMOTE STATION (Automatic, Manual, Waterflow and Sprinkler

Supervisory) (requires TM-4).
• PROPRIETARY (Automatic, Manual, Waterflow and Sprinkler

Supervisory). Not applicable for FM.
• CENTRAL STATION (Automatic, Manual, Waterflow and Sprin-

kler Supervisory) (requires DACT).
• EMERGENCY VOICE/ALARM.
• OT, PSDN (Other Technologies, Packet-switched Data Network).
• IBC 2012, IBC 2009, IBC 2006, IBC 2003, IBC 2000 (Seismic).
• CBC 2007 (Seismic).



DN-7111:N • 12/20/2020 — Page 1 of 9

NFS2-640 Intelligent Addressable Fire Alarm Control Panel

General
The NFS2-640 intelligent Fire Alarm Control Panel is part of the
ONYX® Series of Fire Alarm Controls from NOTIFIER.

In stand-alone or network configurations, ONYX Series products
meet virtually every application requirement.

The NFS2-640’s modular design makes system planning easier. The
panel can be configured with just a few devices for small building
applications, or networked with many devices to protect a large cam-
pus or a high-rise office block. Simply add additional peripheral
equipment to suit the application.

A host of other options are available, including single- or multichan-
nel voice; firefighter’s telephone; LED, LCD, or PC-based graphic
annunciators; networking; advanced detection products for challeng-
ing environments; wireless fire protection; and many additional
options.

NOTE: Unless called out with a version-specific “E” at the end of the part
number, “NFS2-640” refers to models NFS2-640 and NFS2-640E; simi-
larly, “CPU2-640” refers to models CPU2-640 and CPU2-640E. 

Features
• Certified for seismic applications when used with the appropriate

seismic mounting kit. 
• Approved for Marine applications when used with listed compati-

ble equipment. See DN-60688. 
• One, expandable to two, isolated intelligent Signaling Line Circuit

(SLC) Class A, B, or X.
• Wireless fire protection using SWIFT Smart Wireless Integrated

Fire Technology. See DN-60820.
• Up to 159 detectors and 159 modules per SLC; 318 devices per

loop/636 per FACP or network node. 
– Detectors can be any mix of ion, photo, thermal, or multi-sen-

sor; wireless detectors are available for use with the FWSG. 
– Modules include addressable pull stations, normally open con-

tact devices, two-wire smoke detectors, notification, or relay;
wireless modules are available for use with the FWSG. 

• Standard 80-character display, 640-character large display
(NCA-2), or display-less (a node on a network).

• Network options:
– High-speed network for up to 200 nodes (NFS2-3030, NFS2-

640, NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM,
ONYXWorks, NFS-3030, NFS-640, and NCA).

– Standard network for up to 103 nodes (NFS2-3030, NFS2-640,
NFS-320(C), NFS-320SYS, NCD, NCA-2, DVC-EM,
ONYXWorks, NCS, NFS-3030, NFS-640, NCA, AFP-200, AFP-
300/400, AFP-1010, and AM2020). Up to 54 nodes when DVC-
EM is used in network paging.

• 6.0 A switch mode power supply with four Class A/B built-in Noti-
fication Appliance Circuits (NAC). Selectable System Sensor,
Wheelock, or Gentex strobe synchronization.

• Built-in Alarm, Trouble, Security, and Supervisory relays.
• Field-programmable on panel or on PC.
• VeriFire® Tools online or offline programming utility. Upload/

Download, save, store, check, compare, and simulate panel data-
bases. Upgrade panel firmware.

• Autoprogramming and Walk Test reports.
• Multiple central station communication options:

– Standard UDACT
– Internet
– Internet/GSM

• 80-character remote annunciators (up to 32).
• EIA-485 annunciators, including custom graphics.
• Printer interface (80-column and 40-column printers).
• History file with 800-event capacity in nonvolatile memory, plus

separate 200-event alarm-only file.
• Alarm Verification selection per point, with automatic counter.
• Presignal/Positive Alarm Sequence (PAS).
• Silence inhibit and Auto Silence timer options.
• March time/temporal/California two-stage coding/strobe synchro-

nization.
• Full QWERTY keypad.
• Battery charger supports 18 – 200 AH batteries. 
• Non-alarm points for lower priority functions.
• Remote ACK/Signal Silence/System Reset/Drill using monitor

modules.
• Automatic time control functions, with holiday exceptions.
• Surface Mount Technology (SMT) electronics.
• Extensive, built-in transient protection.
• Powerful Boolean logic equations.
• Support for SCS Series smoke control system in HVAC mode.

NCA-2 AS PRIMARY DISPLAY 
• Backlit, 640-character display.
• Supports SCS Series smoke control system in FSCS mode when

SCS is connected to the NCA-2 used as primary display.
• Supports DVC digital audio loop.
• Printer and CRT EIA-232 ports.
• EIA-485 annunciator and terminal mode ports.
• Alarm, Trouble, Supervisory, and Security relays.   
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SWIFT WIRELESS

• Self-healing mesh wireless protocol.
• Each SWIFT Gateway supports up to 50 devices: 1 wireless gate-

way and up to 49 SWIFT devices. 
• Up to 4 wireless gateways can be installed with overlapping net-

work coverage. 

RELEASING FEATURES

• Ten independent hazards.
• Sophisticated cross-zone (three options).
• Delay timer and Discharge timers (adjustable).
• Abort (four options).
• Low-pressure CO2 listed.

DIGITAL VOICE AND TELEPHONE FEATURES

• Up to eight channels of digital audio.
• 35, 50, 75, and 100/125 watt digital amplifiers (DAA2/DAX series

and DS series; NCA-2 required as primary display).
• Solid-state digital message generation.
• Firefighter telephone option.
• 30- to 120-watt high-efficiency amplifiers (AA Series).
• Backup tone generator and amplifier option.
• NFS2-640 can also integrate with the FirstCommand® Emer-

gency Communications System. See DN-60772.

HIGH-EFFICIENCY OFFLINE SWITCHING 
3.0 A POWER SUPPLY (6.0 A IN ALARM)
• 120 VAC (NFS2-640); 240 VAC (NFS2-640E).
• Displays battery current/voltage on panel (with display).

FLASHSCAN® INTELLIGENT FEATURES

• Polls up to 318 devices in less than two seconds.
• Activates up to 159 outputs in less than five seconds.
• Multicolor LEDs blink device address during Walk Test.
• Fully digital, high-precision protocol (U.S. Patent 5,539,389).
• Manual sensitivity adjustment — up to nine levels.
• Pre-alarm ONYX intelligent sensing — up to nine levels.
• Day/Night automatic sensitivity adjustment.
• Sensitivity windows:

– Photo – 0.5 to 2.35%/foot obscuration. 
– High-Sensitivity Photoelectric (VIEW®) – Open Air Protection

(0.5% - 2.0%/ft. obscuration), Special Applications (0.02%-
0.5%/ft. obscuration)

– Multi-Criteria Detector – Open Air Protection (2.52-3.89%/ft.
obscuration), Special Applications (1.13-2.52%/ft. obscuration)

• Drift compensation (U.S. Patent 5,764,142).
• Degraded mode: In the unlikely event that the CPU2-640 micro-

processor fails, FlashScan detectors revert to degraded operation
and can activate the CPU2-640 NAC circuits and alarm relay.
Each of the four built-in panel circuits includes a Disable/Enable
switch for this feature.

• Multi-detector algorithm involves nearby detectors in alarm deci-
sion (U.S. Patent 5,627,515).

• Automatic detector sensitivity testing (NFPA-72 compliant).
• Maintenance alert (two levels).
• Self-optimizing pre-alarm. 

Sample
System
Options

7111blok-2014.wmf

SLC Intelligent Loop 1

DEVICES

FPTI-951 
FSP-951  
FST-951  
FCO-951  

…etc.

NBG-12LX
FMM-1

IDC
FDU-80

LCD2-80

Up to 32 remote displays

EIA-485

EIA-485

EIA-232

2048 annunciator/control points

Optional 636-point UDACT

Dual phone 
lines to 
Central 
Station

ACM/AEM-24AT 
LED Annunciator

LDM-32 
Custom Graphics

ACM-8R 
Relay Control 

FCM-1 
NAC 

FRM-1 
Relay Contact

SLC Intelligent Loop 2

KDM-R2 display 
OR

NCA-2
OR

with no display

PRN Series Printer

NFS2-640
“C” cabinet size shown

FWSG 
XP6/10 
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FSV-951 SERIES VIEW® (VERY INTELLIGENT EARLY WARNING)
HIGH-SENSITIVITY SMOKE DETECTOR   
• Advanced ONYX intelligent sensing algorithms differentiate

between smoke and non-smoke signals.
• Addressable operation pinpoints the fire location.
• Ivory models (-IV) support CLIP mode as well as FlashScan.
• ULC listed models available; “A” models are ULC Listed.
• -R is retrofit, backwards compatible for use with older panels.

FCO-951/-IV ADVANCED MULTI-CRITERIA FIRE/CO DETECTOR

• Detects all four major elements of a fire (smoke, heat, CO, and
flame).

• 135°F (57.2°C) fixed-temperature heat detector.
• Transmits an alarm signal due to heat.
• Separate signal for life-safety CO detection.
• Optional addressable sounder base for Temp-3 (fire) or Temp-4

(CO) tone.
• Automatic drift compensation of smoke sensor and CO cell.
• High nuisance-alarm immunity.
• ULC listed models available; -A models are ULC Listed.

FPTI-951(A) INTELLIGENT MULTI-CRITERIA DETECTOR

• Combined Photoelectric Thermal and Infrared Sensor
• UL 268 7th Edition and UL 521 Listed; Canadian models CAN/

ULC S529 and CAN/ULC S530 
• Microprocessor-based technology; combination photo, thermal,

and infrared technology.

FPC-951(A) PHOTOELECTRIC/CO SENSOR

• Combined photoelectric and carbon monoxide sensor 

FSCO-95(A) INTELLIGENT CO SENSOR

• Carbon monoxide sensor 

FS-OSI-RI(A) ADDRESSABLE INTELLIGENT SINGLE-ENDED BEAM

SMOKE DETECTOR

• Intelligent addressable reflector-type linear optical beam smoke
detector

• Fast, easy, and intuitive beam alignment indicated by directional
LED arrows

• Long range coverage of 16-328 ft (5-100 m) is standard; no sepa-
rate long-range kit required

FMM-4-20 GAS DETECTION MODULE

• Interface to industry-standard linear scale 4-20 mA sensors.
• Five programmable thresholds.
• FM Approved, Class 6320 (Stationary Gas Sensors/Detectors).

INTELLIGENT VESDA DETECTORS 
• Intelligent aspiration smoke detectors connect directly to the SLC

loop of compatible ONYX® Series panels: 
– VEA-040-A00-NTF, VEA-040-A10-NTF 

– VEP-A00-P-NTF, VEP-A10-P-NTF, VEP-A00-1P-NTF
– VEU-A00-NTF, VEU-A10-NTF

• Models offer LED display, LCD display, or both
• Coverage options for spaces up to 69,965 square feet

FlashScan, Exclusive 
World-Leading Detector Protocol
At the heart of the NFS2-640 is a set of detection devices and device
protocol — FlashScan (U.S. Patent 5,539,389). FlashScan is an all-
digital protocol that gives superior precision and high noise immunity.

In addition to providing quick identification of an active input device,
this protocol can also activate many output devices in a fraction of
the time required by competitive protocols. This high speed also

allows the NFS2-640 to have the largest device per loop capacity in
the industry — 318 points — yet every input and output device is
sampled in less than two seconds. The microprocessor-based
FlashScan detectors have bicolor LEDs that can be coded to provide
diagnostic information, such as device address during Walk Test.

ONYX Intelligent Sensing
Intelligent sensing is a set of software algorithms that provides the
NFS2-640 with industry-leading smoke detection capability. These
complex algorithms require many calculations on each reading of
each detector, and are made possible by the high-speed microcom-
puter used by the NFS2-640.

Drift Compensation and Smoothing: Drift compensation allows
the detector to retain its original ability to detect actual smoke, and
resist false alarms, even as dirt accumulates. It reduces mainte-
nance requirements by allowing the system to automatically perform
the periodic sensitivity measurements required by NFPA 72.
Smoothing filters are also provided by software to remove transient
noise signals, such as those caused by electrical interference.

Maintenance Warnings: When the drift compensation performed
for a detector reaches a certain level, the performance of the detec-
tor may be compromised, and special warnings are given. There are
three warning levels: (1) Low Chamber value; (2) Maintenance Alert,
indicative of dust accumulation that is near but below the allowed
limit; (3) Maintenance Urgent, indicative of dust accumulation above
the allowed limit.

Sensitivity Adjust: Nine sensitivity levels are provided for alarm
detection. These levels can be set manually, or can change automat-
ically between day and night. Nine levels of pre-alarm sensitivity can
also be selected, based on predetermined levels of alarm. Pre-alarm
operation can be latching or self-restoring, and can be used to acti-
vate special control functions.

Self-Optimizing Pre-Alarm: Each detector may be set for “Self-
Optimizing” pre-alarm. In this special mode, the detector “learns” its
normal environment, measuring the peak analog readings over a
long period of time, and setting the pre-alarm level just above these
normal peaks.

Cooperating Multi-Detector Sensing: A patented feature of ONYX
intelligent sensing is the ability of a smoke sensor to consider read-
ings from nearby sensors in making alarm or pre-alarm decisions.
Without statistical sacrifice in the ability to resist false alarms, it
allows a sensor to increase its sensitivity to actual smoke by a factor
of almost two to one.

Field Programming Options
Autoprogram is a timesaving feature. The FACP “learns” what
devices are physically connected and automatically loads them in
the program with default values for all parameters. Requiring less
than one minute to run, this routine allows the user to have almost
immediate fire protection in a new installation, even if only a portion
of the detectors are installed.

Keypad Program Edit (with KDM-R2) The NFS2-640, like all NOTI-
FIER intelligent panels, has the exclusive feature of program cre-
ation and editing capability from the front panel keypad, while
continuing to provide fire protection. The architecture of the NFS2-
640 software is such that each point entry carries its own program,
including control-by-event links to other points. This allows the pro-
gram to be entered with independent per-point segments, while the
NFS2-640 simultaneously monitors other (already installed) points
for alarm conditions.

VeriFire® Tools is an offline programming and test utility that can
greatly reduce installation programming time, and increase confi-
dence in the site-specific software. It is Windows®-based and pro-
vides technologically advanced capabilities to aid the installer. The
installer may create the entire program for the NFS2-640 in the com-
fort of the office, test it, store a backup file, then bring it to the site
and download from a laptop into the panel.
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Placement of Equipment 
in Chassis and Cabinet
The following guidelines outline the NFS2-640’s flexible system
design.

Rows: The first row of equipment in the cabinet mounts in the chas-
sis shipped with the FACP. Mount the second, third, or fourth rows of
equipment in a CHS-4 series chassis or, for Digital Voice Command
products, in CA-1 or CA-2. (For DVC-EM and DAA2/DAX compo-
nents see DVC Manual; for DS series components see DS-AMP
Manual; for DVC-AO applications, see AA Series Installation Man-
ual). Other options are available; see your panel’s installation man-
ual. 

Wiring: When designing the cabinet layout, consider separation of
power-limited and non-power-limited wiring as discussed in the
NFS2-640 Installation Manual.

Positions: A chassis offers four basic side-by-side positions for
components; the number of modules that can be mounted in each
position depends on the chassis model and the size of the individual
module. There are a variety of standoffs and hardware items avail-
able for different combinations and configurations of components.

It is critical that all mounting holes of the NFS2-640 are secured with
a screw or standoff to ensure continuity of Earth Ground.

Layers: The control panel’s chassis accepts four layers of equip-
ment, including the control panel. The CPU2-640 fills three positions
(left to right) in the first-installed layer (the back of the chassis); its
integral power supply occupies the center two positions in the next
two layers; the optional display occupies (the left) two positions at
the front, flush with the door. Some equipment, such as the NCA-2,
may be mounted in the dress panel directly in front of the control
panel. The NCA-2 can be used as a primary display for the NFS2-
640 (use NCA/640-2-KIT) by directly connecting their network ports
(required in Canadian stand-alone applications); see NCA-2 data
sheet for mounting options (DN-7047).

Expansion: Installing an LEM-320 Loop Expander Module adds a
second SLC loop to the control panel. The LEM-320 is mounted onto
the CPU2-640, occupying the middle-right, second (back) slot on the
chassis. 

Networking: If networking two or more control panels, each unit
requires a Network Communication Module or High-Speed Network
Communication Module. (HS-NCM can support two nodes; see
“Networking Options” on page 4). These modules can be installed in
any option board position (see manual), and additional option boards
can be mounted in front of the network communication modules.

KDM-R2 Controls and Indicators
Program Keypad: QWERTY type (keyboard layout, see figure).

12 LED indicators: Power; Fire Alarm; Pre-Alarm; Security; Super-
visory; System Trouble; Signals Silenced; Points Disabled; Control
Active; Abort; Pre-Discharge; Discharge.

Keypad Switch Controls: Acknowledge/Scroll Display; Signal
Silence; Drill; System Reset; Lamp Test.

LCD Display: 80 characters (2 x 40) with long-life LED backlight.

Product Line Information
• “Configuration Guidelines” on page 4
• “Main System Components” on page 4
• “Networking Options” on page 4
• “Auxiliary Power Supplies and Batteries” on page 5
• “Audio Options” on page 5
• “Compatible Devices, EIA-232 Ports” on page 5
• “Compatible Devices, EIA-485 Ports” on page 5
• “Compatible Intelligent Devices” on page 6
• “Enclosures, Chassis, and Dress Plates” on page 7
• “Other Options” on page 8

CONFIGURATION GUIDELINES

Stand-alone and network systems require a main display. On sys-
tems with one FACP (one CPU2-640/-640E), display options are the
KDM-R2 or the NCA-2. On network systems (two or more networked
fire panel nodes), at least one NCD, NCA-2, NCS, or ONYXWorks
annunciation device is required. Other options listed as follows.

MAIN SYSTEM COMPONENTS

CPU2-640: Central processing unit (CPU) with integral 3.0 A (6.0 A
in alarm) power supply for an NFS2-640 system. Includes control
panel factory-mounted on a chassis; one Signaling Line Circuit
expandable to two; documentation kit. Order one per system or as
necessary (up to 103 network nodes) on a network system. (Non-
English versions also available: CPU2-640-FR, CPU2-640-PO,
CPU2-640-SP.) 

CPU2-640E: Same as CPU2-640 but requires 240 VAC, 1.5 A, (3.0
A in alarm). (Non-English versions also available: CPU2-640E-PO,
CPU2-640E-SP.) 

KDM-R2: 80-character backlit LCD display with QWERTY program-
ming and control keypad. Order two BMP-1 blank modules and DP-
DISP2 mounting plate separately. Requires top row of a cabinet.
Required for each stand-alone 80-character display system. The
KDM-R2 may mount in network nodes to display “local” node infor-
mation as long as at least one NCA-2 or NCS/ONYXWorks network
display is on the system to display network information. (Non-English
versions also available: KDM-R2C for ULC application, KDM-R2-FR,
KDM-R2-PO, KDM-R2-SP.)

NCA-2: Network Control Annunciator, 640 characters. On single
CPU2-640/-640E systems, the optional NCA-2 can be used as the
Primary Display for the panel and connects directly to the CPU2-
640/-640E. On network systems (two or more networked fire panel
nodes), one network display (either NCA-2 or NCS/ONYXWorks) is
required for every system. On network systems, the NCA-2 connects
to (and requires) a standard Network Communication Module or
High-Speed Network Communication Module. Mounts in a row of
FACP node or in two annunciator positions. Mounting options
include the DP-DISP2, ADP-4B, or in an annunciator box, such as
the ABS-2D. In CAB-4 top-row applications, a DP-DISP2 and two
BMP-1 blank modules are required for mounting. Required for
NFS2-640 applications employing the DVC-EM with DAL devices.
Non-English versions are available. NCA-2 are available for ULC
applications. For marine applications, order NCA-2-M; for non-
English Marine applications, order NCA-2-M and the appropriate
KP-KIT-XX. See DN-7047.

NCD: As part of a standalone NFS2-640 system, the NCD can serve
as Primary Display for the panel, to provide control and status capa-
bilities on displayless nodes. On network systems, the NCD con-
nects to (and requires) a standard Network Communication Module
or High-Speed Network Communication Module. Mounting options
include the ABS-TD for standalone applications. In the CAB-4 series
the NCD can be mounted in the top row with a DP-GDIS1 or lower
rows using a DP-GDIS2. See DN-60974.

NCA/640-2-KIT: Bracket installation kit required to mount NCA-2 to
the CPU2-640/-640E’s standard chassis.

DP-DISP2: Dress panel for top row in cabinet with CPU2-640/640E
installed.

ADP2-640: Dress panel for middle rows with CPU2-640/640E.

BMP-1: Blank module for unused module positions.

BP2-4: Battery plate, required.(Existing JADT-XLS-BP2-4 may be
used in retrofits.) 

LEM-320: Loop Expander Module. Expands each NFS2-640 to two
Signaling Line Circuits. See DN-6881. 

NETWORKING OPTIONS

NCM-W, NCM-F: Standard Network Communications Modules. Wire
and multi-mode fiber versions available. See DN-6861. 
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HS-NCM-W(-2), HS-NCM-MF, HS-NCM-SF, HS-NCM-WMF(-2),
HS-NCM-WSF(-2), HS-NCM-MFSF: High-speed Network Commu-
nications Modules that can connect to two nodes. Wire, single-mode
fiber, multi-mode fiber, and media conversion models are available.
See DN-60454.

RPT-W, RPT-F, RPT-WF: Standard-network repeater board with wire
connection (RPT-W), multi-mode fiber connection (RPT-F), or allow-
ing a change in media type between wire and fiber (RPT-WF). Not
used with high-speed networks. See DN-6971. 

ONYXWorks: UL-listed graphics PC workstation, software, and
computer hardware. See DN-7048 for specific part numbers.

NFN-GW-EM-3: NFN Gateway, embedded. (Replaces NFN-GW-
EM.) See DN-60499. 

NWS-3: NOTI•FIRE•NET™ Web Server. See DN-6928.

CAP-GW: Common Alerting Protocol Gateway. See DN-60756. 

VESDA-HLI-GW: VESDAnet high-level interface gateway. See DN-
60753. 

LEDSIGN-GW: UL-listed sign gateway. Interfaces with classic and
high-speed NOTI•FIRE•NET networks through the NFN Gateway.
See DN-60679. 

OAX2-24V: UL-listed LED sign, used with LEDSIGN-GW. See DN-
60679. 

AUXILIARY POWER SUPPLIES AND BATTERIES

ACPS-610: 6.0 A or 10.0 A addressable charging power supply. See
DN-60244.

APS2-6R: Auxiliary Power Supply. Provides up to 6.0 amperes of
power for peripheral devices. Includes battery input and transfer
relay, and overcurrent protection. Mounts on two of four positions on
a CHS-4L or CHS-4 chassis. See DN-5952. 

FCPS-24S6/S8: Remote 6 A and 8 A power supplies with battery
charger. See DN-6927. 

BAT Series: Batteries. NFS2-640 uses two 12 volt, 18 to 200 AH
batteries. See DN-6933. 

AUDIO OPTIONS 
NOTE: For mounting hardware, see “Enclosures, Chassis, and Dress
Plates” on page 7 and peripheral data sheets. 

DVC-EM: Digital Voice Command, digital audio processor with mes-
sage storage for up to 32 minutes of standard quality (4 minutes at
high quality) digital audio. Capable of playing up to eight simultane-
ous messages when used with Digital Audio Loop (DAL) devices.
See DN-7045.

DVC-RPU: Digital Voice Command Remote Paging Unit for use with
DVC-EM. Includes the keypad/display. See DN-60726. 

DS-DB: Digital Series Distribution Board, provides bulk amplification
capabilities to the DVC-EM while retaining digital audio distribution
capabilities. Can be configured with up to four DS-AMPs, supplying
high-level risers spread throughout an installation. See DN-60565.

DVC-KD: DVC-EM keypad for local annunciation and controls; sta-
tus LEDs and 24 user-programmable buttons. See DN-7045.

DS-AMP/E: 125W, 25 VRMS, or 100W, 70VRMS. 70VRMS requires
DS-XF70V step-up transformer. Digital Series Amplifier, part of the
DS-DB system. See DN-60663.

DS-RFM, DS-FM, DS-SFM: Fiber conversion modules for DVC-EM,
DS-DB distribution board, and DAX and DAA2 Series amplifiers. See
DN-60633.

DVC-AO: DVC Analog Output board provides four analog output cir-
cuits for use with AA Series amplifiers. Four-channel operation sup-
ported. See DN-7045.

DAA2-5025(E): 50W, 25 Vrms Digital Audio Amplifier assembly with
power supply; includes chassis. See DN-60556.

DAA2-5070(E): 50W, 70.7 Vrms Digital Audio Amplifier assembly
with power supply; includes chassis. See DN-60556. 

DAA2-7525(E): 75W, 25 Vrms digital audio amplifier assembly with
power supply; includes chassis. See DN-60556. 

DAX-3525(E): 35W, 25 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561. 

DAX-3570(E): 35W, 70.7 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561. 

DAX-5025(E): 50W, 25 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561. 

DAX-5070(E): 50W, 70.7 Vrms Digital Audio Amplifier assembly with
power supply, includes chassis. See DN-60561. 

TELH-1: Firefighter’s Telephone Handset for use with the DVC-EM
when mounted in the CA-2 chassis. See DN-7045.

CMIC-1: Optional microphone and microphone well assembly used
with the CA-1 chassis.

RM-1/RM-1SA: Remote microphone assemblies, mount on ADP-4
(RM-1) dress panel or CAB-RM/-RMR (RM-1SA) stand-alone cabi-
nets. See DN-6728. 

AA-30: Audio Amplifier, 30 watts, 25 Vrms. Includes amplifier and
audio input supervision, backup input, and automatic switchover,
power supply, cables. See DN-3224.

AA-120/AA-100: Audio Amplifier provides up to 120 watts of 25
VRMS audio power for the NFS-640. The amplifier contains an inte-
gral chassis for mounting to a CAB-B4, -C4, or -D4 backbox (con-
sumes one row). Switch-mode power. Includes audio input and
amplified output supervision, backup input, and automatic switcho-
ver to backup tone. Order the AA-100 for 70.7 VRMS systems and
100 watts of power. See DN-3224.

DAA Series Digital Audio Amplifiers: Legacy DAA Series amplifi-
ers are compatible with DVC-EM systems running SR4.0. For spe-
cific information on DAA-50 series amplifiers, refer to DN-7046. For
information on DAA-7525 Series, refer to DN-60257.

NFC-25/50: 25 watt, 25 VRMS, emergency Voice Evacuation Con-
trol Panel (VECP) with integral commercial microphone, digital mes-
sage generator, and single-/dual-channel Class A or Class B
speaker circuits. See DN-60772.

COMPATIBLE DEVICES, EIA-232 PORTS 
PRN-7: 80-column printer. See DN-60897. 

VS4095/5: Printer, 40-column, 24V. Mounted in external backbox.
See DN-3260. 

DPI-232: Direct Panel Interface, specialized modem for extending
serial data links to remotely located FACPs and/or peripherals. See
DN-6870.  

COMPATIBLE DEVICES, EIA-485 PORTS

ACM-24AT: ONYX Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED, Trouble LED, and switch per
circuit. Active/Alarm LEDs can be programmed (by powered-up
switch selection) by point to be red, green, or yellow; the Trouble
LED is always yellow. See DN-6862.

AEM-24AT: Same LED and switch capabilities as ACM-24AT,
expands the ACM-24AT to 48, 72, or 96 points. See DN-6862.

ACM-48A: ONYX Series ACS annunciator – up to 96 points of
annunciation with Alarm or Active LED per circuit. Active/Alarm
LEDs can be programmed (by powered-up switch selection) in
groups of 24 to be red, green, or yellow. Expandable to 96 points
with one AEM-48A. See DN-6862.

AEM-48A: Same LED capabilities as ACM-48A, expands the ACM-
48A to 96 points. See DN-6862.

ACM-8R: Remote Relay Module with eight Form-C contacts. Can be
located up to 6,000 ft. (1828.8 m) from panel on four wires. See DN-
3558. 

FDU-80: Terminal mode. 80-character, backlit LCD display. Mounts
up to 6,000 ft. (1828.8 m) from panel. Up to 32 per FACP. See DN-
6820. 
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LCD2-80: Terminal and ACS mode. 80-character, backlit LCD dis-
play. Mounts up to 6,000 ft. (1828.8 m) from panel. Up to 32 per
FACP. See DN-60548.

LDM: Lamp Driver Modules LDM-32, LDM-E32, and LDM-R32;
remote custom graphic driver modules. See DN-0551.

SCS: Smoke control stations SCS-8, SCE-8, with lamp drivers SCS-
8L, SCE-8L; eight (expandable to 16) circuits (HVAC only). See DN-
4818.

TM-4: Transmitter Module. Includes three reverse-polarity circuits
and one municipal box circuit. Mounts in panel module position (sin-
gle-address-style) or in CHS2-M2 position. See DN-6860. 

UDACT-2: Universal Digital Alarm Communicator Transmitter, 636
channel. See DN-60686. 

UZC-256: Programmable Universal Zone Coder provides positive
non-interfering successive zone coding. Microprocessor-controlled,
field-programmable from IBM®-compatible PCs (requires optional
programming kit). Up to 256 programmable codes. Mounts in BB-
UZC or other compatible chassis (purchased separately). See DN-
3404.

COMPATIBLE INTELLIGENT DEVICES

NOTE: “A” suffix indicates ULC-Listed model.

FWSG Wireless SWIFT Gateway: Addressable gateway supports
wireless SLC devices. Not appropriate for ULC applications. See
DN-60820. 

FCO-951/-IV FlashScan, Addressable intelligent multi-criteria smoke
sensors, photo, carbon monoxide, fixed temperature heat detector
and infra-red (IR). ULC: FCO-951A/-IV

FPC-951. FlashScan, Combined photoelectric and carbon monoxide
sensor. ULC: FPC-951A.

FSCO-951. FlashScan, Addressable carbon monoxide sensor.
ULC: FSCO-951A.

FPTI-951, FPTI-951-IV: Addressable intelligent multi-criteria photo-
electric, thermal and IR sensors. ULC: FPTI-951A, FPTI-951A-IV.

FS-OSI-RIAddressable intelligent single-ended beam smoke detec-
tor. ULC: FS-OSI-RIA. 

FSP-951: White, low-profile intelligent photoelectric sensor,
FlashScan only. ULC: FSP-951A. 

FSP-951-IV: Ivory, low-profile intelligent photoelectric sensor.
ULC: FSP-951A-IV

FSP-951T: White, same as FSP-951 but includes a built-in 135°F
(57°C) fixed-temperature thermal device. FlashScan only.
ULC: FSP-951TA. 

FSP-951T-IV: Ivory, same as FSP-951T but includes a built-in 135°F
(57°C) fixed-temperature thermal device. ULC: FSP-951TA-IV.

FSP-951R: White, low-profile intelligent photoelectric sensor, remote
test capable. For use with DNR/DNRW. FlashScan only. ULC: FSP-
95RA

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951: White, low-profile intelligent 135°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A. See DN-60975.

FST-951-IV: Ivory, low-profile intelligent 135°F fixed thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951A-IV.

FST-951R: White, low-profile intelligent rate-of-rise thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951A

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable. FlashScan only. ULC: FSP-95RA-IV, for use
with DNRA. 

FST-951H: White, low-profile intelligent 190°F fixed thermal sensor,
FlashScan only. Must be mounted to one of the bases listed below.
ULC: FST-951HA.

FST-951H-IV: Ivory, low-profile intelligent 190°F thermal sensor,
FlashScan and CLIP. Must be mounted to one of the bases listed
below. ULC: FST-951HA-IV. 

FSV-951, FSV-951R:White, intelligent high-sensitivity photoelectric
smoke detector. ULC: FSV-951A, FSV-951RA

FSV-951-IV, FSV-951R-IVIvory, intelligent high-sensitivity photoelec-
tric smoke detector. ULC: FSV-951A-IV, FSV-951RA-IV.

VEP-A00-P-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 21,520 square feet. See DN-61029. UL/
ULC Listed. 

VEP-A10-P-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 21,520 square feet. See DN-
61029. UL/ULC Listed. 

VEP-A00-1P-NTF: Intelligent aspiration smoke detector with LED
display, single pipe, covers up to 10,760 square feet. See DN-61029.
UL/ULC Listed. 

VEU-A00-NTF: Intelligent aspiration smoke detector with LED dis-
play, 4 pipes, covers up to 69,965 square feet. See DN-61034. UL/
ULC Listed. 

VEU-A10-NTF: Intelligent aspiration smoke detector with LED and
LCD display, 4 pipes, covers up to 69,965 square feet. See DN-
61034. UL/ULC Listed. 

VEA-040-A00-NTF: Intelligent aspiration with LED display, 40 point-
addressable detection points. Covers 36,000 square feet. See DN-
61036. UL/ULC Listed. 

VEA-040-A10-NTF: Intelligent aspiration with LED and LCD display,
40 point-addressable detection points. Covers 36,000 square feet.
See DN-61036. UL/ULC Listed. 

DNR: InnovairFlex low-flow non-relay duct-detector housing. ULC:
DNRA. (Order FSP-951R(A) separately.) See DN-60429. 

DNRW: Same as above with NEMA-4 rating, watertight. See DN-
60429. 

B224RB-WH: White, low-profile relay base. See DN-60054.  ULC:
B224RBA-WH.

B224RB-IV: Ivory, plug-in System Sensor relay base. ULC:
B224RBA-IV. 

B224BI-WH: White, isolator base for low-profile detectors. See DN-
60054. ULC: B224BIA-WH.

B224BI-IV: Ivory isolator detector base. ULC: B224BIA-IV.

B300-6: White, standard flanged low-profile mounting base. (For 10-
pack order B300-6-BP.) ULC: B300A-6.

B300-6-IV: Ivory, standard flanged low-profile mounting base. ULC:
B300A-6-IV.

B501-WHITE: European-style, 4" (10.16 cm) base. See DN-60054.
(For 10-pack order B501-WHITE-BP.) UL/ULC listed.

B501-BL: Black, 4” standard European flangeless mounting base.
UL/ULC listed.

B501-IV: Ivory color, 4” standard European flangeless mounting
base. UL/ULC listed.

B200S-WH: White, intelligent programmable sounder base, capable
of producing a variety of tone patterns including ANSI Temporal 3.
Compatible with synchronization protocol. See DN-60054. ULC:
B200SA-WH.

B200S-IV: Ivory intelligent, programmable sounder base. ULC:
B200SA-IV.

B200SCOA-WH: White intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 
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B200SCOA-IV: Ivory intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
detectors. Based on B200SA. ULC listed. 

B200S-LF-WH: White, low-frequency version of B200S. See DN-
60054. 

B200S-LF-IV: Ivory, low-frequency version of B200S.

B200SR-WH: White intelligent programmable sounder base, Tem-
poral 3 or Continuous tone. For retrofit installations replacing
B501BH series bases. See DN-60054. ULC: B200SRA-WH.

B200SR-IV: Ivory intelligent programmable sounder base, Temporal
3 or Continuous tone. For retrofit installations replacing B501BH
series bases. ULC: B200SRA-IV.

B200SR-LF-WH: White, low-frequency version of B200SR. See DN-
60054. 

B200SR-LF-IV: Ivory, low-frequency version of B200SR.

FMM-1(A): FlashScan monitor module. See DN-6720.

FDM-1(A): FlashScan dual monitor module. See DN-6720.

FZM-1(A): FlashScan two-wire detector monitor module. See DN-
6720.

FMM-101(A): FlashScan miniature monitor module. See DN-6720.

FTM-1(A): Firephone Telephone Module connects a remote fire-
fighter telephone to a centralized telephone console. Reports status
to panel. Wiring to jacks and handsets is supervised. See DN-6989.  

FCM-1(A): FlashScan control module. See DN-6720.

FCM-1-REL(A): FlashScan releasing control module. See DN-
60390.

FRM-1(A): FlashScan relay module. See DN-6720.

FDRM-1(A): FlashScan dual monitor/dual relay module. See DN-
60709. 

NBG-12LX: Manual pull station, addressable. See DN-6726.

N-MPS series: Manual pull stations, addressable and conventional.
For use in Canada only. See DN-5497 and DN-60629. 

ISO-X(A): Isolator module. See DN-2243.

ISO-6(A): Six fault isolator module. See DN-60844. 

XP6-C(A): FlashScan six-circuit supervised control module. See
DN-6924.  

XP6-MA(A): FlashScan six-zone interface module; connects intelli-
gent alarm system to two-wire conventional detection zone. See DN-
6925. 

XP6-R(A): FlashScan six-relay (Form-C) control module. See DN-
6926. 

XP10-M(A): FlashScan ten-input monitor module. See DN-6923. 

ENCLOSURES, CHASSIS, AND DRESS PLATES 
CAB-4 Series Enclosure: NFS2-640 mounts in a standard CAB-4
Series enclosure (available in four sizes, “A” through “D”). Backbox
and door ordered seperately; requires BP2-4 battery plate. A trim
ring option is available for semi-flush mounting. See DN-6857.

EQ Series Cabinets: EQ series cabinets will house amplifiers,
power supplies, battery chargers and control modules. EQ cabinets
are available in three sizes, “B” through “D”. See DN-60229. . 

CAB-BM Marine System: Protects equipment in shipboard and
waterfront applications. Also order BB-MB for systems using 100 AH
batteries. For a full list of required and optional equipment, see DN-
60688. 

CHS-4: Chassis for mounting up to four APS-6Rs.

CHS-4L: Low-profile four-position Chassis. Mounts two AA-30
amplifiers or one AMG-E and one AA-30.

DP-1B: Blank dress panel. Provides dead-front panel for unused
tiers; covers DAA2/DAX series or AA-series amplifier. 

NFS-LBB: Battery Box (required for batteries larger than 26 AH).

NFS-LBBR: Same as above but red.

CHS-BH1: Battery chassis; holds two 12.0 AH batteries. Mounts
one the left side of DAA2 chassis. See DN-7046.

CA-1: Chassis, occupies one tier of a CAB-4 Series enclosure. The
left side accommodates one DVC-EM and a DVC-KD (optional); and
the right side houses a CMIC-1 microphone and its well (optional).
See DN-7045.

CA-2: Chassis assembly, occupies two tiers of a CAB-4 Series
enclosure. The left side accommodates one DVC-EM mounted on a
half-chassis and one NCA-2 mounted on a half-chassis. The right
side houses a microphone/handset well. The CA-2 assembly
includes CMIC-1 microphone. ADDR Series doors with two-tier visi-
bility are available for use with the CA-2 configuration: ADDR-B4,
ADDR-C4, ADDR-D4 (below).

CFFT-1: Chassis to mount firefighter’s telephone and one ACS
annunciator in a CAB-4 row. Includes TELH-1 firefighter’s handset
for the DVC-EM, chassis, phone well and mounting hardware. Order
DP-CFFT dress panel separately. 

DP-CFFT: CFFT-1 dress panel. Requires BMP-1 if no ACS annunci-
ator is installed. 

ADDR-B4*: Two-tier-sized door designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-B4 backbox with the
ADDR-B4. See DN-7045, DN-6857. 

ADDR-C4*: Three-tier-sized door, designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-C4 backbox with the
ADDR-C4. See DN-7045, DN-6857. 

ADDR-D4*: Four-tier-sized door designed for use with the CA-2
chassis configuration. ADDR Series doors are similar to CAB-4
Series “DR” doors, but a clear window space exposes the top two
tiers of the CAB-4 enclosure. Use an SBB-D4 backbox with the
ADDR-D4. See DN-7045, DN-6857. 

* Note: Use ADDR-B4/C4/D4 when CA-2 chassis is installed in top
two rows with NCA-2 or BP-CA2. Use standard door when CA-2 is
not installed in top two rows. For additional configuration information,
see the DVC application guide on http://esd.notifier.com. 

DPA-1: Dress panel, used with the CA-1 chassis when configured
with a DVC-EM, DVC-KD, and CMIC-1. See DN-7045. 

DPA-2B: Dress panel used with CA-2 chassis assembly.

VP-2B: Dress panel, required when CA-2 chassis is installed in the
top two cabinet rows.

DPA-1A4: Dress panel, used with the CA-1 chassis when the CMIC-
1 is not used. Provides mounting options on right two bays for two
ACS annunciators, or for blank plates. See DN-7045. 

BP-CA2: Blank plate for CA-2 chassis.

SEISKIT-CAB: Seismic mounting kit. Required for seismic-certified
applications with NFS2-640 and other equipment mounted in CAB-4
Series Enclosures. Includes battery bracket for two 26 AH batteries.

SEISKIT-LBB: Seismic kit for the NFS-LBB. Includes battery bracket
for two 55 AH batteries. 

BACKBOXES

NOTE: “C” suffix indicates ULC-Listed model.

ABF-1B(C) Annunciator Flush Box. 

ABF-1DB(C) Annunciator Flush Box with Door. 

ABF-2B Annunciator Flush Box

ABF-2DB/C Annunciator Flush Box with Door

ABF-4B Annunciator Flush Box

ABS-1TB(C) Annunciator Surface Box

ABS-1B(C) Annunciator Surface Box

ABS-2B Annunciator Surface Box
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ABS-2D(C) Annunciator Surface Box

ABS-4D(C) Annunciator Surface Box

BB-UZC: Backbox for housing the UZC-256 in applications where
the UZC-256 will not fit in panel enclosure. Black; for red, order BB-
UZC-R.

OTHER OPTIONS

411: Slave digital alarm communicator. See DN-6619.

411UDAC: Digital alarm communicator. See DN-6746. 

IPDACT-2/2UD, IPDACT Internet Monitoring Module: Connects to
primary and secondary DACT telephone output ports for internet
communications over customer-provided Ethernet connection.
Requires compatible Teldat VisorALARM Central Station Receiver.
Can use DHCP or static IP. See DN-60408.

IPCHSKIT: IP Communicator Chassis Mounting Kit. For mounting
an IPDACT-2/2UD onto the panel chassis or CHS-4 series chassis.
Use IPENC for external mounting applications.

IPSPLT: Y-adapter option allow connection of both panel dialer out-
puts to one IPDACT-2/2UD cable input.

IPENC: External enclosure for IPDACT, includes IPBRKT mounting
bracket; Red. For Black order IPENC-B.

HWF2V-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, Verizon LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. See DH-62010.
(For Canadian applications order IPGSM-4GC. See DH-60771.) 

HWF2A-COM: LTE Digital Cellular Fire Alarm Communicator and
Internet Panel, AT&T LTE / IP. Provides selectable configurable
paths: cellular only, IP only, or IP primary with cellular backup. Con-
nects to the primary and secondary ports of a DACT. (For Canadian
applications order IPGSM-4GC. See DH-60771.) 

NOTE: For other options including compatibility with retrofit equipment,
refer to the panel's installation manual, the SLC manual, and the Device
Compatibility Document. 
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SPECIFICATIONS

SYSTEM CAPACITY

• Intelligent Signaling Line Circuits .....................1 expandable to 2
• Intelligent detectors ................................................. 159 per loop
• Addressable monitor/control modules ...................... 159 per loop
• Programmable software zones................................................. 99
• Special programming zones ..................................................... 14
• LCD annunciators per CPU2-640/-640E

and NCA-2 (observe power) ..................................................... 32
• ACS annunciators per 

CPU2-640/-640E .................................. 32 addresses x 64 points
• ACS annunciators per NCA-2...... 32 addresses x 64 or 96 points
NOTE: The NCA-2 supports up to 96 annunciator address points per
ACM-24AT/-48A.

ELECTRICAL SPECIFICATIONS

• Primary input power: 
– CPU2-640 board: 120 VAC, 50/60 Hz, 5.0 A. 
– CPU2-640E board: 220/240 VAC, 50/60 Hz, 2.5 A.

• Current draw (standby/alarm):
– CPU2-640(E) board: 0.250 A. Add 0.035 A for each NAC in

use. 
– KDM-R2: 0.100 A.
– LEM-320: 0.100 A.

• Total output 24 V power: 6.0 A in alarm.
NOTE: The power supply has a total of 6.0 A. of available power. This is
shared by all internal circuits. See Installation Manual for a complete cur-
rent draw calculation sheet.

• Standard notification circuits (4): 1.5 A each.
• Resettable regulated 24V power: 1.25 A.
• Two non-resettable regulated 24V power outputs: 

– 1.25 A. 
– 0.50 A.

• Non-resettable 5V power: 0.15 A.
• Battery charger range: 18 AH – 200 AH. Use separate cabinet for

batteries over 26 AH.
• Float rate: 27.6 V.

CABINET SPECIFICATIONS

• Systems can be installed in CAB-4 Series cabinets (four sizes
with various door options, see DN-6857). Requires BP2-4 Battery
Plate.

SHIPPING WEIGHT

• CPU2-640/-640: 14.3 lb (6.49 kg).
• CPU2-640/-640E: 14.55 lb (6.60 kg).

TEMPERATURE AND HUMIDITY RANGES

This system meets NFPA requirements for operation at 0 – 49°C/32
– 120°F and at a relative humidity 93% ± 2% RH (noncondensing) at
32°C ± 2°C (90°F ± 3°F).  However, the useful life of the system's
standby batteries and the electronic components may be adversely
affected by extreme temperature ranges and humidity. Therefore, it

is recommended that this system and its peripherals be installed in
an environment with a normal room temperature of 15 – 27°C/60 –
80°F. 

AGENCY LISTINGS AND APPROVALS

The listings and approvals below apply to the basic NFS2-640 con-
trol panel. In some cases, certain modules may not be listed by cer-
tain approval agencies, or listing may be in process. Consult factory
for latest listing status.

• UL/ULC Listed: S635. 
• ULC Listed: S527-11
• FM Approved. 
• MEA: 128-07-E.
• Fire Dept. of New York: #6212. 
• CSFM: 7165-0028:0243.
• City of Chicago.
• City and County of Denver.
• CCCF listed. 
Marine Applications: Marine approved systems must be configured
using components itemized in this document. (See Main System
Components, in “Product Line Information.) Specific connections
and requirements for those components are described in the instal-
lation document, PN 54756. When these requirements are followed,
systems are approved by the following agencies:

• US Coast Guard 161.002/50/0, 161.002/55/0 (Standard 46 CFR
and 161.002).

• Lloyd's Register 11/600013 (ENV 3 category).
• American Bureau of Shipping (ABS) Type Approval. 
NOTE: For information on marine applications, see DN-60688. 

STANDARDS

The NFS2-640 complies with the following UL Standards and NFPA
72, International Building Code (IBC), and California Building Code
(CBC) Fire Alarm Systems requirements:

• UL 864, 9th Edition (Fire).
• UL 1076 (Burglary).
• UL 2572 (Mass Notification Systems). (NFS2-640 version 20 or

higher.)
• ULC-S527-11 Standard for the Installation of Fire Alarm Sys-

tems.
• LOCAL (Automatic, Manual, Waterflow and Sprinkler Supervi-

sory).
• AUXILIARY (Automatic, Manual and Waterflow) (requires TM-4).
• REMOTE STATION (Automatic, Manual, Waterflow and Sprinkler

Supervisory) (requires TM-4).
• PROPRIETARY (Automatic, Manual and Waterflow).

Not applicable for FM.
• EMERGENCY VOICE/ALARM.
• OT, PSDN (Other Technologies, Packet-switched Data Network). 
• IBC 2012, IBC 2009, IBC 2006, IBC 2003, IBC 2000 (Seismic).
• CBC 2007 (Seismic). 
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RP-2001(E)
Deluge - Preaction Control Panel

Conventional Releasing Panels
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General
The RP-2001 is a six-zone FACP for single and dual hazard
deluge and preaction applications. The RP-2001 provides reli-
able fire detection, signaling and protection for commercial,
industrial and institutional buildings requiring water-based
releasing. The RP-2001 is compatible with System Sensor’s i3

detectors which are conventional smoke detectors that can
transmit a maintenance trouble signal to the FACP indicating
the need for cleaning and a supervisory ‘freeze’ signal when
the ambient temperature falls below the detector rating of
approximately 45°F (7.22°C). In addition, the control panel is
compatible with conventional input devices such as two-wire
smoke detectors, four-wire smoke detectors, pull stations,
waterflow devices, tamper switches and other normally-open
contact devices. Refer to the Notifier Device Compatibility
Document for a complete listing of compatible devices.

Four outputs are programmable as NACs (Notification Appli-
ance Circuits) or releasing circuits. Three programmable
Form-C relays (factory programmed for Alarm, Trouble and
Supervisory) and 24 VDC special application resettable and
non-resettable power outputs are also included on the main
circuit board. The RP-2001 supervises all wiring, AC voltage,
battery charger and battery level.

Activation of a compatible smoke detector or any normally-
open fire alarm initiating device will activate audible and visual
signaling devices, illuminate an indicator, display alarm infor-
mation on the panel’s LCD, sound the piezo sounder at the
FACP, activate the FACP alarm relay and operate an optional
module used to notify a remote station or initiate an auxiliary
control function.

The RP-2001E offers the same features as the RP-2001 but
allows connection to 240 VAC. Unless otherwise specified, the
information in this data sheet applies to both the 120 VAC and
240 VAC versions of the panels. 

Features
• Listed to UL Standard 864, 9th edition.

• FM Approved. 

• Designed for sprinkler standards NFPA 13, 15 and 16.

• Dual hazard operation.

• Adjustable waterflow discharge timer and two soak timers.

• Cross-zone (double-interlock) capability.

• Six programmable Style B (Class B) IDCs (Initiating Device
Circuit).

• System Sensor i3 series detectors compatible.

• Four programmable Style Y (Class B) output circuits - (spe-
cial application power).

• Strobe Synchronization:

– System Sensor

– Wheelock

– Gentex

– Faraday

– Amseco

• Three programmable Form-C relays.

• 7.0 amps total 24 VDC output current.

• Resettable and non-resettable output power.

• Built-in Programmer.

• ANN-BUS for connection to optional devices (up to 8 total
of any of the following):

– N-ANN-80 Remote LCD Annunciator

– N-ANN-I/O LED Driver

– N-ANN-S/PG Printer Module

– N-ANN-RLY Relay Module

– N-ANN-LED Annunciator Module

• 80-character LCD display (backlit).

• Real-time clock/calendar with daylight savings time control.

• History log with 256 event storage.

• Piezo sounder for alarm, trouble and supervisory.

• 24 volt DC operation.

• Low AC voltage sense.

• Outputs Programmable for:

–  Releasing circuits or NACS

• NACs programmable for:

–  Silence Inhibit

–  Auto-Silence

–  Strobe Synchronization

–  Selective Silence (horn-strobe mute)

–  Temporal or Steady Signal

–  Silenceable or Non-silenceable

–  Release Stage Sounder

• Disable/Enable control per input zone and output zone.

• Extensive transient protection.

• Automatic battery charger with charger supervision.

• Optional Dress Panel DP-51050 (red).

• Optional Trim Ring TR-CE (red) for semi-flush mounting the
cabinet.

• Optional N-CAC-5X Class A Converter Module for Outputs
and IDCs.

• Optional 4XTM Municipal Box Transmitter Module.
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• Optional Digital Alarm Communicators (411, 411UD,
411UDAC).

• Optional ANN-SEC card for a secondary ANN-BUS.

PROGRAMMING AND SOFTWARE:

• Custom English labels (per point) may be manually entered
or selected from an internal library file.

• Three programmable Form-C relay outputs.

• Pre-programmed and custom application templates.

• Continuous fire protection during online programming at the
front panel.

• Program Check automatically catches common errors not
linked to any zone or input point.

USER INTERFACE:

• Integral 80-character LCD display with backlighting.

• Real-time clock/calendar with automatic daylight savings
adjustments.

• ANN-Bus for connection to remote annunciators.

• Audible or silent walk test capabilities.

• Piezo sounder for alarm, trouble, and supervisory.

Controls and Indicators

LED INDICATORS

• FIRE ALARM (red)

• SUPERVISORY (yellow)

• TROUBLE (yellow)

• AC POWER (green)

• ALARM SILENCED (yellow)

• DISCHARGE (red) 

CONTROL BUTTONS

• ACKNOWLEDGE

• ALARM SILENCE

• SYSTEM RESET (lamp test)

• DRILL 

AC Power – TB1 

• RP-2001: 120 VAC, 60 Hz, 3.66 amps. 

• RP-2001E: 240 VAC, 50/60 Hz, 2.085 amps. 

• Wire size: minimum #14 AWG (2.0 mm2) with 600V insula-
tion. 

• Supervised, nonpower-limited.

Battery (sealed lead acid only) – J12: 

• Maximum Charging Circuit - Normal Flat Charge: 27.6
VDC @ 1.4 amp. Supervised, nonpower-limited. 

• Maximum Charger Capacity: 26 Amp Hour battery (two
18 Amp Hour batteries can be housed in the FACP cabinet.
Larger batteries require separate battery box such as the
BB-26 or NFS-LBBR). 

• Minimum Battery Size: 7 Amp Hour.

Initiating Device Circuits - TB4 and TB6

• Alarm Zones 1 - 5 on TB4.

• Alarm Zone 6 on TB6.

• Supervised and power-limited circuitry.

• Style B (Class B) wiring with Style D (Class A) option.

• Normal Operating Voltage: Nominal 20 VDC.

• Alarm Current: 15 mA minimum.

• Short Circuit Current: 40 mA max.

• Maximum Loop Resistance: 100 Ohms.

• End-of-Line Resistor: 4.7K Ohms, 1/2 watt (PN 71252).

• Standby Current: 4 mA.

Refer to the Notifier Device Compatibility Document for listed
compatible devices.

Notification Appliance and Releasing Circuit(s) - TB5 and
TB7

• Four Output Circuits.

• Style Y (Class B) or Style Z (Class A) with optional con-
verter module.

• Special Application power.

• Supervised and power-limited circuitry.

• Normal Operating Voltage: Nominal 24 VDC.

• Maximum Signaling Current: 7.0 amps (3.0 amps special
application, 300 mA regulated maximum per NAC).

• End-of-Line Resistor: 4.7K Ohms, 1/2 watt (PN 71252).

• Max. Wiring Voltage Drop: 2 VDC.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices.

Form-C Relays - Programmable - TB8

• Relay 1 (factory default programmed as Alarm Relay).

• Relay 2 (factory default programmed as fail-safe Trouble
Relay).

• Relay 3 (factory default programmed as Supervisory
Relay).

• Relay Contact Ratings: 

– 2 amps @ 30 VDC (resistive)

– 0.5 amps @ 30 VAC (resistive)

Auxiliary Trouble Input – J6

The Auxiliary Trouble Input is an open collector circuit which
can be used to monitor external devices for trouble conditions.
It can be connected to the trouble bus of a peripheral, such as
a power supply, which is compatible with open collector cir-
cuits. 

Special Application Resettable Power - TB9

• Operating Voltage: Nominal 24 VDC.

• Maximum Available Current: 500 mA - appropriate for
powering 4-wire smoke detectors (see note 1).

• Power-limited Circuitry.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices.

NOTE: Total current for resettable power, nonresettable power
and Output Circuits must not exceed 7.0 amps. 

Special Application Resettable or Nonresettable Power -
TB9

• Operating Voltage: Nominal 24 VDC.

• Maximum Available Current: 500 mA (see note 1).

• Power-limited Circuitry.

• Jumper selectable by JP31 for resettable or nonresettable
power.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices. 
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Product Line Information
RP-2001: Six-zone, 24 volt Deluge-Preaction Control Panel
(includes backbox, power supply, technical manual, and a
frame & post operating instruction sheet) for single and dual
hazard deluge and preaction applications.

RP-2001E: Same as above but allows connection to 240 VAC.

NOTE: For ULC-listed model, see DN-60442.

N-CAC-5X: Class A Converter Module can be used to convert
the Style B (Class B) Initiating Device Circuits to Style D (Class
A) and Style Y (Class B) Output Circuits to Style Z (Class A). 

NOTE: Two Class A Converter modules are required to convert all
four Output Circuits and six Initiating Device Circuits.

4XTM: Transmitter Module provides a supervised output for
local energy municipal box transmitter and alarm and trouble
reverse polarity. It includes a disable switch and disable trou-
ble LED. 

N-ANN-80(-W): LCD Annunciator is a remote LCD annuncia-
tor that mimics the information displayed on the FACP LCD
display. Recommended wire type is unshielded. (Basic model
is black; order -W version for white; see DN-7114.)

N-ANN-LED: Annunciator Module provides three LEDs for
each zone: Alarm, Trouble and Supervisory.  Ships with red or
black enclosure (see DN-60242).

N-ANN-RLED: Provides alarm (red) indicators for up to 30
input zones or addressable points. (See DN-60242).

N-ANN-RLY: Relay Module, which can be mounted inside or
outside the cabinet, provides 10 programmable Form-C relays.
(See DN-7107.) 

N-ANN-S/PG: Serial/Parallel Printer Gateway module pro-
vides a connection for a serial or parallel printer. (See DN-
7103.)

N-ANN-I/O: LED Driver Module provides connections to a
user supplied graphic annunciator.  (See DN-7105.)

ANN-SEC: The ANN-SEC module provides a secondary
ANN-BUS port for more wiring flexibility. (See #53944.)

DP-51050: Dress panel (red) is available as an option. The
dress panel restricts access to the system wiring while allow-
ing access to the membrane switch panel.

TR-CE: Trim-ring (red) is available as an option. The trim-ring
allows semi-flushing mounting of the cabinet.

BB-26: Battery box, holds up to two 26 Amp Hour batteries
and CHG-75.

NFS-LBBR: Battery box, houses two 55 Amp Hour batteries,
red.

BAT Series Batteries: Refer to DN-6933.

PRN-6: UL-listed compatible event printer. Dot-matrix, tractor-
fed paper, 120 VAC.

PRN-7: UL-listed compatible event printer. Dot-matrix, tractor-
fed paper, 120 VAC.

PRT-PK CABLE: Programming cable. Used to update the
FACPs Flash firmware. (Also requires an RS485 to RS232
converter).
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System Capacity
• Annunciators ...................................................................... 8

Electrical Specifications
• RP-2001 (FLPS-7 Power Supply): 120 VAC, 60 Hz, 3.66

amps.

• RP-2001E (FLPS-7 Power Supply): 240 VAC, 50/60 Hz,
2.085 amps.

• Wire size: minimum 14 AWG (2.0 mm²) with 600 V insula-
tion, supervised, nonpower-limited.

Cabinet Specifications
Door: 19.26" (48.92 cm.) high x 16.82" (42.73 cm.) wide x
0.72" (1.82 cm.) deep. Backbox: 19.00" (48.26 cm.) high x
16.65" (42.29 cm.) wide x 5.25" (13.34 cm.) deep. Trim Ring
(TR- CE): 22.00" (55.88 cm.) high x 19.65" (49.91 cm.) wide.

Shipping Specifications
Weight: 20.7 lbs. (9.4 kg)

Dimensions: 

– Height 20.00" (50.80cm)

– Width 22.50" (57.15cm)

– Depth 8.50" (21.59cm)

Temperature and Humidity Ranges
This system meets NFPA requirements for operation at 0 –
49°C/32 – 120°F  and at a relative humidity 93% ± 2% RH
(noncondensing) at 32°C ± 2°C (90°F ± 3°F).  However, the

useful life of the system's standby batteries and the electronic
components may be adversely affected by extreme tempera-
ture ranges and humidity.  Therefore, it is recommended that
this system and its peripherals be installed in an environment
with a normal room temperature of 15 – 27°C/60 – 80°F. 

NFPA Standards
The RP-2001(E) complies with the following NFPA 72 Fire
Alarm Systems requirements:

– NFPA 13 Installation of Sprinkler Systems

– NFPA 15 Water Spray Fixed Systems

– NFPA 16 Deluge Foam-Water Sprinkler and Foam-Water
Spray Systems

– NFPA 72 National Fire Alarm Code for Local Fire Alarm
Systems and Remote Station Fire Alarm Systems
(requires an optional Remote Station Output Module)

Agency Listings and Approvals
The listings and approvals below apply to the basic RP-
2001(E) and RP-2001(E)E fire alarm control panels. In some
cases, certain modules may not be listed by certain approval
agencies, or listing may be in process. Consult factory for lat-
est listing status. 

• UL: S635

• FM approved

• CSFM: 7165-0028:0245

• MEA: 333-07-E 

NOTE: For ULC-listed model, see DN-60442.

NOTIFIER® and System Sensor® are registered trademarks of Honeywell
International Inc.   
©2017 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited. 

Assembled in the USA

This document is not intended to be used for installation purposes.
 We try to keep our product information up-to-date and accurate. 

We cannot cover all specific applications or anticipate all requirements. 
All specifications are subject to change without notice.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com

SYSTEM SPECIFICATIONS 
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RP-2002(E)
Agent Release Control Panel

Conventional Releasing Panels
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General
The RP-2002 is a six-zone FACP for single and dual hazard
agent releasing applications. The RP-2002 provides reliable
fire detection, signaling and protection for commercial, indus-
trial and institutional buildings requiring agent-based releasing.
The RP-2002 is compatible with System Sensor’s i3 detectors
which are conventional smoke detectors that can transmit a
maintenance trouble signal to the FACP indicating the need for
cleaning and a supervisory ‘freeze’ signal when the ambient
temperature falls below the detector rating of approximately
45°F (7.22°C). In addition, the control panel is compatible with
conventional input devices such as two-wire smoke detectors,
four-wire smoke detectors, pull stations, waterflow devices,
tamper switches and other normally-open contact devices.
Refer to the Notifier Device Compatibility Document for a com-
plete listing of compatible devices.

Four outputs are programmable as NACs (Notification Appli-
ance Circuits) or releasing circuits. Three programmable
Form-C relays (factory programmed for Alarm, Trouble and
Supervisory) and 24 VDC special application resettable and
non-resettable power outputs are also included on the main
circuit board. The RP-2002 supervises all wiring, AC voltage,
battery charger and battery level.

Activation of a compatible smoke detector or any normally-
open fire alarm initiating device will activate audible and visual
signaling devices, illuminate an indicator, display alarm infor-
mation on the panel’s LCD, sound the piezo sounder at the
FACP, activate the FACP alarm relay and operate an optional
module used to notify a remote station or initiate an auxiliary
control function.

The RP-2002E offers the same features as the RP-2002 but
allows connection to 220/240 VAC. Unless otherwise speci-
fied, the information in this data sheet applies to both the 110/
120 VAC and 220/240 VAC versions of the panels.

Features
• Listed to UL Standard 864, 9th edition.

• FM Approved.

• Designed for agent releasing standards NFPA 12, 12A,
12B, and 2001.

• Meets International Building Code (IBC) seismic require-
ments.

• Disable/Enable control per input zone and output zone.

• Extensive transient protection.

• Dual hazard operation.

• Adjustable pre-discharge, discharge and waterflow delay
timers.

• Cross-zone (double-interlock) capability.

• Six programmable Style B (Class B) IDCs (Initiating Device
Circuit).

• System Sensor i3 series detector compatible.

• Four programmable Style Y (Class B) output circuits - (spe-
cial application power).

• Strobe synchronization:

– System Sensor

– Wheelock

– Gentex

– Faraday

– Amseco

• Three programmable Form-C relays.

• 7.0 amps total 24 VDC output current.

• Resettable and non-resettable output power.

• Built-in Programmer.

• ANN-BUS connector for communication with optional
devices (up to 8 total of any of the following):

– N-ANN-80 Remote LCD Annunciator

– N-ANN-I/O LED Driver

– N-ANN-S/PG Printer Modules

– N-ANN-RLY Relay Module

– N-ANN-LED Annunciator Module

• 80-character LCD display (backlit).

• Real-time clock/calendar with daylight savings time control.

• History log with 256 event storage.

• Piezo sounder for alarm, trouble and supervisory.

• 24 volt operation.

• Low AC voltage sense.

• Outputs Programmable for:

– Releasing Circuits or NACS

• NACs programmable for:

– Silence Inhibit

– Auto-Silence

– Strobe Synchronization

– Selective Silence (horn-strobe mute)

– Temporal or Steady Signal

– Silenceable or Non-silenceable

– Release Stage Sounder
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• Automatic battery charger with charger supervision.

• Optional Dress Panel DP-51050 (red).

• Optional Trim Ring TR-CE (red) for semi-flush mounting the
cabinet.

• Optional N-CAC-5X Class A Converter Module for Outputs
and IDCs.

• Optional 4XTM Municipal Box Transmitter Module.

• Optional Digital Alarm Communicators (411, 411UD,
411UDAC).

• Optional ANN-SEC card for a secondary ANN-BUS. 

PROGRAMMING AND SOFTWARE:

• Custom English labels (per point) may be manually entered
or selected from an internal library file.

• Programmable Abort operation.

• Three programmable Form-C relay outputs.

• Pre-programmed and custom application templates.

• Continuous fire protection during online programming at the
front panel.

• Program Check automatically catches common errors not
linked to any zone or input point.

USER INTERFACE:

• Integral 80-character LCD display with backlighting.

• Real-time clock/calendar with automatic daylight savings
adjustments.

• ANN-Bus for connection to remote annunciators.

• Audible or silent walk test capabilities.

• Piezo sounder for alarm, trouble, and supervisory.

Controls and Indicators

LED INDICATORS

• FIRE ALARM (red)

• SUPERVISORY (yellow)

• TROUBLE (yellow)

• AC POWER (green)

• ALARM SILENCED (yellow)

• DISCHARGED (red)

• PRE-DISCHARGE (red indicator)

• ABORT (yellow indicator)

CONTROL BUTTONS

• ACKNOWLEDGE

• ALARM SILENCE

• SYSTEM RESET (lamp test)

• DRILL

AC Power – TB1 

• RP-2002: 120 VAC, 60 Hz, 3.66 amps.

• RP-2002E: 240 VAC, 50/60 Hz, 2.085 amps.

• Wire size: minimum #14 AWG (2.0 mm2) with 600V insula-
tion.

• Supervised, nonpower-limited.

Battery (sealed lead acid only) – J12: 

• Maximum Charging Circuit - Normal Flat Charge: 27.6
VDC @ 1.4 amp. Supervised, nonpower-limited.

• Maximum Charger Capacity: 26 Amp Hour battery (two
18 Amp Hour batteries can be housed in the FACP cabinet.
Larger batteries require separate battery box such as the
BB-26 or NFS-LBBR). 

• Minimum Battery Size: 7 Amp Hour.

Initiating Device Circuits - TB4 and TB6

• Zones 1 - 5 on TB4.

• Zone 6 on TB6.

• Supervised and power-limited circuitry.

• Style B (Class B) wiring with Style D (Class A) option.

• Normal Operating Voltage: Nominal 20 VDC.

• Alarm Current: 15 mA minimum.

• Short Circuit Current: 40 mA max.

• Maximum Loop Resistance: 100 Ohms.

• End-of-Line Resistor: 4.7K Ohms, 1/2 watt (PN 71252).

• Standby Current: 4 mA.

Refer to the Notifier Device Compatibility Document for listed
compatible devices.

Notification Appliance and Releasing Circuit(s) - TB5 and
TB7

• Four Output Circuits.

• Style Y (Class B) or Style Z (Class A) with optional con-
verter module.

• Special Application power.

• Supervised and power-limited circuitry.

• Normal Operating Voltage: Nominal 24 VDC.

• Maximum Signaling Current: 7.0 amps (3.0 amps special
application, 300 mA regulated maximum per NAC).

• End-of-Line Resistor: 4.7K Ohms, 1/2 watt (PN 71252).

• Max. Wiring Voltage Drop: 2 VDC.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices.

Form-C Relays - Programmable - TB8

• Relay 1 (factory default programmed as Alarm Relay)

• Relay 2 (factory default programmed as fail-safe Trouble
Relay)

• Relay 3 (factory default programmed as Supervisory Relay)

• Relay Contact Ratings: 

– 2 amps @ 30 VDC (resistive)

– 0.5 amps @ 30 VAC (resistive)

Auxiliary Trouble Input – J6

The Auxiliary Trouble Input is an open collector circuit which
can be used to monitor external devices for trouble conditions.
It can be connected to the trouble bus of a peripheral, such as
a power supply, which is compatible with open collector cir-
cuits.

Special Application Resettable Power - TB9

• Operating Voltage: Nominal 24 VDC.

• Maximum Available Current: 500 mA - appropriate for
powering 4-wire smoke detectors (see note).

• Power-limited Circuitry.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices.

NOTE: Total current for resettable power, nonresettable power
and Output Circuits must not exceed 7.0 amps.

Special Application Resettable or Nonresettable Power -
TB9

• Operating Voltage: Nominal 24 VDC.

• Maximum Available Current: 500 mA (see note 1).

• Power-limited Circuitry.

• Jumper selectable by JP31 for resettable or nonresettable
power.

Refer to the Notifier Device Compatibility Document for com-
patible listed devices.
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Product Line Information
RP-2002: Six-zone, 24 volt Agent Release Control Panel
(includes backbox, power supply, technical manual, and a
frame & post operating instruction sheet) for single and dual
hazard agent releasing applications.

RP-2002E: Same as above but allows connection to 220/240
VAC.

N-CAC-5X: Class A Converter Module can be used to convert
the Style B (Class B) Initiating Device Circuits to Style D (Class
A) and Style Y (Class B) Output Circuits to Style Z (Class A). 

NOTE: Two Class A Converter modules are required to convert all
four Output Circuits and six Initiating Device Circuits.

4XTM: Transmitter Module provides a supervised output for
local energy municipal box transmitter and alarm and trouble
reverse polarity. It includes a disable switch and disable trou-
ble LED. 

N-ANN-80(-W): LCD Annunciator is a remote LCD annuncia-
tor that mimics the information displayed on the FACP LCD
display. Recommended wire type is un-shielded. (Basic model
is black; order -W version for white; see DN-7114.)

N-ANN-LED: Annunciator Module provides three LEDs for
each zone: Alarm, Trouble and Supervisory. Ships with red or
black enclosure (see DN-60242). 

N-ANN-RLED: Provides alarm (red) indicators for up to 30
input zones or addressable points. (See DN-60242).

N-ANN-RLY: Relay Module, which can be mounted inside or
outside the cabinet, provides 10 programmable Form-C relays.
(See DN-7107). 

N-ANN-S/PG: Serial/Parallel Printer Gateway module pro-
vides a connection for a serial or parallel printer.  (See  DN-
7103). 

N-ANN-I/O: LED Driver Module provides connections to a
user supplied graphic annunciator.  (See DN-7105). 

ANN-SEC: Optional card for a secondary ANN-BUS. See
#53944.

NBG-12LR: Agent Release Pull Stations designed for use
with Notifier Fire Alarm Control Panels with releasing capabili-
ties.

DP-51050: Dress panel (red) is available as an option. The
dress panel restricts access to the system wiring while allow-
ing access to the membrane switch panel.

TR-CE: Trim-ring (red) is available as an option. The trim-ring
allows semi-flushing mounting of the cabinet.

BB-26: Battery box, holds up to two 26 Amp Hour batteries
and CHG-75.

NFS-LBBR: Battery box, houses two 55 Amp Hour batteries,
red.

SEISKIT-COMMENC: Seismic mounting kit; required for seis-
mic-certified installations. 

BAT Series Batteries: Refer to DN-6933.

PRN-6: UL-listed compatible event printer. Dot-matrix, tractor-
fed paper, 120 VAC.

PRN-7: UL-listed compatible event printer. Dot-matrix, tractor-
fed paper, 120 VAC.

PRT-PK-CABLE: Programming cable. Used to update the
FACP’s flash firmware. (Also requires an RS485 to RS232
converter).
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System Capacity
• Annunciators ..................................................... .................8

Electrical Specifications
• RP-2002 (FLPS-7 Power Supply): 120 VAC, 60 Hz, 3.66

amps

• RP-2002E (FLPS-7 Power Supply): 240 VAC, 50/60 Hz,
2.085 amps

• Wire size: minimum 14 AWG (2.0 mm²) with 600 V insula-
tion, supervised, nonpower-limited

Cabinet Specifications
Door: 19.26" (48.92 cm.) high x 16.82" (42.73 cm.) wide x
0.72" (1.82 cm.) deep. Backbox: 19.00" (48.26 cm.) high x
16.65" (42.29 cm.) wide x 5.25" (13.34 cm.) deep. Trim Ring
(TR- CE): 22.00" (55.88 cm.) high x 19.65" (49.91 cm.) wide.

Shipping Specifications
Weight: 24.05 lbs. (10.9 kg)

Dimensions: 

– Height 20.00" (50.80cm)

– Width 22.50" (57.15cm)

– Depth 8.50" (21.59cm)

Temperature and Humidity Ranges
This system meets NFPA requirements for operation at 0 –
49°C/32 – 120°F  and at a relative humidity 93% ± 2% RH
(noncondensing) at 32°C ± 2°C (90°F ± 3°F).  However, the
useful life of the system's standby batteries and the electronic
components may be adversely affected by extreme tempera-

ture ranges and humidity.  Therefore, it is recommended that
this system and its peripherals be installed in an environment
with a normal room temperature of 15 – 27°C/60 – 80°F. 

NFPA Standards
The RP-2002(E) complies with the following NFPA 72 Fire
Alarm Systems requirements:

– NFPA 12 CO2 Extinguishing Systems

– NFPA 12A Halon 1301 Extinguishing Systems

– NFPA 12B Halon 1211 Extinguishing Systems

– NFPA 72 National Fire Alarm Code for Local Fire Alarm
Systems and Remote Station Fire Alarm Systems
(requires an optional Remote Station Output Module)

– NFPA 2001 Clean Agent Fire Extinguishing Systems

Agency Listings and Approvals
The listings and approvals below apply to the basic RP-
2002(E) control panels. In some cases, certain modules may
not be listed by certain approval agencies, or listing may be in
process. Consult factory for latest listing status. 

• UL: S635

• FM approved

• CSFM:  7165-0028:0245

• MEA: 333-07-E  

• Seismic Listing: Reference certificiate of compliance 
VMA - 45894-01 by the VMC Group

NOTE: For ULC-listed model, see DN-60444.

NOTIFIER® and System Sensor® are registered trademarks of Honeywell
International Inc.   
 
©2017 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited.

Assembled in the USA

This document is not intended to be used for installation purposes.
 We try to keep our product information up-to-date and accurate. 

We cannot cover all specific applications or anticipate all requirements. 
All specifications are subject to change without notice.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com

SYSTEM SPECIFICATIONS  
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2-Zone Fire Alarm Control Panel
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General
The Notifier SFP-2402 and SFP-2402E Fire Alarm Control Pan-
els (FACPs) bring the latest in microprocessor technology to
conventional fire controls. The SFP-2402 is compatible with the
i³™ smoke detectors from System Sensor with drift compensa-
tion, maintenance alert, and freeze warning. Automatic synchro-
nization of audio/visual devices with three selections for
manufacturer protocol. The Notification Appliance Circuit (NAC)
protocol can silence audible devices while strobes continue to
flash, using a single pair of wires. 

The SFP-2402 is compatible with conventional input devices
such as two- and four-wire smoke detectors, pull stations, water-
flow devices, tamper switches and other normally-open contact
devices. Refer to the Notifier Device Compatibility Document PN
15378 for a complete list of compatible devices.

Note: Unless indicated otherwise, the term “SFP-2402” refers to
both SFP-2402 and SFP-2402E models.

Features
• Two Style B (Class B) Initiating Device Circuits (IDCs).
• One Style Y (Class B) NAC.
• 24 VDC.
• i³™ Technology features:

– Drift compensation automatically adjusts detector sensitiv-
ity and increases resistance to false alarms caused by dust
accumulation. 

– Maintenance Alert LEDs (per zone) warn of excessive dirt
accumulation, preventing false alarms (meets NFPA 72
requirements). 

– Detector sensitivity is automatically measured by the
detector, which automatically adjusts its sensitivity back to
the factory settings when it becomes more sensitive due to
contaminants settling in the chamber. 

– Wireless handheld sensitivity meter eliminates the need for
voltmeters, magnets, and a physical connection to the
detector. The reader displays sensitivity in terms of percent
per foot obscuration and provides text status indication. 

– Supervisory LED (per zone) provides warning if a detector
senses temperature approaching freezing. 

– Special test protocol and LED indication allows quick test of
all detectors without need for a ladder. 

• NAC synchronization features:
– Synchronization of standard ANSI audible signals as

required by NFPA 72.

– Synchronization of ADA compliant strobes per NFPA 72. 
– Selectable for System Sensor, Wheelock, and Gentex

protocols. 
– Selective Silence for manual silence of horns while

strobes continue to flash on the same NAC.
– Alarm verification selectable for each zone.
– Disable switches provided per zone.

• NAC programmable for:
– Silence Inhibit

– Auto Silence
– Strobe Synchronization
– Selective Silence (horn-strobe mute)

– Temporal or Steady signal
– Silenceable or Nonsilenceable

• Silent or audible Walk Test operation mode commanded from
the front keypad, with automatic return-to-normal after one
hour of inactivity.

• Each zone may be programmed for supervisory or fire; each
zone has separate red and yellow LEDs.

• Disable switches provided for each zone. 
• Form-C Alarm and Trouble relays.

• 3.0 amps total usable current.
• Piezo sounder for alarm, trouble, supervisory and mainte-

nance.
• Control buttons:

– ACK (Acknowledge)
– Alarm Silence
– Reset

– Walk Test
– Zone Enable/Disable (one per zone)

• LED indicators:
– Fire Alarm (one per zone)
– Supervisory (one per zone)

– Trouble (one per zone)
– Maintenance (one per zone)
– AC Power

– NAC Disable 
– Zone Disable 
– NAC Fault

– System Trouble 
– Power Trouble 
– Walk Test
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– Alarm Silence

– Earth Fault (on circuit board)
– Battery Fault (on circuit board)
– Charger Fault (on circuit board)

• Optional dress panel.

Operation
Activation of a compatible smoke detector or any normally-open
fire alarm initiating device activates audible and visual signaling
devices, illuminates an indicating LED, sounds the piezo
sounder at the FACP, activates the FACP alarm relay and oper-
ates an optional module used to notify a remote station or initi-
ate an auxiliary control function. 

Specifications

AC POWER — TB8
• SFP-2402: 120 VAC, 50/60 Hz, 2.3 A. 
• SFP-2402E: 240 VAC, 50 Hz, 1.15 A. 
• Wire Size: Minimum 14 AWG (2.0 mm²) with 600 V insulation.

BATTERY (SEALED LEAD-ACID ONLY) — J8
• Maximum charging circuit: normal flat charge 27.6 VCD @

0.8 A.
• Maximum battery charger capacity: 18.0 AH battery (two

7.0 AH batteries can be housed in the FACP cabinet. Larger
batteries require a separate battery box such as the Notifier
BB-17).

INITIATING DEVICE CIRCUIT — TB3
• Alarm zones 1 & 2.
• Power-limited circuitry.
• Operation: all zones Style B (Class B).
• Normal operating voltage: nominal 20 VDC.
• Alarm current: 15 mA minimum.
• Short-circuit current: 40 mA maximum.
• Maximum loop resistance: 100 ohms.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252).
• Standby current: 4 mA.
• Compatible devices: refer to the Notifier Device Compatibility

Document PN 15378 for a complete list of compatible
devices.

NOTIFICATION APPLIANCE CIRCUIT — TB2
• One NAC.
• Power-limited circuitry.
• Normal operating voltage: nominal 24 VDC.
• Maximum signalling current: 2.5 A total with standard trans-

former.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252). 
• Compatible devices: refer to the Notifier Device Compatibility

Document PN 15378 for a complete list of compatible
devices.

FORM-C RELAYS
• Trouble Relay TB5 (fail-safe).
• Alarm Relay TB6.
• Relay contact ratings: 2.0 A @ 30 VAC (resistive).

AUXILIARY OUTPUT: RESETTABLE POWER — TB1
• Operating voltage: nominal 24 VDC.
• Maximum available current: 500 mA — appropriate for pow-

ering four-wire smoke detectors (see notes).
• Power-limited circuitry.
Notes: 1) Refer to the Notifier Device Compatibility Document
PN 15378 for a complete list of compatible devices. 

2) Total current for resettable power and one NAC must not
exceed 3.0 A for SFP-2402.

CABINET DIMENSIONS
Door: 15.342” (38.97 cm) high x 14.667” (37.28 cm) wide x
0.375” (0.95 cm) deep. 

Backbox: 15.0” (38.10 cm) high x 14.5” (36.83 cm) wide x 3.0”
(7.62 cm) deep.

BACKBOX MOUNTING
The cabinet can be surface mounted. The door is removable
during installation by opening and lifting it off the hinges. The
cabinet mounts using two key slots at the top of the backbox and
two additional 0.25” diameter holes at the bottom. 

Listings and Approvals
• UL Listed: S635.
• MEA: 297-01-E Vol. II.
• CSFM: 7165-0028:220.

Ordering Information
SFP-2402: Two-zone conventional FACP. 120 VAC, 50/60 Hz,
2.3 A.

SFP-2402E: Same as above with 240 VAC, 50 Hz, 1.15 A oper-
ation.

BB-17: Battery box, required to house two batteries greater
than 7 AH to a maximum of 18 AH.

411/411UD: Three-input (channels) model 411, and four-input
model 411UD, dual-line Digital Alarm Communicator/Transmit-
ters (DACTs). Can be used as slave communicators with the
FACP.

TR-1-B: Optional trim ring for semi-flush mounting.

A 4-zone version of this panel is also available. See DN-60377.



DN-60377:B2 • 12/21/2011 — Page 1 of 2

SFP-2404(E)
Fire Alarm Control Panel

Conventional Fire Alarm Control Panels

DN-60377:B2

68
76
co
v.
jp
g

General
The Notifier SFP-2404 and SFP-2404E Fire Alarm Control Pan-
els (FACPs) bring the latest in microprocessor technology to
conventional fire controls. The SFP-2404 is compatible with the
i³™ smoke detectors from System Sensor, with drift compensa-
tion, maintenance alert, and freeze warning. Automatic synchro-
nization of audio/visual devices with three selections for
manufacturer protocol. The Notification Appliance Circuit (NAC)
protocol can silence audible devices while strobes continue to
flash, using a single pair of wires. 

The SFP-2404 is compatible with conventional input devices
such as two- and four-wire smoke detectors, pull stations, water-
flow devices, tamper switches and other normally-open contact
devices. Refer to the Notifier Device Compatibility Document
15378 for a complete list of compatible devices.
Note: Unless indicated otherwise, the term “SFP-2404” refers to
both SFP-2404 and SFP-2404E models.

Features
• Four Style B (Class B) Initiating Device Circuits (IDCs).
• Two Style Y (Class B) NACs.
• Optional module that converts all four IDCs and two NACs to

Class A operation.
• 24 VDC.
• i³™ Technology features:

– Drift compensation automatically adjusts detector sensitiv-
ity and increases resistance to false alarms caused by dust
accumulation. 

– Maintenance Alert LEDs (per zone) warn of excessive dirt
accumulation, preventing false alarms (meets NFPA 72
requirements). 

– Detector sensitivity is automatically measured by the
detector, which automatically adjusts its sensitivity back to
the factory settings when it becomes more sensitive due to
contaminants settling in the chamber. 

– Wireless handheld sensitivity meter eliminates the need for
voltmeters, magnets, and a physical connection to the
detector. The reader displays sensitivity in terms of percent
per foot obscuration and provides text status indication. 

– Supervisory LED (per zone) provides warning if a detector
senses temperature approaching freezing. 

– Special test protocol and LED indication allows quick test of
all detectors without need for a ladder. 

• NAC synchronization features:
– Synchronization of standard ANSI audible signals as

required by NFPA 72.
– Synchronization of ADA compliant strobes per NFPA 72. 
– Selectable for System Sensor, Wheelock, and Gentex

protocols. 
– Selective Silence feature for manual silence of horns

while strobes continue to flash on the same NAC.
– Alarm verification selectable for each zone.
– Disable switches provided per zone.

• NACs programmable for:
– Silence Inhibit
– Auto Silence
– Strobe Synchronization
– Selective Silence (horn-strobe mute)
– Temporal or Steady signal
– Silenceable or Nonsilenceable

• Silent or audible Walk Test operation mode commanded from
the front keypad, with automatic return-to-normal after one
hour of inactivity.

• Each zone may be programmed for supervisory or fire; each
zone has separate red and yellow LEDs.

• Zone 4 is programmable for combination of tamper supervi-
sory monitoring and waterflow alarm. 

• Form-C Alarm, Trouble, and Supervisory relays.
• 3.0 A total usable current.
• 6.0 A total usable current available with optional second

transformer.
• Control buttons:

– ACK (Acknowledge)
– Alarm Silence
– Reset
– Walk Test
– Zone Enable/Disable (one per zone)

• LED indicators:
– Fire Alarm (one per zone)
– Supervisory (one per zone)
– Trouble (one per zone)
– Maintenance (one per zone)
– AC Power
– NAC Disable 
– Zone Disable 
– NAC Fault
– System Trouble 
– Power Trouble 
– Walk Test
– Alarm Silence
– Earth Fault (on circuit board)
– Battery Fault (on circuit board)
– Charger Fault (on circuit board)

• Piezo sounder for alarm, trouble, supervisory and mainte-
nance.

• Optional plug-in 4XTM transmitter module. 
• Optional plug-in 4XZM zone relay module.
• Optional 4XLM transmitter module for RZA-4X remote LED

annunciator.
• Optional dress panel.
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Operation
Activation of a compatible smoke detector or any normally-open
fire alarm initiating device activates audible and visual signaling
devices, illuminates an indicating LED, sounds the piezo
sounder at the FACP, activates the FACP alarm relay and oper-
ates an optional module used to notify a remote station or initi-
ate an auxiliary control function. 

Specifications
AC POWER — TB3
• SFP-2404: 120 VAC, 50/60 Hz, 2.3 A. 
• SFP-2404E: 240 VAC, 50 Hz, 1.15 A. 
• Wire Size: Minimum 14 AWG (2.0 mm²) with 600 V insulation.

BATTERY (SEALED LEAD-ACID ONLY) — J8
• Maximum charging circuit: normal flat charge 27.6 VCD @

0.8 A.
• Maximum battery charger capacity: 18.0 AH battery (two

7.0 AH batteries can be housed in the FACP cabinet. Larger
batteries require a separate battery box such as the Notifier
BB-17).

INITIATING DEVICE CIRCUITS — TB3
• Alarm zones 1 - 4.
• Power-limited circuitry.
• Operation: all zones Style B (Class B).
• Normal operating voltage: nominal 20 VDC.
• Alarm current: 15 mA minimum.
• Short-circuit current: 40 mA maximum.
• Maximum loop resistance: 100 ohms.
• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252).
• Standby current: 4 mA.
• Compatible devices: refer to the Notifier Device Compatibility

Document PN 15378 for a complete list of compatible
devices.

NOTIFICATION APPLIANCE CIRCUITS — TB2
• Two NACs.
• Power-limited circuitry.
• Normal operating voltage: nominal 24 VDC.
• Maximum signalling current: 2.5 A total with standard trans-

former 5.0 A total (2.5 A maximum per NAC) with optional
transformer.

• End-of-line resistor: 4.7K ohm, ½ watt (P/N 71252). 
• Compatible devices: refer to the Notifier Device Compatibility

Document PN 15378 for a complete list of compatible
devices.

FORM-C RELAYS
• Trouble Relay TB5 (fail-safe).
• Alarm Relay TB6.
• Supervisory relay TB7.
• Relay contact ratings: 2.0 A @ 30 VDC (resistive).

AUXILIARY OUTPUT: RESETTABLE POWER — TB1
• Operating voltage: nominal 24 VDC.
• Maximum available current: 500 mA — appropriate for pow-

ering four-wire smoke detectors (see notes).
• Power-limited circuitry.
Notes: 1) Refer to the Notifier Device Compatibility Document
for a complete list of compatible devices.

2) Total current for nonresettable power, resettable power and
two NACs must not exceed 6.0 A for the SFP-2404 (required
optional second transformer).

CABINET DIMENSIONS
Door: 15.342” (38.97 cm) high x 14.667” (37.28 cm) wide x
0.375” (0.95 cm) deep. 
Backbox: 15.0” (38.10 cm) high x 14.5” (36.83 cm) wide x 3.0”
(7.62 cm) deep.

BACKBOX MOUNTING
The cabinet can be surface mounted. The door is removable
during installation by opening and lifting it off the hinges. The
cabinet mounts using two key slots at the top of the backbox and
two additional 0.25” diameter holes at the bottom. 

Listings and Approvals
• UL Listed: S635
• MEA: 297-01-E Vol. II
• CSFM: 7165-0028:220

Ordering Information
SFP-2404: Four-zone conventional FACP; 120 VAC, 50/60 Hz,
2.3 A.
SFP-2404E: Same as above, but 240 VAC, 50 Hz, 1.15 A opera-
tion.
CAC-4: Class A converter module. Used to convert Style B
(Class B) IDC to Style D (Class A) and Style Y (Class B) NAC to
Style Z (Class A). The module connects to J1 on the SFP-2404
circuit board. 
4XTM: Transmitter module.
4XLM: LED interface module.
4XZM: Zone relay module, 4 form C relay. 
BB-17: Battery box, required to house two batteries greater
than 7 AH to a maximum of 18 AH.
411/411UD: Three-input (channels) model 411, and four-input
model 411UD, dual-line Digital Alarm Communicator/Transmit-
ters (DACTs). Can be used as slave communicators with the-
FACP.
TR-1-B: Optional trim ring for semi-flush mounting.
A 2-zone version of this panel is also available. See DN-6876.



dn-60185:d • 05/12/2009 — Page 1 of 4

SFP-5UD/SFP-10UD(E)
Five Zone Fire Alarm Control Panel 
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General
The SFP-5UD is a five-zone FACP (Fire Alarm Control Panel)
and the SFP-10UD(E) is a ten-zone FACP. These control pan-
els provide reliable fire signaling protection for small to
medium-sized commercial, industrial, and institutional build-
ings. Both panels include built-in communicators for Central
Station Service and remote upload/download. 

Each of these FACPs is compatible with System Sensor’s
microprocessor-based i3 series detectors. These conventional
smoke detectors can transmit a maintenance trouble signal to
the FACP indicating the need for cleaning and a supervisory
“freeze” signal when the ambient temperature falls below the
detector rating. Additionally, both the SFP-5UD and SFP-
10UD are compatible with conventional input devices such as
two- and four-wire smoke detectors, pull stations, waterflow
devices, tamper switches, and other normally-open contact
devices. Refer to the Notifier Device Compatibility Document
for a complete listing of compatible devices.

Outputs include four NACs (Notification Appliance Circuits),
three programmable Form-C relays (factory programmed for
Alarm, Trouble, and Supervisory) and 24 VDC special applica-
tion resettable and nonresettable power outputs. The FACPs
supervise all wiring, AC voltage, battery level and telephone
line integrity.

Activation of a compatible smoke detector or any normally-
open fire alarm initiating device will activate audible and visual
signaling devices, illuminate an indicating LED, sound the
piezo sounder at the FACP, activate the communicator and
FACP alarm relay, and operate an optional module used to
notify a remote station or initiate an auxiliary control function.

The FireWatch Series internet monitoring modules IPDACT-2
and IPDACT-2UD permit monitoring of alarm signals over the
Internet saving the monthly cost of two telephone lines.
Although not required, the secondary telephone line may be
retained providing backup communication over the public
switched telephone line.

NOTE: The  SFP-10UDE offers the same features as the SFP-
10UD but allows connection to 240 VAC.  Unless otherwise speci-
fied, the information in this data sheet applies to both the 120 VAC
and the 240 VAC versions of these panels. 

NOTE: For ULC-listed models, see dn-60437.

Features
• Listed to UL Standard 864, 9th edition.
• Built-in DACT (Digital Alarm Communicator/Transmitter). 
• Style B (Class B) IDC (Initiating Device Circuit)

– SFP-5UD - five IDCs.
– SFP-10UD - ten IDCs.

• Style Y (Class B) NAC (Notification Appliance Circuit) - spe-
cial application power
– SFP-5UD - four NACs.

– SFP-10UD - four NACs.
• Notification Appliances may be programmed as

– Silence Inhibit.

– Auto-Silence.

– Strobe Synchronization for System Sensor, Wheelock,
Gentex, Faraday, or Amseco devices.

– Selective Silence (horn-strobe mute).
– Temporal or Steady Signal.

– Silenceable or Nonsilenceable.
• Optional N-CAC-5X Style Z (Class A) Converter Module for

NACs and IDCs (2 required for SFP-10UD).
• Form-C Relays for Alarm, Trouble and Supervisory - Con-

tact Ratings 2.0 A@ 30 VDC or 30 VAC (resistive).
• 3.0 A total system current for SFP-5UD.
• 7.0 A total system current for SFP-10UD.

• Optional Dress Panel DP-51050 (red)
• Optional Dress Panel DP-51050B (black).

• Optional Trim Ring TR-CE/-B for semi-flush mounting.
• 24 volt operation.
• Low AC voltage sense.

• Alarm Verification.
• PAS (Positive Alarm Sequence).
• Automatic battery trickle charger.

• Up to eight ANN-BUS annunciators: 
– Optional 8 zone Relay Module N-ANN-RLY.
– Optional LED Annunciator Module N-ANN-LED,

– Optional Remote LCD Annunciator N-ANN-80.
– Optional Remote Printer Gateway N-ANN-S/PG.
– Optional LED Annunciator Driver N-ANN-I/O.

• Optional 4XTM module (conventional reverse polarity/city
box transmitter).

PROGRAMMING AND SOFTWARE:    
• Can be programmed at the panel with no special software

or additional equipment.
• Programmable Make/Break Ratio.
• Upload/Download (local or remote) of program and data via

integral DACT. 
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USER INTERFACE:
• Built-in DACT (Digital Alarm Communicator/Transmitter).
• Integral 80-character LCD display with backlighting and

keypad.
• Real-time clock/calendar with automatic daylight savings

adjustments.
• ANN-BUS for connection to remote annunciators.

• Audible or silent walk test capabilities.
• Piezo sounder for alarm, trouble, and supervisory.

Controls and Indicators

LED INDICATORS
• FIRE ALARM (red)
• SUPERVISORY (yellow)

• TROUBLE (yellow)
• AC POWER (green)

• ALARM SILENCED (yellow)

CONTROL BUTTONS
• ACKNOWLEDGE

• ALARM SILENCE

• SYSTEM RESET (lamp test)

• DRILL

Terminal Blocks 
AC Power – TB1: 

• SFP-5UD (FLPS-3 Power Supply): 120 VAC, 50/60 HZ,
1.00 A. 

• SFP-10UD (FLPS-7 Power Supply): 120 VAC, 50/60 Hz,
3.8 A.

• SFP-10UDE (FLPS-7 Power Supply): 240 VAC, 50 HZ,
2.20 A.

Wire size: minimum 14 AWG (2.00 mm²) with 600 V insulation.
Supervised, nonpower-limited.

Battery (sealed lead acid only) – J12:

• Maximum Charging Circuit - Normal Flat Charge: 27.6 VDC
@ 1.4 A. Supervised, nonpower-limited.

• Maximum Charger Capacity: 18 AH battery for SFP-5UD,
and 26 AH battery for SFP-10UD(E). [Two 18 Ah batteries
can be housed in the FACP cabinet. Larger batteries
require separate battery box such as the BB-26 or NFS-
LBB.]

• Minimum Battery Size: 7 AH.

Cabinet Measurements

52
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Initiating Device Circuits – TB4 (and TB 6 on SFP-10UD
only):

• Alarm Zones 1 - 5 on TB 4 (SFP-5UD and SFP-10UD).

• Alarm Zones 6 - 10 on TB6 (SFP-10UD only).
• Supervised and power-limited circuitry.
• Operation: All zones Style B (Class B).

• Normal Operating Voltage: Nominal 20 VDC.
• Alarm Current: 15 mA minimum.
• Short Circuit Current: 40 mA max.

• Maximum Loop Resistance: 100 ohms.
• End-of-Line Resistor: 4.7K ohm, 1/2 watt (P/N 71252 UL-

listed).
• Standby Current: 2 mA.
Refer to the Notifier Device Compatibility Document for listed
compatible devices.

Notification Appliance Circuits – TB5 (and TB 7 on SFP-
10UD only):

• Four NACs

• Operation: Style Y (Class B)
• Special Application power
• Supervised and power-limited circuitry

• Normal Operating Voltage: Nominal 24 VDC
• Maximum Signaling Current: 3.0 A for SFP-5UD, 2.5 A

maximum per NAC; 7.0 A for SFP-10UD(E), 3.0 A maxi-
mum per NAC.

• End-of-Line Resistor: 4.7K ohm, 1/2 watt (Part #71252)
• Max. Wiring Voltage Drop: 2 VDC
Refer to the Notifier Device Compatibility Document for com-
patible listed devices.

Form C Relays – TB8: 

• Relay 1 (factory default programmed as Alarm Relay)
• Relay 2 (factory default programmed as fail-safe Trouble

Relay)
• Relay 3 (factory default programmed as Supervisory Relay)
Special Application Resettable Power – TB9: 

• Jumper selectable by JP31 for resettable or nonresettable
power. 

• Operating voltage: 24 VDC nominal. 
• Maximum available current: 500 mA - appropriate for pow-

ering four-wire smoke detectors. 
• Power-limited circuit. 

Refer to the Notifier Device Compatibility Document for listed
compatible devices. 

Remote Sync Output - TB2: Remote power supply synchro-
nization output, only required for the SFP-5UD. 24 VDC nomi-
nal special application power. Maximum current is 40 mA.
End-of-Line Resistor: 4.7K ohm. Supervised and power-lim-
ited circuit.

Product Line Information 
SFP-5UD: Five-zone, 24-volt Fire Alarm Control Panel
(includes black backbox, FLPS-3 power supply, technical man-
ual, and a frame & post operating instruction sheet). 

SFP-5UDR: Same as above in a red backbox.

SFP-10UD: Ten-zone, 24-volt Fire Alarm Control Panel
(includes black backbox, FLPS-7 power supply, technical man-
ual, and a frame & post operating instruction sheet). 

SFP-10UDE: Same as above with 220 VAC FLPS-7.

SFP-10UDR: Same as SFP-10UD in a red backbox.

IPDACT, IPDACT-2/2UD Internet Monitoring Module:
Mounts in bottom of enclosure with optional mounting kit (PN
IPBRKT). Connects to primary and secondary DACT tele-
phone output ports for internet communications over customer
provided ethernet internet connection. Requires compatible
Teldat Visoralarm Central Station Receiver. Can use DHCP or
static IP. (See data sheet DN-60389 for more information.)

IPBRKT: Mounting kit for IPDACT in common enclosure.

IPSPLT: Y Adaptor option to allow connection of both panel
dialer outputs to one cable input to IPDACT (sold separately).

OPTIONAL MODULES
N-CAC-5X: Optional (Class A) Converter Module. Converts
Style B (Class B) Initiating Device Circuits to Style D (Class A);
and Style Y (Class B) Notification Appliance Circuits to Style Z
(Class A). Connects to J2 on the SFP-5UD and SFP-10UD
main circuit board and to J7 on the SFP-10UD. 

NOTE: Two Class A Converter Modules are required for the ten-
zone panel.

4XTM: Transmitter module. Provides a supervised output for
local energy municipal box transmitter and alarm and trouble
reverse polarity. Includes a disable switch and disable trouble
LED. A module jumper option allows the reverse polarity circuit
to open with a system trouble condition if no alarm conditions
exists. Mounts to the main circuit board connectors J4 and J5.

COMPATIBLE ANNUNCIATORS
N-ANN-80: Remote LCD Annunciator. Mimics the information
displayed on the FACP’s LCD. Black.  (For white, order: N-
ANN-80-W.)

N-ANN-LED:  LED Annunciator with three LEDs for each
zone: Alarm, Trouble, and Supervisory. Includes black
backbox. (For white, order N-ANN-80-W. For red order
N-ANN-80-R.)

ANN-RLED: LED Annunciator with three alarm (red) indica-
tors for up to 30 input zones or addressable points. 

N-ANN-RLY: Relay module. Mounts inside the cabinet. Pro-
vides ten Form C relays.

N-ANN-S/PG: Serial/parallel printer gateway. Provides a con-
nection for a serial or parallel printer.

N-ANN-I/O: Driver module. Provides connections to a user-
supplied graphic annunciator.

ACCESSORIES
DP-51050: Optional dress panel. Restricts access to the sys-
tem wiring while allowing access to the membrane switch
panel. Red. 

DP-51050B: Same as DP-51050 except black.

BB-26: Battery backbox, holds up to two 25 AH batteries and
CHG-75. 

NFS-LBB: Battery backbox, holds up to two 55 AH batteries.
Black.

NFS-LBBR: Same as above in red.

TR-CE-B: Optional black trim-ring for semi-flush mounted cab-
inets.

TR-CE: Same as above in red.

PRN-6: UL listed printer.
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Electrical Specifications
• SFP-5UD(R) (FLPS-3 Power Supply): 120 VAC, 60 HZ,

1.0 A 

• SFP-10UD(R) (FLPS-7 Power Supply): 120 VAC, 60 HZ,
3.90 A

• SFP-5UDE (FLPS-3 Power Supply): 240 VAC, 50 HZ,
0.54 A.

• SFP-10UDE (FLPS-7 Power Supply): 240 VAC, 50 HZ,
2.20 A.

• Wire size: minimum 14 AWG (2.0 mm2) with 600 V insula-
tion, supervised, nonpower-limited

Cabinet Specifications
Door: 19.26" (48.92 cm.) high x 16.82" (42.73 cm.) wide x
0.72" (1.82 cm.) deep. Backbox: 19.00" (48.26 cm.) high x
16.65" (42.29 cm.) wide x 5.25" (13.34 cm.) deep. Trim Ring
(TR-CE): 22.00" (55.88 cm.) high x 19.65" (49.91 cm.) wide.

Shipping Specifications
Dimensions: 

– 20.00" (50.80 cm.) high 

– 22.5" (57.15 cm.) wide 
– 8.5" (21.59 cm.) deep.

Weight: 27 lb (12.20 kg)

Temperature and Humidity Ranges
This system meets NFPA requirements for operation at 0 –
49°C/32 – 120°F  and at a relative humidity 93% ± 2% RH
(noncondensing) at 32°C ± 2°C (90°F ± 3°F).  However, the
useful life of the system's standby batteries and the electronic
components may be adversely affected by extreme tempera-
ture ranges and humidity.  Therefore, it is recommended that
this system and its peripherals be installed in an environment
with a normal room temperature of 15 – 27°C/60 – 80°F. 

Agency Listings and Approvals
The listings and approvals below apply to the basic SFP-5UD
and SFP-10UD control panels. In some cases, certain mod-
ules or applications may not be listed by certain approval
agencies, or listing may be in process. Consult factory for lat-
est listing status.

• UL Listed: File  S635 

• FM Approved
• CSFM: 7165-0028:246   
• MEA:  MEA: 333-07-E

NOTE: For ULC-listed models, see dn-60437.

NFPA Standards 
The SFP-5UD/SFP-10UD(E) complies with the following NFPA
72 Fire Alarm Systems requirements:

– LOCAL (Automatic, Manual, Waterflow and Sprinkler
Supervisory).

– AUXILIARY (Automatic, Manual and Waterflow) (requires
4XTM).

– REMOTE STATION (Automatic, Manual and Waterflow)
(Where a DACT is not accepted, the alarm, trouble and
supervisory relays may be connected to UL 864 listed
transmitters. For reverse polarity signaling of alarm and
trouble, 4XTM is required.)

– PROPRIETARY (Automatic, Manual and Waterflow).
– CENTRAL STATION (Automatic, Manual and Waterflow,

and Sprinkler Supervised).
– OT, PSDN (Other Technologies, Packet-switched Data

Network) 

NOTIFIER® and System Sensor® are registered trademarks of Honeywell
International Inc.
©2009 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited. 

Made in the U.S. A.

This document is not intended to be used for installation purposes.
 We try to keep our product information up-to-date and accurate. 

We cannot cover all specific applications or anticipate all requirements. 
All specifications are subject to change without notice.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com
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Agency Listings

5600 Series 
Mechanical Heat 
Detectors

System Sensor’s 5600 series mechanical heat detectors 

offer a low-cost means for property protection against fire, 

and for non-life-safety installations where smoke detectors 

are inappropriate.

Features

•	 Multiple configurations for installations:
	 – �Single- and dual-circuit models
	 – �Fixed temp and combination fixed- temp/rate-of-rise	

135°F or 194°F ratings.

•	 Plain housing for residential installations (Model 5601P)

•	 Easy-to-use terminal screws

•	 A broad range of back box mounting options:
	 – Single gang
	 – 3.5˝ and 4˝ Octagonal
	 – 4˝ square with square to round plaster ring

•	 Reversible mounting bracket

Multiple configurations. The 5600 series offers a full-line of 
configurations to accommodate a broad range of applications. Both 
single- and dual-circuit models are available for low- and high-
temperature ratings with either fixed temperature or combination 
fixed temperature/rate-of-rise (ROR) activation. The ROR element of 
the fixed/ROR models is restorable to accommodate field-testing.

Installation flexibility. To satisfy a variety of installation needs, 
the 5600 series easily mounts to single-gang and octagonal back 
boxes. And these models accommodate four-square back boxes, 
when used with a square to round plaster ring. The reversible 
mounting bracket permits both flush- and surface-mount back box 
installations.

Visual identification. The 5600 series provides clear markings 
on the exterior of the unit to ensure that the proper detector is being 
used. Alphanumeric characters identify the activation method, as 
well as the temperature rating, in Fahrenheit and Celsius degrees. 
Fixed temperature models are identified FX, while combination fixed/
rate-of-rise units are marked FX/ROR. The 5600 series also provides 
a post-activation indicator in the form of a collector. When the 
detector is activated, the collector drops from the unit, making it easy 
to identify the unit in alarm.

S2101 3016008 CS630 7270-1653:0167

5601P

5621
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Specifications
Architectural/Engineering Specifications

Mechanical heat detector shall be a System Sensor 5600 series model number _________, listed to Underwriters Laboratories UL 521 for 
Heat Detectors for Fire Protective Signaling Systems. The detector shall be either a single-circuit or a dual-circuit type, normally open. The 
detector shall be rated for activation at either 135°F (57°C) or 194°F (90°C), and shall activate by means of a fixed temperature thermal sensor, 
or a combination fixed temperature/rate-of-rise thermal sensor. The rate-of-rise element shall be activated by a rapid rise in temperature, 
approximately 15°F (8.3°C) per minute. The detector shall include a reversible mounting bracket for mounting to 3½-inch and 4-inch 
octagonal, single gang, and 4-inch square back boxes with a square to round plaster ring. Wiring connections shall be made by means of 
SEMS screws that shall accommodate 14–22AWG wire. The detector shall contain alphanumeric markings on the exterior of the housing to 
identify its temperature rating and activation method. The rate-of-rise element of combination fixed temperature/rate-of-rise models shall be 
restorable, to allow for field-testing. The detectors shall include an external collector that shall drop upon activation to identify the unit in alarm.
Physical/Operating Specifications

Maximum Installation Temperature 5601P, 5603, 5621, and 5623: 100°F (38°C)	
5602, 5604, 5622, and 5624: 150°F (65.6°C)

Operating Humidity Range 5 to 95% RH non-condensing
Dimensions with mounting bracket Diameter: 4.57 inches (11.6cm)	

Height:  1.69 inches (4.3cm) 
Alarm Temperature 5601P, 5603, 5621, and 5623: 135°F (57°C)	

5602, 5604, 5622, and 5624: 194°F (90°C) 
Weight 6 oz. (170 grams)
Rate-of-Rise Threshold 15°F (8.3°C) rise per minute (models 5601P, 5602, 5621, and 5622 only)
Mounting 3½-inch octagonal back box	

4-inch octagonal back box	
Single gang back box 	
4-inch square back box with a square to round plaster ring

Electrical Specifications

Operating Voltage / Contact 
Ratings

6–125VAC / 3A	
6–28VDC / 1A	
125VDC / 0.3A	
250VDC / 0.1A

Input Terminals 14–22 AWG

Ordering Information

Model Circuit

Identification 
Method
on Exterior

Temperature
Rating Activation

UL Protected Spacing – 10 Foot 
Ceiling*

5601P Single None 135°F (57°C) Fixed Temperature / Rate-of-Rise 50 feet × 50 feet (15.24m × 15.2m)

5602 Single Lettering 194°F (90°C) Fixed Temperature / Rate-of-Rise 50 feet × 50 feet (15.24m × 15.2m)

5603 Single Lettering 135°F (57°C) Fixed Temperature 25 feet × 25 feet (7.62m × 7.62m)

5604 Single Lettering 194°F (90°C) Fixed Temperature 25 feet × 25 feet (7.62m × 7.62m)

5621 Dual Lettering 135°F (57°C) Fixed Temperature / Rate-of-Rise 50 feet × 50 feet (15.24m × 15.2m)

5622 Dual Lettering 194°F (90°C) Fixed Temperature / Rate-of-Rise 50 feet × 50 feet (15.24m × 15.2m)

5623 Dual Lettering 135°F (57°C) Fixed Temperature 25 feet × 25 feet (7.62m × 7.62m)

5624 Dual Lettering 194°F (90°C) Fixed Temperature 25 feet × 25 feet (7.62m × 7.62m)

*NOTE: Refer to NFPA72 guidelines for spacing reductions when ceiling heights exceed 10 feet.

5601P

FX/ROR

1 9 4 ° F / 9 0 ° C
5602, 5622

FX

1 3 5 ° F / 5 7 ° C
5603, 5623

FX

1 9 4 ° F / 9 0 ° C
5604, 5624

FX/ROR

1 3 5 ° F / 5 7 ° C
5621
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FMM-1(A), FMM-101(A),
FZM-1(A) & FDM-1(A)
Monitor Modules with FlashScan®

Intelligent/Addressable Devices

DN-6720:E

General
Four different monitor modules are available for Notifier’s
intelligent control panels for a variety of applications. Monitor
modules supervise a circuit of dry-contact input devices,
such as conventional heat detectors and pull stations, or
monitor and power a circuit of two-wire smoke detectors
(FZM-1(A)).

FMM-1(A) is a standard-sized module (typically mounts to a
4" [10.16 cm] square box) that supervises either a Style D
(Class A) or Style B (Class B) circuit of dry-contact input
devices.

FMM-101(A) is a miniature monitor module a mere 1.3"
(3.302 cm) H x 2.75" (6.985 cm) W x 0.65" (1.651 cm) D that
supervises a Style B (Class B) circuit of dry-contact input
devices. Its compact design allows the FMM-101(A) to be
mounted in a single-gang box behind the device it monitors.

FZM-1(A) is a standard-sized module that monitors and
supervises compatible two-wire, 24 volt, smoke detectors on
a Style D (Class A) or Style B (Class B) circuit.

FDM-1(A) is a standard-sized dual monitor module that mon-
itors and supervises two independent two-wire Style B (Class
B) dry-contact initiating device circuits (IDCs) at two separate,
consecutive addresses in intelligent, two-wire systems.

FlashScan® (U.S. Patent 5,539,389)  is a communication
protocol developed by NOTIFIER that greatly increases the
speed of communication between analog intelligent devices.
Intelligent devices communicate in a grouped fashion. If one
of the devices within the group has new information, the
panel CPU stops the group poll and concentrates on single
points. The net effect is response speed greater than five
times that of other communication protocols. 

FMM-1(A) Monitor Module
• Built-in type identification automatically identifies this

device as a monitor module to the control panel.
• Powered directly by two-wire SLC loop. No additional

power required.
• High noise (EMF/RFI) immunity.
• SEMS screws with clamping plates for ease of wiring.
• Direct-dial entry of address: 01 – 159 on FlashScan loops;

01 – 99 on CLIP loops. 
• LED flashes green during normal operation (programma-

ble option) and latches on steady red to indicate alarm.
The FMM-1(A) Monitor Module is intended for use in intelli-
gent, two-wire systems, where the individual address of each
module is selected using the built-in rotary switches. It pro-
vides either a two-wire or four-wire fault-tolerant Initiating
Device Circuit (IDC) for normally-open-contact fire alarm and
supervisory devices. The module has a panel-controlled LED
indicator. The FMM-1(A) can be used to replace MMX-1(A)
modules in existing systems. 

FMM-1(A) APPLICATIONS

Use to monitor a zone of four-wire smoke detectors, manual
fire alarm pull stations, waterflow devices, or other normally-

open dry-contact alarm activation devices. May also be used
to monitor normally-open supervisory devices with special
supervisory indication at the control panel. Monitored circuit
may be wired as an NFPA Style B (Class B) or Style D (Class
A) Initiating Device Circuit. A 47K Ohm End-of-Line Resistor
(provided) terminates the Style B circuit. No resistor is
required for supervision of the Style D circuit. 

FMM-1(A) OPERATION

Each FMM-1(A) uses one of the available module addresses
on an SLC loop. It responds to regular polls from the control
panel and reports its type and the status (open/normal/short)
of its Initiating Device Circuit (IDC). A flashing LED indicates
that the module is in communication with the control panel.
The LED latches steady on alarm (subject to current limita-
tions on the loop).

FMM-1(A) SPECIFICATIONS

Nominal operating voltage: 15 to 32 VDC.

Maximum current draw: 5.0 mA (LED on).

Average operating current: 375 μA (LED flashing), 1 com-
munication every 5 seconds, 47k EOL.

Maximum IDC wiring resistance: 1500 Ohms.

Maximum IDC Voltage: 11 Volts.

EOL resistance: 47K Ohms.

Temperature range: 32°F to 120°F (0°C to 49°C).

Humidity range: 10% to 93% noncondensing.

Dimensions: 4.5" (11.43 cm) high x 4" (10.16 cm) wide x
1.25" (3.175 cm) deep. Mounts to a 4" (10.16 cm) square x
2.125" (5.398 cm) deep box.

FMM-1(A) (Type H)
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FMM-101(A) Mini Monitor Module
• Built-in type identification automatically identifies this

device as a monitor module to the panel.
• Powered directly by two-wire SLC loop. No additional

power required.
• High noise (EMF/RFI) immunity.
• Tinned, stripped leads for ease of wiring.
• Direct-dial entry of address: 01 – 159 on FlashScan loops;

01 – 99 on CLIP loops.   

The FMM-101(A) Mini Monitor Module can be installed in a
single-gang junction directly behind the monitored unit. Its
small size and light weight allow it to be installed without rigid
mounting. The FMM-101(A) is intended for use in intelligent,
two-wire systems where the individual address of each mod-
ule is selected using rotary switches. It provides a two-wire
initiating device circuit for normally-open-contact fire alarm
and security devices. The FMM-101(A) can be used to
replace MMX-101(A) modules in existing systems.

FMM-101(A) APPLICATIONS

Use to monitor a single device or a zone of four-wire smoke
detectors, manual fire alarm pull stations, waterflow devices,
or other normally-open dry-contact devices. May also be
used to monitor normally-open supervisory devices with spe-
cial supervisory indication at the control panel. Monitored cir-
cuit/device is wired as an NFPA Style B (Class B) Initiating
Device Circuit. A 47K Ohm End-of-Line Resistor (provided)
terminates the circuit.

FMM-101(A) OPERATION

Each FMM-101(A) uses one of the available module
addresses on an SLC loop. It responds to regular polls from
the control panel and reports its type and the status (open/
normal/short) of its Initiating Device Circuit (IDC).

FMM-101(A) SPECIFICATIONS

Nominal operating voltage: 15 to 32 VDC.

Average operating current: 350 μA, 1 communication
every 5 seconds, 47k EOL; 600 μA Max. (Communicating,
IDC Shorted).

Maximum IDC wiring resistance: 1500 Ohms.

Maximum IDC Voltage: 11 Volts.

Maximum IDC Current: 450 μA.

EOL resistance: 47K Ohms.

Temperature range: 32°F to 120°F (0°C to 49°C).

Humidity range: 10% to 93% noncondensing.

Dimensions: 1.3" (3.302 cm) high x 2.75" (6.985 cm) wide x
0.65" (1.651 cm) deep.

Wire length: 6" (15.24 cm) minimum.

FZM-1(A) Interface Module
• Supports compatible two-wire smoke detectors.
• Supervises IDC wiring and connection of external power

source.
• High noise (EMF/RFI) immunity.
• SEMS screws with clamping plates for ease of wiring.
• Direct-dial entry entry of address: 01 – 159 on FlashScan

loops, 01 – 99 on CLIP loops.
• LED flashes during normal operation; this is a program-

mable option.
• LED latches steady to indicate alarm on command from

control panel.
The FZM-1(A) Interface Module is intended for use in intelli-
gent, addressable systems, where the individual address of
each module is selected using built-in rotary switches. This
module allows intelligent panels to interface and monitor two-
wire conventional smoke detectors. It transmits the status
(normal, open, or alarm) of one full zone of conventional
detectors back to the control panel. All two-wire detectors
being monitored must be UL compatible with the module.
The FZM-1(A) can be used to replace MMX-2(A) modules in
existing systems. 

FZM-1(A)  APPLICATIONS

Use the FZM-1(A) to monitor a zone of two-wire smoke
detectors. The monitored circuit may be wired as an NFPA
Style B (Class B) or Style D (Class A) Initiating Device Cir-
cuit. A 3.9 K Ohm End-of-Line Resistor (provided) terminates
the end of the Style B or D (class B or A) circuit (maximum
IDC loop resistance is 25 Ohms). Install ELR across termi-
nals 8 and 9 for Style D application.

FZM-1(A) OPERATION

Each FZM-1(A) uses one of the available module addresses
on an SLC loop. It responds to regular polls from the control
panel and reports its type and the status (open/normal/short)
of its Initiating Device Circuit (IDC). A flashing LED indicates
that the module is in communication with the control panel.
The LED latches steady on alarm (subject to current limita-
tions on the loop).

FZM-1(A) SPECIFICATIONS

Nominal operating voltage: 15 to 32 VDC.

Maximum current draw: 5.1 mA (LED on).

Maximum IDC wiring resistance: 25 Ohms.

Average operating current: 270 μA, 1 communication and
1 LED flash every 5 seconds, 3.9k eol.

EOL resistance: 3.9K Ohms.

External supply voltage (between Terminals T10 and
T11):
• DC voltage: 24 volts power limited. 
• Ripple voltage: 0.1 Vrms maximum. 
• Current: 90 mA per module maximum.
Temperature range: 32°F to 120°F (0°C to 49°C).

6720m
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Humidity range: 10% to 93% noncondensing.

Dimensions: 4.5" (11.43 cm) high x 4" (10.16 cm) wide x
1.25" (3.175 cm) deep. Mounts to a 4" (10.16 cm) square x
2.125" (5.398 cm) deep box.

FDM-1(A) Dual Monitor Module
The FDM-1(A) Dual Monitor Module is intended for use in intelli-
gent, two-wire systems. It provides two independent two-wire
initiating device circuits (IDCs) at two separate, consecutive
addresses. It is capable of monitoring normally open contact fire
alarm and supervisory devices; or either normally open or nor-
mally closed security devices. The module has a single panel-
controlled LED.
NOTE: The FDM-1(A) provides two Style B (Class B) IDC circuits
ONLY. Style D (Class A) IDC circuits are NOT supported in any
application.

FDM-1(A) SPECIFICATIONS

Normal operating voltage range: 15 to 32 VDC.

Maximum current draw: 6.4 mA (LED on).

Average operating current: 750 μA (LED flashing).

Maximum IDC wiring resistance: 1,500 Ohms.

Maximum IDC Voltage: 11 Volts.

Maximum IDC Current: 240 μA

EOL resistance: 47K Ohms.

Temperature range: 32° to 120°F (0° to 49°C).

Humidity range: 10% to 93% (non-condensing).

Dimensions: 4.5" (11.43 cm) high x 4" (10.16 cm) wide x
1.25" (3.175 cm) deep. Mounts to a 4" (10.16 cm) square x
2.125" (5.398 cm) deep box.

FDM-1(A) AUTOMATIC ADDRESSING

The FDM-1(A) automatically assigns itself to two address-
able points, starting with the original address. For example, if
the FDM-1(A) is set to address “26”, then it will automatically
assign itself to addresses “26” and “27”.

NOTE: “Ones” addresses on the FDM-1(A) are 0, 2, 4, 6, or 8 only.
Terminals 6 and 7 use the first address, and terminals 8 and 9 use
the second address. 

Installation
FMM-1(A), FZM-1(A), and FDM-1(A) modules mount directly
to a standard 4" (10.16 cm) square, 2.125" (5.398 cm) deep,
electrical box. They may also be mounted to the SMB500
surface-mount box. Mounting hardware and installation
instructions are provided with each module. All wiring must
conform to applicable local codes, ordinances, and regula-
tions. These modules are intended for power-limited wiring
only.

The FMM-101(A) module is intended to be wired and
mounted without rigid connections inside a standard electri-
cal box. All wiring must conform to applicable local codes,
ordinances, and regulations.

Agency Listings and Approvals
In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult fac-
tory for latest listing status.

• UL: S635.
• ULC: S635.
• FM Approved. 
• CSFM: 7300-0028:0219, 7165-0028:0224, 

7165-0028:0243.
• MEA: 457-99-E.
• U.S. Coast Guard: 161.002/50/0 (NFS2-640, NFS2-320,

NFS2-3030).
• Lloyd’s Register: 11/600013 (NFS2-640, NFS2-320,

NFS2-3030).
• Fire Dept. of New York: COA #6121 (NFS2-640, NFS-

320), COA# 6114 (NFS2-3030).

Product Line Information
NOTE: “A” suffix indicates ULC-listed model.

FMM-1(A): Monitor module. 

FMM-101(A): Monitor module, miniature.

FZM-1(A): Monitor module, two-wire detectors.

FDM-1(A): Monitor module, dual, two independent Class B
circuits.

SMB500: Optional surface-mount backbox.

NOTE: See installation instructions and refer to the SLC Wiring
Manual, PN 51253.

! CAUTION:  
Avoid duplicating addresses on the system. 
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FSP-951 Series Addressable Photoelectric Smoke Detectors
The NOTIFIER® FSP-951 Series intelligent plug-in smoke detectors
are designed for both performance and aesthetics, and are direct
replacements for the FSP-851 Series. A new modern, sleek, con-
temporary design and enhanced optical sensing chamber is engi-
neered to sense smoke produced by a wide range of combustion
sources in accordance with more stringent code standards. 

The FSP-951 Series detector sensitivity can be programmed in the
control panel software. Sensitivity is continuously monitored and
reported to the panel. Point ID capability allows each detector’s
address to be set with rotary, decimal address switches, providing
exact detector location for selective maintenance when chamber
contamination reaches an unacceptable level. Dual electronic
thermistors add 135°F (57°C) fixed temperature thermal sensing on
the FSP-951T. The FSP-951R is a remote test capable detector for
use with DNR Series duct detector housings. FSP-951 series detec-
tors are available for both FlashScan® and CLIP applications as
designated.

Features
SLC LOOP:
• Two-wire SLC loop connection
• Unit uses base for wiring
• Compatible with FlashScan® and CLIP protocol systems

• Stable communication technique with noise immunity

ADDRESSING:
• Addressable by device
• Rotary, decimal addressing 

(Refer to the NOTIFIER panel manuals for device capacity.)

ARCHITECTURE:
• Sleek, low-profile, stylish design

• Unique single-source design to respond quickly and dependably
to a broad range of fires

• Integral communications and built-in device-type identification
• Built-in tamper resistant feature
• Remote test feature from the panel

• Walk test with address display (an address on 121 will blink the
detector LED: 12-[pause]-1(FlashScan systems only)

• Built-in functional test switch activated by external magnet
• Removable cover and insect-resistant screen for simple field

cleaning
• Expanded color options

OPERATION:
• Designed to meet UL 268 7th Edition

• Factory preset at 1.5% nominal sensitivity for panel alarm thresh-
old level

• LED “blinks” when the unit is polled (communicating with the fire
panel) and latches in alarm.

• Low standby current

MECHANICALS:
• Sealed against back pressure
• SEMS screws for wiring of the separate base

• Designed for direct-surface or electrical-box mounting
• Plugs into separate base for ease of installation and maintenance

• Separate base allows interchange of photoelectric, ionization and
thermal sensors

OPTIONS:
• Optional relay, isolator, and sounder bases

Installation
FSP-951 Series plug-in intelligent smoke detectors use a detach-
able base to simplify installation, service and maintenance. Installa-
tion instructions are shipped with each detector. 

Mount detector base (all base types) on an electrical backbox which
is at least 1.5" (3.81 cm) deep. For a chart of compatible junction
boxes, see DN-60054.

NOTE: Because of the inherent supervision provided by the SLC loop,
end-of-line resistors are not required. Wiring “T-taps” or branches are
permitted for Class “B” wiring only.
When using relay or sounder bases, consult the ISO-X(A) installation
sheet I56-1380 for device limitations between isolator modules and isola-
tor bases.

Construction
These detectors are constructed of fire-resistant plastic. The FSP-
951 Series plug-in intelligent smoke detectors are designed to com-
mercial standards and offer an attractive appearance.

Operation
Each FSP-951 Series detector uses one of the panel’s addresses
(total limit is panel dependent) on the NOTIFIER Signaling Line Cir-
cuit (SLC). It responds to regular polls from the control panel and
reports its type and the status. If it receives a test command from the
panel (or a local magnet test), it stimulates its electronics and
reports an alarm. It blinks its LEDs when polled and turns the LEDs
on when commanded by the panel. The FSP-951 Series offers fea-
tures and performance that represent the latest in smoke detector
technology.

Product Line Information
NOTE: “-IV” suffix indicates CLIP and FlashScan device.

FSP-951: White, low-profile intelligent photoelectric sensor, FlashS-
can only

FSP-951A: Same as FSP-951 but with ULC listing
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FSP-951-IV: Ivory, low-profile intelligent photoelectric sensor

FSP-951A-IV: Same as FSP-951-IV but with ULC listing

FSP-951T: White, same as FSP-951 but includes a built-in 135°F
(57°C) fixed-temperature thermal device, FlashScan only

FSP-951TA: Same as FSP-951T but with ULC listing

FSP-951T-IV: Ivory, same as FSP-951T but includes a built-in 135°F
(57°C) fixed-temperature thermal device

FSP-951TA-IV: Same as FSP-951T-IV but with ULC listing

FSP-951R: White, low-profile intelligent photoelectric sensor,
remote test capable, for use with DNR/DNRW, FlashScan only

FSP-951RA: Same as FSP-951R but with ULC listing, for use with
DNRA

FSP-951R-IV: Ivory, low-profile intelligent photoelectric sensor,
remote test capable, for use with DNR/DNRW

FSP-951RA-IV: Same as FSP-951R-IV but with ULC listing, for use
with DNRA

INTELLIGENT BASES
NOTE: For details on intelligent bases, see DN-60981.

B300-6: White, 6” base, standard flanged low-profile mounting base
(CSFM: 7300-1653:0109)

B300-6-IV: Ivory,6” base, standard flanged low-profile mounting
base (CSFM: 7300-1653:0109)

B300A-6: Same as B300-6, ULC listed

B300A-6-IV: Ivory, 6” standard flanged low-profile mounting base,
ULC listed

B300-6-BP: Bulk pack of B300-6, package contains 10

B501-WHITE: White, 4” standard European flangeless mounting
base. UL/ULC listed (CSFM: 7300-1653:0109)

B501-BL: Black, 4” standard European flangeless mounting base.
UL/ULC listed (CSFM: 7300-1653:0109)

B501-IV: Ivory color, 4” standard European flangeless mounting
base. UL/ULC listed (CSFM: 7300-1653:0109)

B501-WHITE-BP: Bulk pack of B501-WHITE contains 10

B224RB-WH: White, relay base (CSFM: 7300-1653:0216)

B224RB-IV: Ivory, relay base (CSFM: 7300-1653:0216)

B224RBA-WH: White, relay base, ULC listing

B224RBA-IV: Ivory, relay base, ULC listing

B224BI-WH: White, isolator detector base (CSFM: 7300-1653:0216)

B224BI-IV: Ivory isolator detector base (CSFM: 7300-1653:0216)

B224BIA-WH: White, isolator detector base, ULC listing

B224BIA-IV: Ivory isolator detector base, ULC listing

B200S-WH: White, Intelligent addressable sounder base capable of
producing sound output in high or low volume with ANSI Temporal 3,
ANSI Temporal 4, continuous tone, marching tone, and custom tone.
Uses FlashScan protocol. (CSFM: 7300-1653:0213)

B200S-IV: Ivory, Intelligent addressable sounder base capable of
producing sound output in high or low volume with ANSI Temporal 3,
ANSI Temporal 4, continuous tone, marching tone, and custom tone.
Uses FlashScan protocol. (CSFM: 7300-1653:0213)

B200SA-WH: Same as B200S-WH, ULC listing

B200SA-IV: Same as B200S-IV, ULC listing

B200SCOA-WH: White, Intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
Series detector applications

B200SCOA-IV: Ivory Intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
Series detector applications, ULC listing

B200S-LF-WH: White, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. (CSFM: 7300-1653:0238)

B200S-LF-IV: Ivory, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. (CSFM: 7300-1653:0238)

B200SR-WH: White, Intelligent sounder base capable of producing
sound output with ANSI Temporal 3 or continuous tone. Intended for
retrofit applications. (CSFM: 7300-1653:0213)

B200SR-IV: Ivory, Intelligent sounder base capable of producing
sound output with ANSI Temporal 3 or continuous tone. Intended for
retrofit applications. (CSFM: 7300-1653:0213)

B200SRA-WH: Same as B200SR-WH with, ULC listing

B200SRA-IV: Same as B200SR-IV in Ivory color, ULC listing

B200SR-LF-WH: White, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. Intended for retrofit applica-
tions. (CSFM: 7300-1653:0238)

B200SR-LF-IV: Ivory, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. Intended for retrofit applica-
tions. (CSFM: 7300-1653:0238)

MOUNTING KITS AND ACCESSORIES
TR300: White, replacement flange for B210LP(A) base

TR300-IV: Ivory, replacement flange for B210LP(A) base

RA100Z(A): Remote LED annunciator. 3-32 VDC. Mounts to a U.S.
single-gang electrical box. For use with B501(A) and B300-6(A).

M02-04-00: Test magnet

M02-09-00: Test magnet with telescoping handle

CK300: Color Kit (includes cover and trim ring), white, 10-pack

CK300-IV: Color Kit (includes cover and trim ring), ivory, 10-pack

CK300-BL: Color Kit (includes cover and trim ring), black, 10-pack
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SPECIFICATIONS
Sensitivity: 

• UL Applications: 0.5% to 4.0% per foot obscuration. 
• ULC Applications: 0.5% to 3.5% per foot obscuration
Size: 2.0" (51mm) high; base determines diameter

– B300-6 series: 6.1" (15.6 cm) diameter
– B501 series: 4" (10.2 cm) diameter

For a complete list of detector bases see DN-60981

Shipping weight: 3.4 oz. (95 g)

Operating temperature range: 

• FSP-951 Series: 32°F to 122°F (0°C to 50°C)

• FSP-951T Series: 32°F to 100°F(0°C to 38°C) 
• FSP-951R Series installed in DNR/DNRA/DNRW, -4°F to 158°F 

(-20°C to 70°C)
UL/ULC Listed Velocity Range: 0-4000 ft/min. (1219.2 m/min.),
suitable for installation in ducts

Relative humidity: 10% – 93% non-condensing

Thermal ratings: fixed-temperature set point 135°F (57°C), rate-of-
rise detection 15°F (8.3°C) per minute, high temperature heat 190°F
(88°C)

ELECTRICAL SPECIFICATIONS
Voltage range: 15 - 32 volts DC peak

Standby current (max. avg.): 200µA @ 24 VDC (one communica-
tion every 5 seconds with LED enabled)

Max current: 4.5 mA @ 24 VDC (“ON”)

DETECTOR SPACING AND APPLICATIONS 

NOTIFIER recommends spacing detectors in compliance with NFPA
72. In low airflow applications with smooth ceiling, space detectors
30 feet (9.1m). For specific information regarding detector spacing,
placement, and special applications refer to NFPA 72. A System
Smoke Detector Application Guide, document SPAG91, is available
at www.systemsensor.com.

Listings and Approvals
Listings and approvals below apply to the FSP-951 Series detectors.
In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult factory for
latest listing status.

• UL/ULC Listing: S1115

• FM Approved
• CSFM: 7272-0028:0503
FlashScan®, NOTIFIER®, and System Sensor® are registered trade-

marks of Honeywell International, Inc.

©2020 by Honeywell International Inc. All rights reserved. Unauthorized

use of this document is strictly prohibited.

This document is not intended to be used for installation purposes.

We try to keep our product information up-to-date and accurate. 

We cannot cover all specific applications or anticipate all requirements.

All specifications are subject to change without notice.

Country of Origin: Mexico 

NOTIFIER
12 Clintonville Road 

Northford, CT 06472 

203.484.7161 

www.notifier.com

http://www.systemsensor.com/en-us/Documents/System_Smoke_Detectors_AppGuide_SPAG91.pdf


FST-951 Series Intelligent Addressable Heat Detectors
The NOTIFIER® FST-951 Series intelligent thermal detectors are
designed for both performance and aesthetics, and are direct
replacements for the FST-851 Series. A new modern, sleek, con-
temporary design and advanced thermal technologies make the
FST-951 Series ideal for both system operation and building design.
The point ID address, set using rotary decimal switches, provide
specific detector locations.

The series includes a 135°F/57°C fixed-temperature, rate-of-rise,
and a 190°F/88°C fixed high-temperature detectors. These thermal
detectors provide effective, intelligent property protection in a variety
of applications. Detectors are available for both FlashScan® and
CLIP applications as designated.

Features
SLC LOOP:

• Two-wire SLC loop connection

• Unit uses base for wiring

ADDRESSING:

• Addressable by device

• Rotary, decimal addressing 
(Refer to the NOTIFIER panel manuals for device capacity.)

ARCHITECTURE:

• Designed to meet UL 268 7th Edition

• Sleek, low-profile, stylish design

• State-of-the-art thermistor technology for fast response

• Integral communications and built-in device-type identification

• Built-in tamper resistant feature

• Built-in functional test switch activated by external magnet

OPERATION:

• Fixed temperature model (FST-951) factory preset to 135°F
(57°C)

• Rate-of-rise model (FST-951R),15°F (8.3°C) per minute

• High-temperature model FST-951H) factory preset to 190°F
(88°C)

• 360°-field viewing angle of the two visual alarm indicators, LEDs
blink red in Normal condition and turn on steady red in Alarm

• LEDs blink every time the unit is polled

MECHANICALS:

• Sealed against back pressure

• SEMS screws for wiring of the separate base

• Designed for direct-surface or electrical-box mounting

• Plugs into separate base for ease of installation and maintenance

• Separate base allows interchange of photoelectric, ionization and
thermal sensors

OTHER SYSTEM FEATURES:

• Remote test feature from the panel

• Walk test with address display

• Low standby current

OPTIONS:

• Remote LED output connection to optional RA100Z remote LED
annunciator

Installation
FST-951 Series plug-in intelligent thermal detectors use a detach-
able base to simplify installation, service and maintenance. Installa-
tion instructions are shipped with each detector. 

Mount detector base (all base types) on an electrical backbox which
is at least 1.5" (3.81 cm) deep. For a chart of compatible junction
boxes, see DN-60054.

NOTE: Because of the inherent supervision provided by the SLC loop,
end-of-line resistors are not required. Wiring “T-taps” or branches are
permitted for Style 4 (Class “B”) wiring only.
When using relay or sounder bases, consult the ISO-X(A) installation
sheet I56-1380 for device limitations between isolator modules and iso-
lator bases.

Applications
Use thermal detectors for protection of property. For further informa-
tion, refer to I56-6522, Applications Manual for System Smoke
Detectors, which provides detailed information on detector spacing,
placement, zoning, wiring, and special applications.

Construction
These detectors are constructed of fire-resistant plastic. The FST-
951 Series plug-in intelligent thermal detectors are designed to com-
mercial standards and offer an attractive appearance.

Operation
Each FST-951 Series detector uses one of the panel’s addresses
(total limit is panel dependent) on the NOTIFIER Signaling Line Cir-
cuit (SLC). It responds to regular polls from the control panel and
reports its type and the status. If it receives a test command from the
panel (or a local magnet test), it stimulates its electronics and
reports an alarm. It blinks its LEDs when polled and turns the LEDs
on when commanded by the panel. The FST-951 Series offers fea-
tures and performance that represent the latest in thermal detector
technology.
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Product Line Information
NOTE: “-IV” suffix indicates CLIP and FlashScandevice.

FST-951: White, low-profile intelligent 135°F fixed thermal sensor,
FlashScan only

FST-951A: Same as FST-951 but with ULC listing

FST-951-IV: Ivory, low-profile intelligent 135°F fixed thermal sensor,
FlashScan and CLIP

FST-951A-IV: Same as FST-951-IV but with ULC listing

FST-951R: White, low-profile intelligent rate-of-rise thermal sensor,
FlashScan only

FST-951RA: Same as FST-951 but with ULC listing

FST-951R-IV: Ivory, low-profile intelligent rate-of-rise fixed thermal
sensor, FlashScan and CLIP

FST-951RA-IV: Same as FST-951R-IV but with ULC listing

FST-951H: White, low-profile intelligent 190°F fixed thermal sensor,
FlashScan only

FST-951HA: Same as FST-951H but with ULC listing

FST-951H-IV: Ivory, low-profile intelligent 190°F thermal sensor,
FlashScan and CLIP

FST-951HA-IV Same as FST-951 but with ULC listing

INTELLIGENT BASES
NOTE: For details on intelligent bases, see DN-60981.

B300-6: White, 6” base, standard flanged low-profile mounting base
(CSFM: 7300-1653:0109)

B300-6-IV: Ivory,6” base, standard flanged low-profile mounting
base (CSFM: 7300-1653:0109)

B300A-6: Same as B300-6, ULC listed

B300A-6-IV: Ivory, 6” standard flanged low-profile mounting base,
ULC listed

B300-6-BP: Bulk pack of B300-6, package contains 10

B501-WHITE: White, 4” standard European flangeless mounting
base. UL/ULC listed (CSFM: 7300-1653:0109)

B501-BL: Black, 4” standard European flangeless mounting base.
UL/ULC listed (CSFM: 7300-1653:0109)

B501-IV: Ivory color, 4” standard European flangeless mounting
base. UL/ULC listed (CSFM: 7300-1653:0109)

B501-WHITE-BP: Bulk pack of B501-WHITE contains 10

B224RB-WH: White, relay base (CSFM: 7300-1653:0216)

B224RB-IV: Ivory, relay base (CSFM: 7300-1653:0216)

B224RBA-WH: White, relay base, ULC listing

B224RBA-IV: Ivory, relay base, ULC listing

B224BI-WH: White, isolator detector base (CSFM: 7300-1653:0216)

B224BI-IV: Ivory isolator detector base (CSFM: 7300-1653:0216)

B224BIA-WH: White, isolator detector base, ULC listing

B224BIA-IV: Ivory isolator detector base, ULC listing

B200S-WH: White, Intelligent addressable sounder base capable of
producing sound output in high or low volume with ANSI Temporal 3,
ANSI Temporal 4, continuous tone, marching tone, and custom tone.
Uses FlashScan protocol. (CSFM: 7300-1653:0213)

B200S-IV: Ivory, Intelligent addressable sounder base capable of
producing sound output in high or low volume with ANSI Temporal 3,
ANSI Temporal 4, continuous tone, marching tone, and custom tone.
Uses FlashScan protocol. (CSFM: 7300-1653:0213)

B200SA-WH: Same as B200S-WH, ULC listing

B200SA-IV: Same as B200S-IV, ULC listing

B200SCOA-WH: White, Intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
Series detector applications

B200SCOA-IV: Ivory Intelligent, programmable sounder base in
English/French (required in Canada for ULC applications with CO
Series detector applications, ULC listing

B200S-LF-WH: White, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. (CSFM: 7300-1653:0238)

B200S-LF-IV: Ivory, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. (CSFM: 7300-1653:0238)

B200SR-WH: White, Intelligent sounder base capable of producing
sound output with ANSI Temporal 3 or continuous tone. Intended for
retrofit applications. (CSFM: 7300-1653:0213)

B200SR-IV: Ivory, Intelligent sounder base capable of producing
sound output with ANSI Temporal 3 or continuous tone. Intended for
retrofit applications. (CSFM: 7300-1653:0213)

B200SRA-WH: Same as B200SR-WH with, ULC listing

B200SRA-IV: Same as B200SR-IV in Ivory color, ULC listing

B200SR-LF-WH: White, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. Intended for retrofit applica-
tions. (CSFM: 7300-1653:0238)

B200SR-LF-IV: Ivory, Low Frequency Intelligent, programmable
sounder base. Produces a fundamental frequency of 520 Hz +/-
10% with a square wave or its equivalent; designed to meet the
NFPA 72 sleeping space requirement. Intended for retrofit applica-
tions. (CSFM: 7300-1653:0238)

MOUNTING KITS AND ACCESSORIES

TR300: White, replacement flange for B210LP(A) base

TR300-IV: Ivory, replacement flange for B210LP(A) base

RA100Z(A): Remote LED annunciator. 3-32 VDC. Mounts to a U.S.
single-gang electrical box. For use with B501(A) and B300-6(A).

M02-04-00: Test magnet

M02-09-00: Test magnet with telescoping handle

CK300: Color Kit (includes cover and trim ring), white, 10-pack

CK300-IV: Color Kit (includes cover and trim ring), ivory, 10-pack

CK300-BL: Color Kit (includes cover and trim ring), black, 10-pack
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SPECIFICATIONS
Sensitivity: UL Applications: 0.5% to 4.0% per foot obscuration.
ULC is 0.5% to 3.5%

Size: 2.0" (5.3 cm) high; base determines diameter

– B300-6: 6.1" (15.6 cm) diameter

– B501: 4" (10.2 cm) diameter

For a complete list of detector bases see DN-60981

Shipping weight: 3.4 oz. (95 g)

Operating temperature range: 

• FST-951, FST-951R Series: –4°F to 100°F (–20°C to 38°C) 

• FST-951H Series: –4°F to 150°F (–20°C to 66°C)

Detector spacing: UL approved for 50 ft. (15.24 m) center-to-cen-
ter, FM approved for 25 x 25 ft. (7.62 x 7.62 m) spacing

Relative humidity: 10% – 93% non-condensing

Thermal ratings: fixed-temperature set point 135°F (57°C), rate-of-
rise detection 15°F (8.3°C) per minute, high temperature heat 190°F
(88°C)

Mounting: B300-6(A) flanged base, included

See “Product Line Information: Intelligent Bases,” if using a dif-
ferent base.

ELECTRICAL SPECIFICATIONS

Voltage range: 15 - 32 volts DC peak

Standby current (max. avg.): 200µA @ 24 VDC (one communica-
tion every 5 seconds with LED enabled)

Max current: 4.5 mA @ 24 VDC (“ON”)

Listings and Approvals
Listings and approvals below apply to the FST-951 Series detectors.
In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult factory for
latest listing status.

• UL/ULC Listing: S747 

• FM Approved

• CSFM: 7270-0028:0502
FlashScan® and NOTIFIER® are registered trademarks of Honeywell

International, Inc.

©2019 by Honeywell International Inc. All rights reserved. Unauthorized

use of this document is strictly prohibited.

This document is not intended to be used for installation purposes.

We try to keep our product information up-to-date and accurate. 

We cannot cover all specific applications or anticipate all requirements.

All specifications are subject to change without notice.

Country of Origin: Mexico 

NOTIFIER
12 Clintonville Road 

Northford, CT 06472 

203.484.7161 

www.notifier.com



100 Series
Plug-In
Thermal Detectors

Models Available

5151
Plug-In Thermal Detectors

Description

Specifications

The 5151 thermal detector meets the needs For applications where rapid response is vital and rapid temperature 

increases would only be caused by a fire emergency.

The detector initiates an alarm in response to both rapid Rate-of-rise conditions (increases in excess of 15°F per minute) 

and fixed heat (135°F). This enables the heat Detector to communicate an alarm to the central control panel prior to 

reaching its fixed set point for high rates of Rise, providing a timely response to both rapid and slow temperature 

increases.

Additional key features include a recessed mounting option,and a full line of optional accessories.

Agency Listings

Operating Voltage/Alarm Current： Mounting base dependent (see Mounting Base Selection Guide below)

Standby Current： 80A @24VDC

Operating Voltage： 8.5 to 35VDC

Size： 1.64˝(42 mm)H; 4.0˝(102 mm)Dia;

Weight： 2.8 oz. (80g)

Alarm Point： 135°F (57°C) Fixed or 15°F(8.3 °C) /min rate-of-rise

Operating Temperature Range： 32°F (0°C) to 100°F (38°C)

Humidity Range： 10% – 93 % RH non-condensing

Thermal Detector Spacing： On smooth ceilings (as defined in NFPA 72), spacing of 50 feet (2500 sq ft) may 

Be used. Other spacing may be used depending on ceiling height, high air 

movements, and other conditions or response requirements.



BOTTOM AND SIDE VIEWS

Wiring Diagram

System Sensor Headquarters
3825 Ohio Avenue 
St. Charles, IL 60174
Ph: 630-377-6580
Fx: 630-377-6495 
Free Phone: 800-736-7672
Web: www.systemsensor.com

System Sensor China
28 Tuan Jie South Road, 
Hi-Tech Development Zone 
Xi'an, 710075, China
Ph: +86 29 88320119 
Fx: +86 29 88325110 
Web: www.systemsensor.com.cn 

System Sensor Canada 
Ph: 905-812-0767 
Fx: 905-812-0771

System Sensor Europe 
Ph: 44 (0) 1527 406700
Fx: 44 (0) 1527 406699 

System Sensor Italy 
Ph: 39 040 949 0111
Fx: 39 040 382 137

System Sensor  Mexico
Ph: 54 11 4324-1909
Fx: 54 11 4324-5999 

System Sensor Far East Ltd
Ph: 852 21919003 
Fx: 852 27366580 

System Sensor Singapore 
Ph: 65 6273 2230 

System Sensor India
Ph: 91 124 2371770-270
Fx: 91 124 2373118

System Sensor Australia
Ph: 61-3-5428 1142 
Fx: 61-3-5428 1172

Ordering information
Detector Product Description Photo Thermal Wiring Alarm Current UL FM

5151 Fixed heat detector No Yes 2-Wire 10mA~130mA Yes Yes

B401 Detector Base NA NA NA NA Yes Yes

Accessories Product Description

RA100Z Remote annunciatoR for 2 or 4 wire systems, 3 – 32V. Use with ion and photo plug-in detectors. Fits standard U.S. 

Single-gang electrical box.

EOLR-1 End of line relay for power supervision,12/24VDC,4-wire only.

M02-04-01 Test magnet.

M02-09-00 Test magnet with 32˝ telescoping handle.

XR2B Detector removal tool. Allows installation and / or removal of detector heads from base in high-ceiling installations.

XP-4 Extension pole for XR-2B. Comes in three 5 ft. sections.
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ISO-X(A)
Fault Isolator Module

Intelligent/Addressable Devices

DN-2243:B • H-300

General
The Notifier ISO-X(A) Fault Isolator Module is used with Noti-
fier Onyx and CLIP series Fire Alarm Control Panels (FACPs)
to protect the system against wire-to-wire short circuits on the
SLC loops.

Features
• Powered by SLC loop directly, no external power required.
• Base mounts on standard junction boxes (4.0"/10.16 cm

square by 2.125"/5.398 cm deep).
• Integral LED blinks to indicate normal condition. Illuminates

steady when short circuit condition is detected.
• High noise (EMF/RFI) immunity.
• Wide viewing angle of LED.

• SEMS screws with clamping plates for ease of wiring.
• Opens SLC loop automatically on detection of short, pre-

venting the short from causing failure of the entire loop.
• Automatically resets on correction of short.
• Supports Style 4, 6, or 7 wiring.

Applications
The Fault Isolator Modules should be spaced between groups
of sensors in a loop to protect the rest of the loop. Use to iso-
late short circuit problems within a section of a loop so that
other sections can continue to operate normally. The ISO-X(A)
supports a maximum of 25 devices in-between isolators,
except when using relay bases or legacy IPX multisensors.

NOTE: ON LOADS PER RELAY BASE AND LEGACY MULTI-
SENSOR DETECTORS/ISOLATORS/ISOLATOR BASES: the
maximum number of addressable devices between isolators (or
B224BI isolator bases) is 25 devices.

B224RB relay bases and legacy IPX-751 multisensor detec-
tors draw more current than all other intelligent devices. When
calculating the 25-device maximum: B224RB.

• B224RB represents 2.5 devices.
• IPX-751 in a standard base represents 12 devices.
• IPX-751 in a relay base represents 14.5 devices.

• All other addressable devices represent 1 device.
See examples on page 2.

NOTE: ON MAXIMUM NUMBER OF DEVICES: See the SLC
Manual (PN 51253) for information on loss of addresses due to
current limitations. Each module or base added reduces the
capacity of address positions in an SLC. All SLC field devices must
have been purchased after February 1995 to meet the aforemen-
tioned requirements. If the SLC field devices were purchased prior
to February 1995, each ISO-X(A) used reduces the capacity of an
SLC by two address positions. Requirements differ as applied to
relay bases (see note above).

Construction
The face plate is made of off-white plastic. Includes yellow
LED indicator that pulses when normal and illuminates steady
when a short is detected.

Operation
Automatically opens circuit when the line voltage drops below
four volts. Fault Isolator Modules should be spaced between
groups of addressable devices (maximum 25, see notes on
page 1) in a loop to protect the rest of the loop. If a short
occurs between any two isolators, then both isolators immedi-
ately switch to an open circuit state and isolate the groups of
sensors between them. The remaining units on the loop con-
tinue to fully operate.

In Style 4 loops, the ISO-X(A) is generally used at each T-tap
branch, to limit the effect of short circuits on a branch to the
devices on that branch. The LED indicator is on continuously
during a short circuit condition.

The ISO-X(A) Fault Isolator Module automatically restores the
shorted portion of the communications loop to normal condi-
tion when the short circuit condition is removed.

Installation
• Mount on a standard junction box (4.0"/10.16 cm square)

which is at least 2.125"/5.398 cm deep.

• Terminal screws are provided for “in and out” wiring.
• Installation instructions are provided with each module.

• Surface-mount box is available as an option.
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Made in the U.S. A.

Specifications
Normal operating voltage: 15 – 32 VDC (peak).

Standby current: 450 �A (not isolating) .

Maximum current draw: 17 mA (device in isolation, LED
latched in alarm).

Temperature range: 32°F to 120°F (0°C to 49°C).

Relative humidity: 10% to 93% (non-condensing).

Weight: 5 oz. (150 grams).

Dimensions: 4.5”H x 4.5”W x 0.25” D (11.43 cm H x
11.43 cm W x 0.635 cm D).

Agency Listings and Approvals
In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult fac-
tory for latest listing status.

• UL: S635 (UOXX); BP6480 (AMCX, APOU).
• ULC: S635 (OUOXXC, ISO-XA).  
• FM Approved.
• CSFM: 7165-0028:0214; 7165-0028:0224; 7165-

0028:0243. 
• MEA: 17-96-E; 104-93-E Vol. VI; 290-91-E Vol. V; 317-01-

E; 447-99-E.
• U.S. Coast Guard: 161.002/42/1 (NFS-640); 161.002/50/0

(NFS2-640/NFS-320/NFS-320C, excluding B210LP(A)).
• Lloyd’s Register: 11/600013 (NFS2-640/NFS-320/NFS-

320C, excluding B210LP(A)).
• BSA: 578-81-SA.

Architectual/Engineering 
Specifications
Fault Isolator Modules shall be provided to automatically iso-
late wire-to-wire short circuits on an SLC loop. The Fault Isola-
tor Module shall limit the number of modules or detectors that
may be rendered inoperative by a short circuit fault on the SLC
Loop. If a wire-to-wire short occurs, the Fault Isolator Module
shall automatically open-circuit (disconnect) the SLC loop.
When the short circuit condition is corrected, the Fault Isolator
Module shall automatically reconnect the isolated section of
the SLC loop. The Fault Isolator Module shall not require any
address-setting, and its operations shall be totally automatic. It
shall not be necessary to replace or reset an Fault Isolator
Module after its normal operation. The Fault Isolator Module
shall mount in a standard 4.0" (10.16 cm) deep electrical box,
in a surface-mounted backbox, or in the Fire Alarm Control
Panel. It shall provide a single LED which shall flash to indi-
cate that the Isolator is operational and shall illuminate steadily
to indicate that a short circuit condition has been detected and
isolated.

Product Line Information
NOTE: “A” suffix indicates ULC Listed model.

ISO-X: Isolator Module.

ISO-XA: Isolator Module. Canadian (ULC) version. 

SMB500: Surface Mount Backbox

 

Examples of Device Counts
(see notes under Applications)
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ONYXWorks® Fire Systems Command Interface
General
ONYXWorks® is the next generation in life safety management for
centralized control and monitoring of the fire alarm system. The intu-
itive, graphical display allows personnel to rapidly pinpoint, investi-
gate, and respond to alarm events with minimal operator training.
Versatile enough for single-site, multi-site and even worldwide appli-
cations, the ONYXWorks graphical workstation allows end-users to
manage their NOTIFIER life safety system over a proprietary net-
work or Ethernet. Through its intelligent gateway architecture,
ONYXWorks can easily meet the needs of expanding systems.
ONYXWorks is also an ideal retrofit solution, supporting seamless
integration with competitive panels. Additionally, ONYXWorks pro-
vides mass notification capabilities through IP-based voice paging
and LED sign integration. 

Features
OVERVIEW
• Operates on Microsoft Windows 10 (64 bit, Enterprise)
• Monitor options: 22” and 42” Standard and Touchscreen
• Supports up to 200 intelligent gateways, with 200 nodes per gate-

way
• Maximum Remote Users: 50
• Point Capacity: 250,000
• History File Capacity: 2.5 Million Records
• Supports the following additional languages: Spanish, French,

Korean, Portuguese, Hebrew, and Chinese (Traditional and Sim-
plified)

• Compatible with standard, high-speed NOTI•FIRE•NET™, and
Ethernet-based networks

• NOTI•FIRE•NET™ gateway redundancy for network survivability

USER INTERFACE
• Customizable interface provides flexibility to display information

as desired.
• Supports dual monitors
• Dynamically generated floor plan overview provides point of ref-

erence when using the zoom function
• Global Zoom Level for devices (0 – 100%), definable by the

administrator
• Device information, including point address and description, can

be quickly accessed through icon left-click function
• Navigational tree, icons and configurable areas provide easy

access to system floor plans

EVENT NOTIFICATION AND RESPONSE
• Graphic and text display of all off-normal events.
• Six states can be visually represented for each input device: Nor-

mal, Trouble, Fire Alarm, Pre-Alarm (detectors), Disabled, and
Security.

• Automatic screen navigation (configurable) to the device in alarm,
based on event priority.

• Multimedia (text, audio, video and bitmaps) can be linked to any
device, providing instructions to operators for event response.

• Operator log with response tracking.
• ONYX-NOTIFY feature provides e-mail and text notification for

off-normal events.
• NOTIFY-IP feature supports Voice-Over-IP paging for mass notifi-

cation.

• Real-time message override capability to LED-Signs on
NOTI•FIRE•NET™.

SYSTEM SETUP
• Graphic Editing mode allows on-site or off-site system setup.
• Import building floor plan CAD drawings (as a  .DXF, .WMF, .BMP,

.JPG, or .GIF).
• Customizable device icon and colors to visually represent each

event type.
• AutoPlace feature automatically places devices in their proper

location (.DXF's).
• User defined icons can be globally defined (.PNG, .BMP, .WMF,

.JPG, and .GIF formats).

SECURE ACCESS
• System Administrator-definable user profiles provide strict levels

of access.
• Monitoring and Control profiles delineate defined operator

accounts.
• Operator Login/Logout/Change Password feature allows only

authorized personnel to access the system.
• Logs in history of any operator changes in the workstation.

OPERATIONS
• Macros provide customizable programming to simplify repetitive

tasks (disable/enable, de-activate/activate).
• Individual device control and system information through icon

right-click function.
• History Manager: Filterable history reporting serves as a valuable

maintenance and diagnostic tool to identify patterns.
• Test Monitoring function enables unobtrusive testing of selected

points, eliminating nuisance alarms at the workstation.

SYSTEM MAINTENANCE
• Backup capability for screen, member, and history databases.
• Obtain software version numbers for network panels (ONYX®

Series fire panels).
• Upload/Download databases to NOTIFIER ONYX series panels

and perform panel upgrades (ONYX Series only) over the net-
work using VeriFire Tools.
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NOTI•FIRE•NET™ Monitoring
An ONYXWorks system is an ideal component of a Fire Command Center for real-time fire system status and system control options. ONYX-
Works interfaces directly to a NOTI•FIRE•NET™ fire system using an NFN Gateway. The NFN Gateway is an intelligent interface used by an
ONYXWorks system that facilitates monitoring and control of a NOTI•FIRE•NET (version 5.0) network and NOTIFIER fire panels. The NFN
Gateway is available in two versions: PC-based gateway and embedded gateway (see NFN Gateway data sheet DN-7060). The embedded
NFN Gateway enables users to monitor multiple sites (local or remote) over an IP network.
Minimum ONYXWorks equipment options/requirements are available on the NFN Gateway data sheet.

* A UL listed Ethernet (TCP/IP) switch is required between a shared-IP network and the ONYXWorks equipment. Contemporary Control Systems, Inc. (www.ctrlink.com) 
has several UL864 recognized switching hubs.

Building Systems Integration
In addition to NOTIFIER fire-only applications, the ONYXWorks Proprietary Supervising Station mode allows integration of competitive fire 
panels and security panels into one graphical user interface. This mode allows for monitoring of local or remote (over shared IP or standard 
phone lines) building systems using Digital Alarm Communicator Receiver (DACR-GW).
The flexible ONYXWorks system can interface to and monitor events received by Bosch (D6600), and Teldat VisorAlarm Central Station 
receivers (contact ID format only) by using the Receivers Gateway. (See Receivers Gateway data sheet DN-7061.).

Total Integration Monitoring   

ONYXWORKS 

Local Monitoring

Remote Monitoring

NOTI•FIRE•NET™
Network version 5.0 

(standard or 
high-speed)

NFN-GW-EM-3 

Internet/
Intranet*

NOTI•FIRE•NET™
Network version 5.0 

(standard or 
high-speed)

Compatible ONYXWorks 
Fire Alarm Control Panels 

ONYXWORKS 

Compatible ONYXWorks 
Fire Alarm Control Panels 
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Specialized Client Applications
• ONYXWorks Workstation
• History Manager

Specifications
DIMENSIONS
CPU Dimensions (desktop/rack mount unit): Width: 19.0" 
(482 mm). Depth: 17.7" (450 mm). Height: 7.0" (177 mm). Weight: 
39 lbs. (17.5 kg).
22” Monitor Dimensions*: Width: 20.2" (513.08 cm). Height: 15.9" 
(403.86 mm). Depth: 8.7" (221.8 mm). Weight: 15.3 lbs (6.9 kg). 
*DIMENSIONS NOTE: Dimensions subject to change. Contact NOTI-
FIER for further information.

ELECTRICAL
CPU Electrical: AC Input: (frequency 47 Hz – 63 Hz), 7.0 A @ 120 
V, 60Hz (95-132 V), 4.0 A @ 230 V, 60Hz (185-264 V).
22” Monitor Electrical: (frequency 50/60 Hz auto-adjust), 0.65A–
0.3A @ 100–240 VAC. Power consumption: 42 watts (maximum).

ENVIRONMENTAL
Operating Temperature: 0°C to 49°C (32°F to 120°F).
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ration. Intel® is a registered trademark of Intel Corporation. VisorALARM®
is a registered trademark of the Teldat Corporation.

©2019 by Honeywell International Inc. All rights reserved. Unauthorized
use of this document is strictly prohibited.

This document is not intended to be used for installation purposes.
We try to keep our product information up-to-date and accurate. 
We cannot cover all specific applications or anticipate all requirements.
All specifications are subject to change without notice.

Country of Origin: USA

NOTIFIER
12 Clintonville Road 
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Standards and Codes
ONYXWorks complies with the following UL Standards and NFPA 72
Fire Alarm Systems requirements:
• UL 864 (Fire)
• UL 864 UUKL (Firefighter Smoke Control Station)
• UL 294 (Access Control)
• UL 1076 (Burglary)
• UL 2017 (General Purpose Signaling)
• UL 2572 (Mass Notification)
• CAN/ULC S527
• CAN/ULC S559

Listings and Approvals
These listings and approvals apply to the modules specified in this
document. In some cases, certain modules or applications may not
be listed by certain approval agencies, or listing may be in process.
Consult factory for latest listing status.
• UL/ULC Listed: S5526
• CSFM: 7165-0028:0243 (NFS2-640/NFS-320), 7165-0028:0224

(NFS2-3030)
• MEA: 286-07-E (ONYXWORKS-NW, ONYXWORKS, NFN-GW-

EM); 286-07-E Vol. 2 (NFN-GW-PC-F)
• Fire Dept. of New York: COA#6212 (NFS2-640/NFS-320),

COA#6211 (NFS2-3030)
• FM Approved

Ordering Information
WARRANTY: The PC is warrantied for 3 years; monitors are war-
ranted from date of purchase for a period of 12 months. Please refer
to the NOTIFIER Limited Warranty Policy for additional information.
ONYXWorks Workstation Components: ONYXWorks Workstation
Graphics User Interface (GUI) software and hardware package.
Includes UL-Listed rack mountable graphics PC with Intel® 
i7-4700EQ, 2.4GHz, QM87, 4th Gen, (four cores/8 threads), 6 MB of
Cache, 16 GB of RAM, a 240 GB solid-state hard drive, sound, opti-
cal mouse, keyboard, Ethernet ports, one GUI workstation software
license, and software key. One UL-listed monitor required per work-
station; dual-monitor capable (monitors sold separately).
ONYXWORKS-WS: Workstation with ONYXWorks GUI software
and computer hardware. Monitor and network gateway sold sepa-
rately.
MON-22LCDW: UL-listed 22” widescreen HD LED color monitor
with integrated speakers.
MON-22LCDW-TS: UL-listed 22” widescreen HD LED color touch-
screen monitor with integrated speakers.
MON-42LCDW: UL-listed 42” widescreen HD LED color monitor
with integrated speakers.

MON-42LCDW-TS: UL-listed 42” widescreen HD LED color touch-
screen monitor with integrated speakers.
NFN-GW-PC-F: NFN Gateway PC card with fiber.
NFN-GW-PC-W: NFN Gateway PC card with wire.
NFN-GW-EM-3: NFN Gateway, embedded.
NFN-GW-PC-HNSF: High-speed NFN Gateway PC card for single-
mode fiber.
NFN-GW-PC-HNMF: High-speed NFN Gateway PC card for multi-
mode fiber. 
NFN-GW-PC-HNW: High-speed NFN Gateway PC card for wire. 
DACR-GW*: Receivers Gateway (PC version).
NOTIFY-IP*: Mass notification voice paging; can page up to 50 NFN 
gateways simultaneously. 
ONYX-NOTIFY*: Adds e-mail and text option to ONYXWorks. 
ONYX-MM*: Adds Floatable/Dockable Windows option to support 
dual monitors.
OW-SCS: Adds Graphical Smoke Control feature to ONYXWorks.
LEDSIGN-GW: Emergency sign integration. Can operate with or 
without ONYXWorks Workstation.
OAX2-24V2: Two-line sign for use with LEDSIGN-GW. 
CAP-GW: DRMNS Integration for CAP-compliant devices.
ONYX-4*: Required keybit to upgrade ONYXWorks Version 3.x sys-
tems to Version 4.x.
OW-NOUL: ONYXWorks Non-UL software for monitor only pur-
poses. Requires an Embedded NFN Gateway. PC not included. 
Minimum hardware requirements: Laptop or desktop with Windows 
10 Operating Systems. Intel i5 processor or higher, 16GB RAM, 
240GB Hard Drive, USB Connection, TCP/IP Ethernet Network 
Adapter and Speakers. Uninterruptible Power Supply (UPS) recom-
mended. OW-NOUL does not support workstation options ONYX-
NOTIFY, NOTIFY-IP, NOTIFY-IP-NOUL, DACR-GW, or OW-SCS.
*NOTE: If adding to an existing system, please provide customer service
with the 5-digit software key number of your workstation. An upgrade
authorization will be provided to you.
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FCM-1(A) & FRM-1(A) 
Series
Control and Relay Modules

Intelligent / Addressable Devices

DN-6724:B3

General
FCM-1(A) Control Module:  The FCM-1(A) Addressable Con-
trol Module provides Notifier intelligent fire alarm control pan-
els a circuit for Notification Appliances (horns, strobes,
speakers, etc.). Addressability allows the FCM-1(A) to be acti-
vated, either manually or through panel programming, on a
select (zone or area of coverage) basis.

FRM-1(A) Relay Module:  The FRM-1(A) Addressable Relay
Module provides the system with a dry-contact output for acti-
vating a variety of auxiliary devices, such as fans, dampers,
control equipment, etc. Addressability allows the dry contact to
be activated, either manually or through panel programming,
on a select basis.

FlashScan® (U.S. Patent 5,539,389) is a communication pro-
tocol developed by NOTIFIER Engineering that greatly
enhances the speed of communication between analog intelli-
gent devices. Intelligent devices communicate in a grouped
fashion. If one of the devices within the group has new infor-
mation, the panel CPU stops the group poll and concentrates
on single points. The net effect is response speed greater than
five times that of other designs.

Features
• Built-in type identification automatically identifies these

devices to the control panel.

• Internal circuitry and relay powered directly by two-wire
SLC loop. The FCM-1(A) module requires power (for horns,
strobes, etc.), or audio (for speakers). 

• Integral LED “blinks” green each time a communication is
received from the control panel and turns on in steady red
when activated.

• LED blink may be deselected globally (affects all devices).
• High noise immunity (EMF/RFI).

• The FCM-1(A) may be used to switch 24-volt NAC power,
audio (up to 70.7 Vrms).

• Wide viewing angle of LED.
• SEMS screws with clamping plates for wiring ease.

• Direct-dial entry of address 01– 159 for FlashScan loops,
01 – 99 for CLIP mode loops.

• Speaker, and audible/visual applications may be wired for
Class B or A (Style Y or Z).

Applications
The FCM-1(A) is used to switch 24 VDC audible/visual power,
high-level audio (speakers). The FRM-1(A)  may be pro-
grammed to operate dry contacts for applications such as door
holders or Air Handling Unit shutdown, and to reset four-wire
smoke detector power.

NOTE: Refer to the SLC Manual (PN 51253) for details regarding
releasing applications with the FCM-1(A). Refer to the FCM-1-REL
datasheet (DN-60390) for new FlashScan® releasing applications. 

Construction
• The face plate is made of off-white heat-resistant plastic.
• Controls include two rotary switches for direct-dial entry of

address (01-159).

• The FCM-1(A) is configured for a single Class B (Style Y) or
Class A (Style Z) Notification Appliance Circuit.

• The FRM-1(A) provides two Form-C dry contacts that
switch together.

Operation
Each FCM-1(A) or FRM-1(A) uses one of 159 possible module
addresses on a SLC loop (99 on CLIP loops). It responds to
regular polls from the control panel and reports its type and
status, including the open/normal/short status of its Notifica-
tion Appliance Circuit (NAC). The LED blinks with each poll
received. On command, it activates its internal relay. The
FCM-1(A) supervises Class B (Style Y) or Class A (Style Z)
notification or control circuits.

Upon code command from the panel, the FCM-1(A) will dis-
connect the supervision and connect the external power sup-
ply in the proper polarity across the load device. The
disconnection of the supervision provides a positive indication
to the panel that the control relay actually turned ON. The
external power supply is always relay isolated from the com-
munication loop so that a trouble condition on the external
power supply will never interfere with the rest of the system.

Rotary switches set a unique address for each module. The
address may be set before or after mounting. The built-in
TYPE CODE (not settable) will identify the module to the con-
trol panel, so as to differentiate between a module and a sen-
sor address.

Specifications for FCM-1(A)
Normal operating voltage:  15 to 32 VDC.

Maximum current draw:  6.5 mA (LED on).

Average operating current:  350 �A direct poll, 375 �A group
poll with LED flashing, 485 �A Max. (LED flashing, NAC
shorted.)

FCM-1(A)
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Maximum NAC Line Loss:  4 VDC.

External supply voltage (between Terminals T10 and 
T11):  Maximum (NAC): Regulated 24 VDC; Maximum
(Speakers): 70.7 V RMS, 50W.

Drain on external supply:  1.7 mA maximum using 24 VDC
supply; 2.2 mA Maximum using 80 VRMS supply. 

Max NAC Current Ratings: For class B wiring system, the
current rating is 3A; For class A wiring system, the current rat-
ing is 2A.

Temperature range:  32°F to 120°F (0°C to 49°C).

Humidity range:  10% to 93% non-condensing.

Dimensions:  4.5" (114.3 mm) high x 4" (101.6 mm) wide x
1.25" (31.75 mm) deep. Mounts to a 4" (101.6 mm) square x
2.125" (53.975 mm) deep box.

Accessories:  SMB500 Electrical Box; CB500 Barrier

Specifications for FRM-1(A)
Normal operating voltage:  15 to 32 VDC.

Maximum current draw:  6.5 mA (LED on).

Average operating current:  230 �A direct poll; 255 �A group
poll.

EOL resistance:  not used.

Temperature range:  32°F to 120°F (0°C to 49°C).

Humidity range:  10% to 93% non-condensing.

Dimensions:  4.5" (114.3 mm) high x 4" (101.6 mm) wide x
1.25" (31.75 mm) deep. Mounts to a 4" (101.6 mm) square x
2.125" (53.975 mm) deep box.

Accessories:  SMB500 Electrical Box; CB500 Barrier

Agency Listings and Approvals
In some cases, certain modules may not be listed by certain
approval agencies, or listing may be in process. Consult fac-
tory for latest listing status.

• UL: S635
• ULC: S3705 (A version only) 
• FM Approved
• CSFM: 7300-0028:0219  
• MEA: 14-00-E 

• FDNY: COA #6067, #6065   

Contact Ratings for FRM-1(A) 

NOTE: Maximum (Speakers): 70.7 V RMS, 50 W

Product Line Information
NOTE: “A” suffix indicates ULC Listed model.

FCM-1(A):  Intelligent Addressable Control Module.

FRM-1(A):  Intelligent Addressable Relay Module.

A2143-20:  Capacitor, required for Class A (Style Z) operation
of speakers.

SMB500:  Optional Surface-Mount Backbox.

CB500:  Control Module Barrier — required by UL for separat-
ing power-limited and non-power limited wiring in the same
junction box as FCM-1(A). 

NOTE: For installation instructions, see the following documents:

• FCM-1(A) Installation document I56-1169.

• FRM-1(A) Installation document I56-3502.

• Notifier SLC Wiring Manual, document 51253.

Current 
Rating

Maximum 
Voltage

Load 
Description Application

3 A 30 VDC Resistive Non-Coded

2 A 30 VDC Resistive Coded

.9 A 110 VDC Resistive Non-Coded

.9 A 125 VDC Resistive Non-Coded

.5 A 30 VDC Inductive
(L/R=5ms) Coded

1 A 30 VDC Inductive
(L/R=2ms) Coded

.3 A 125 VAC Inductive
(PF=0.35) Non-Coded

1.5 A 25 VAC
Inductive
(PF=0.35) Non-Coded

.7 A 70.7 VAC
Inductive
(PF=0.35) Non-Coded

2 A 25 VAC
Inductive
(PF=0.35) Non-Coded
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OSI-R-SS, OSI-RA-SS  
Conventional 
Reflective Imaging 
Beam Smoke Detector
 

This conventional, single-ended beam smoke detector is  

easy to install – only one side needs to be wired. 

Agency Listings

OSI-R-SS is a 4-wire conventional reflector-type linear optical beam 
smoke detector for use in fire alarm systems. The beam operates 
primarily on the principle of light obscuration using an infrared 
beam. Optical beam smoke detectors are uniquely suited to 
protecting buildings with large open areas with high ceilings such 
as a warehouse or atrium. The OSI-R-SS detector is a combined 
transmitter/receiver unit that can be directly connected to a 
conventional detector circuit.
Fast and Easy Alignment
Aligning the imager to the reflector is extremely intuitive, fast, and 
accurate. Both the infrared transmitter and the CMOS imager are 
contained in a moveable “eyeball” – an adjustable lens assembly 
that can move +/- 20° in the vertical direction and 50° in the 
horizontal direction.
Four LED arrows indicate the direction to move the lens, guiding the 
user to find the imager’s perfect alignment with the reflector.
Once the optimum alignment is found, indicated by all green arrows, 
the lens is locked with a slide lever. A paintable cover is then placed 
over the front to secure the lever in locked position. 
Resistant to Building Movement 
The infrared transmitter and receiver imager generates a beam of 
light towards a high-efficiency reflector. The reflector returns the 
beam to the receiver where the received signal is analysed. The 
change in the strength of the received signal when smoke enters 
the area between the unit and the reflector is used to determine the 
alarm condition. The receiver imager has a wide 12° field of view 
that automatically tracks the reflector in case of building movement 
or movement of its support structure. It is virtually impossible for 
the receiver to lose sight of the reflector from its field of view without 
structural damage being caused to the building. As a result of 
this operation, OSI-R-SS is highly resistant to building movement, 
eliminating the number one cause of false alarms and/or faults with 
traditional beam detectors.
Resistant to Sunlight 
Optical filtering, high-speed image acquisition and intelligent 
software algorithms provide the OSI-R-SS system with higher levels 
of stability and greater resistance to high level lighting variability. This 
provides better resistance to sunlight in its field of view, helping to 
prevent false alarms when saturated by sunlight, reflected sunlight or 
any other very bright light sources. The worst-case scenario is for the 
detector to go into a trouble condition unlike other traditional beam 
detectors which go into alarm. 

Features

•	 Combined transmitter/receiver unit 

•	 Wide 12° field of view

•	 �Fast, easy, and intuitive beam alignment indicated by directional 
LED cross-hair arrows

•	 �Long range coverage of 5-100 m (16-328 ft) is standard; no 
separate long-range kit required 

•	 Highly resistant to building movement; tolerates +/- 1° movement

•	 �Resistant to strong light sources; does not alarm when saturated 
by sunlight

•	 Resistant to solid object intrusion

•	 Automatic sensitivity threshold level setting

•	 50° horizontal and 20° vertical beam adjustment

•	 Built-in imager heater is standard

•	 �Remote test station capable for electronic simulated smoke test 
from ground level

•	 �Standby, fault and alarm LED indicators visible from the front and 
bottom

•	 Automatic drift compensation

•	 Paintable housing/cover

•	 Removable plug-in terminal blocks

•	 Optional heater kit available for the reflector
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Specifications
Physical/Operating Specifications

Dimensions (Detector) Height 6” (152.4 mm); Width 10” (254 mm); Depth 4.5” (114.3 mm)
Dimensions (Reflector) Height 9.06” (230 mm); Width 7.87” (200 mm)
Weight (Installed) 2.48 lbs (1.12 kg)
Weight (Shipping): 3.91 lbs (1.77 kg)
Wire Gauge for Terminals 14 AWG (2.08 mm²)

Electrical Specifications: OSI-R-SS, OSI-RA-SS

Operating Voltage Range 10.2 to 32 VDC (12 or 24VDC nominal)
Maximum Standby Current 7 mA @ 32 VDC

11 mA @ 24 VDC
20 mA @ 12 VDC
50 mA @ 10.2 VDC

Maximum Alarm Current (LED on) 11 mA @ 32 VDC
15 mA @ 24 VDC 
24 mA @ 12 VDC
54 mA @ 10.2 VDC

Environmental Specifications
Operating Humidity Range 0 to 95% Relative Humidity, Non-condensing
Operating Temperature Range UL-Listed for use from 32°F to 100°F (0°C to 37.8°C)  

Application Temperature Range: -20°C to +55°C (-4°F to 131°F)

Operational Specifications

Protection Range 16 ft to 328 ft (5 m to 100 m)
Adjustment Angle 20 degrees vertical, 50 degrees horizontal
Sensitivity Levels Level 1 25%, Level 2 30%, Level 3 40%, Level 4 50%
Fault Condition (Trouble) Long-term drift reference out of 20% range, beam blockage or detector out of alignment, 

imager saturated.
Alignment Aid LED directional arrows
Alarm Indicator Local red LED and remote output
Trouble Indicator Local yellow LED and remote trouble output
Normal Indicator Local flashing green LED
Test/Reset Features Local alarm test switch, local alarm reset switch, Remote test and reset switch (Compatible 

with RTS151 and RTS151KEY(-A) test stations), Uses OSID-R test filter. 
Smoke Detector Spacing On smooth ceilings, 30-60 feet between projected beams and not more than one-half that 

spacing between a projected beam and a sidewall. Other spacing may be used depending 
on the ceiling height, airflow characteristics, and response requirements. See NFPA 72 (S524 
in Canadian applications).

Resistant to Foreign Object Intrusion
Advanced smoke imaging techniques allow the detector to avoid 
false alarms from partial and sudden blockage from foreign object 
intrusion. 
Time-saving Automatic Sensitivity Setting
Unique in the market, the sensitivity of the detector is selected and 
set automatically at the optimum sensitivity based on the size of the 
reflector measured in the field of view.
Drift Compensation
The detector incorporates automatic drift compensation, whereby the 

detector will adjust its detection thresholds in line with any long-term 
signal reduction of the beam caused by dust or other contamination 
of the optical surfaces. 
Equipped with Built-in Imager Heater 
The imager ships standard with an internal heating option to prevent 
condensation on the optical surface. (External power supply 
required.) 
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Electrical Specifications: BEAMHKR

Voltage Range 15 to 32 V
Maximum Current 450 mA Max at 32 V
Power Consumption 7.7 W @ 24 V

15 W @ 32 V

Electrical Specifications: RTS151KEY(-A)

Voltage Range 10.2 to 32 VDC
Current Range 9 mA Min to 11 mA Max

R 1.000"
R 25.4 mm

4.417"
112.20mm

2.950"
74.93 mm

2.580"
65.53 mm

3.850"
97.80 mm

4.700"
119.38 mm

9.950"
252.73 mm

5.900"
149.86 mm

Dimensions 

C20151-00 
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Ordering Information
Part No. Description
OSI-R-SS Conventional imaging beam smoke detector 

including reflector, UL listed
OSI-RA-SS Conventional imaging beam smoke detector 

including reflector, ULC listed
OSP-002 Laser alignment tool
OSP-004 Test filter, 10-pack
RTS151 Remote test station 
RTS151KEY Test and reset station with key lock, flush 

mount, UL listed
RTS151KEY-A Test and reset station with key lock, flush 

mount, ULC listed
BEAMHKR Heater kit for the reflector
6500-MMK Multi-mount accessory for ceiling or 

wall mounting with additional mounting 
adjustment
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MEA452-05-E3023572

7300-1653:187 (outdoor strobes)
7125-1653:188 �(horn strobes, 

chime strobes)
7135-1653:189 (horns, chimes)

S4011 (chimes, horn strobes, horns)
S3593 (outdoor and alert strobes)

Features
•	 Weatherproof per NEMA 4X, IP56

•	 �Listed to UL 1638 (strobe) and UL 464 (horn)

•	 �Compatible with System Sensor synchronization protocol and 
legacy SpectrAlert products

•	 �Field-selectable candela settings: 15, 15/75, 30, 75, 95, 110, 115, 
135, 150, 177, and 185

•	 �Automatic selection of 12- or 24-volt operation at 15 and 		
15/75 candela

•	 Rotary switch for horn tone and three volume selections

•	 Horn rated at 88+ dBA at 16 volts

•	 Rated from –40°F to 151°F

•	 �Universal mounting plate with an onboard shorting spring that 
tests wiring continuity before devices are installed

•	 Plug-in design with minimal intrusion into the back box

•	 Tamper-resistant construction

•	 Listed for ceiling or wall mounting

SpectrAlert Advance offers the broadest line of outdoor horns, 
strobes, and horn strobes in the industry. With white or red plastic 
housings, wall or ceiling mounting options, and plain or FIRE-printed 
devices, SpectrAlert Advance can meet virtually any application 
requirement, including indoor, outdoor, wet, and dry applications in 
temperatures from −40°F to 151°F.

Like the entire SpectrAlert Advance line, outdoor horns, strobes, 
and horn strobes for wall applications include a variety of features 
that increase application flexibility and simplify installation. First, 
field-selectable settings, including candela, automatic selection of 
12- or 24-volt operation, horn tones, and three volume options enable 
installers to easily adapt devices to meet requirements. 

Next, SpectrAlert Advance devices use a universal mounting plate 
for both wall and ceiling applications. This mounting plate includes 
an onboard shorting spring that ensures wiring continuity before 
devices are installed, so installers can verify proper wiring without 
mounting the devices and exposing them to potential construction 
damage. Once the plates are mounted, all SpectrAlert Advance 
devices utilize a plug-in design with a single captured screw to 
speed installation and virtually eliminate costly ground faults. 

Outdoor devices ship with weatherproof plastic back boxes (metal 
back boxes are available separately) that accommodate in-and-
out wiring for daisy chaining devices. Plastic back boxes feature 
removable side flanges and improved resistance to saltwater 
corrosion. Knock-outs located on the back eliminate the need to drill 
holes for screw-in mounting. Plastic and metal weatherproof back 
boxes come with ¾‑inch top and bottom conduit entries and ¾‑inch 
knock-outs at the back. A screw-in NPT plug with an O-ring gasket 
for a watertight seal is included with each back box.

Outdoor Selectable-
Output Horns, 
Strobes, and
Horn Strobes for  
Wall Applications

SpectrAlert® Advance outdoor audible visible products

are rich with features that cut installation times and 

maximize profits.
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SpectrAlert Advance Outdoor Horn, Strobe, and Horn StrobeSpecifications
Architect/Engineer Specifications
General
SpectrAlert Advance outdoor horns, strobes, and horn strobes shall mount to a weatherproof back box. A universal mounting plate shall 
be used for mounting ceiling and wall products. The notification appliance circuit wiring shall terminate at the universal mounting plate. 
Also, SpectrAlert Advance products, when used with the Sync•Circuit™ Module accessory, shall be powered from a non-coded notification 
appliance circuit output and shall operate on a nominal 12 or 24 volts. When used with the Sync•Circuit Module, 12-volt-rated notification 
appliance circuit outputs shall operate between 8.5 and 17.5 volts; 24-volt-rated notification appliance circuit outputs shall operate between 
16.5 and 33 volts. Outdoor SpectrAlert Advance products shall operate between −40 and 151 degrees Fahrenheit from a regulated DC or full-
wave rectified unfiltered power supply. Strobes and horn strobes shall have field-selectable candela settings including 15, 15/75, 30, 75, 95, 
110, 115, 135, 150, 177, and 185.

Strobe
The strobe shall be a System Sensor SpectrAlert Advance Model _______ listed to UL 1971 and shall be approved for fire protective service. 
The strobe shall be wired as a primary-signaling notification appliance and comply with the Americans with Disabilities Act requirements for 
visible signaling appliances, flashing at 1 Hz over the strobe’s entire operating voltage range. The strobe light shall consist of a xenon flash 
tube and associated lens/reflector system. The strobe must be installed with its weatherproof back box in order to remain outdoor approved 
per UL. The strobe shall be suitable for use in wet environments.

Horn Strobe Combination
The horn strobe shall be a System Sensor SpectrAlert Advance Model _______ listed to UL 1971 and UL 464 and shall be approved for 
fire protective service. The horn strobe shall be wired as a primary-signaling notification appliance and comply with the Americans with 
Disabilities Act requirements for visible signaling appliances, flashing at 1 Hz over the strobe’s entire operating voltage range. The strobe 
light shall consist of a xenon flash tube and associated lens/reflector system. The horn shall have three audibility options and an option to 
switch between a temporal three pattern and a non-temporal (continuous) pattern. These options shall be set by a multiple position switch. 
On four-wire products, the strobe shall be powered independently of the sounder. The horn or horn strobe models shall operate on a coded or 
non-coded power supply. The horn strobe must be installed with its weatherproof back box in order to remain outdoor approved per UL.  The 
horn strobe shall be suitable for use in wet environments.

Physical/Electrical Specifications
Operating Temperature –40°F to 151°F (–40°C to 66°C)
Strobe Flash Rate 1 flash per second
Nominal Voltage Regulated 12 DC/FWR or regulated 24 DC/FWR1

Operating Voltage Range2 8 to 17.5 V (12 V nominal) or 16 to 33 V (24 V nominal)
Operating Voltage with MLD3 Sync Module 8.5 to 17.5 V (12 V nominal) or 16.5 to 33 V (24 V nominal)
Input Terminal Wire Gauge 12 to 18 AWG
Wall-Mount Dimensions (including lens) 5.6˝ L × 4.7˝ W × 2.5˝ D (142 mm L × 119 mm W × 64 mm D)
Horn Dimensions 5.6˝ L × 4.7˝ W × 1.3˝ D (142 mm L × 119 mm W × 33 mm D)
Wall-Mount Weatherproof Back Box Dimensions (SA-WBB) 5.7˝ L × 5.1˝ W × 2.0˝ D (145 mm L × 130 mm W × 51 mm D)
Notes:
1. �Full Wave Rectified (FWR) voltage is a non-regulated, time-varying power source that is used on some power supply and panel outputs.
2. 2. P, S, PC, and SC products will operate at 12 V nominal only for 15 and 15/75 cd.



UL Max. Strobe Current Draw (mA RMS)

Candela
8–17.5 Volts 16–33 Volts
DC FWR DC FWR

Standard 
Candela 
Range

15 123 128 66 71
15/75 142 148 77 81
30 NA NA 94 96
75 NA NA 158 153
95 NA NA 181 176
110 NA NA 202 195
115 NA NA 210 205

High
Candela 
Range

135 NA NA 228 207
150 NA NA 246 220
177 NA NA 281 251
185 NA NA 286 258

UL Max. Current Draw (mA RMS), 2-Wire Horn Strobe, Standard Candela Range (15–115 cd)

DC Input
8–17.5 Volts 16–33 Volts
15 15/75 15 15/75 30 75 95 110 115

Temporal High 137 147 79 90 107 176 194 212 218
Temporal Medium 132 144 69 80 97 157 182 201 210
Temporal Low 132 143 66 77 93 154 179 198 207
Non-Temporal High 141 152 91 100 116 176 201 221 229
Non-Temporal Medium 133 145 75 85 102 163 187 207 216
Non-Temporal Low 131 144 68 79 96 156 182 201 210
FWR Input
Temporal High 136 155 88 97 112 168 190 210 218
Temporal Medium 129 152 78 88 103 160 184 202 206
Temporal Low 129 151 76 86 101 160 184 194 201
Non-Temporal High 142 161 103 112 126 181 203 221 229
Non-Temporal Medium 134 155 85 95 110 166 189 208 216
Non-Temporal Low 132 154 80 90 105 161 184 202 211

UL Max. Current Draw (mA RMS), 2-Wire Horn Strobe, High Candela Range (135–185 cd)

DC Input
16–33 Volts

FWR Input
16–33 Volts

135 150 177 185 135 150 177 185
Temporal High 245 259 290 297 Temporal High 215 231 258 265
Temporal Medium 235 253 288 297 Temporal Medium 209 224 250 258
Temporal Low 232 251 282 292 Temporal Low 207 221 248 256
Non-Temporal High 255 270 303 309 Non-Temporal High 233 248 275 281
Non-Temporal Medium 242 259 293 299 Non-Temporal Medium 219 232 262 267
Non-Temporal Low 238 254 291 295 Non-Temporal Low 214 229 256 262

UL Max. Horn Current Draw (mA RMS)

Sound Pattern dB
8–17.5 Volts 16–33 Volts
DC FWR DC FWR

Temporal High 57 55 69 75
Temporal Medium 44 49 58 69
Temporal Low 38 44 44 48
Non-Temporal High 57 56 69 75
Non-Temporal Medium 42 50 60 69
Non-Temporal Low 41 44 50 50
Coded High 57 55 69 75
Coded Medium 44 51 56 69
Coded Low 40 46 52 50

UL Current Draw Data

Horn Tones and Sound Output DataCandela Derating
For K series products used at low temperatures, listed 
candela ratings must be reduced in accordance with 
this table.

Strobe Output (cd)
Listed Candela Candela rating at –40°F
15

Do not use below 32°F15/75
30
75 44
95 70
110 110
115 115
135 135
150 150
177 177
185 185

Horn and Horn Strobe Output (dBA)

Switch 
Position

Sound 
Pattern dB

8–17.5 
Volts

16–33
Volts

24-Volt Nominal
Reverberant Anechoic

DC FWR DC FWR DC FWR DC FWR
1 Temporal High 78 78 84 84 88 88 99 98
2 Temporal Medium 74 74 80 80 86 86 96 96
3 Temporal Low 71 73 76 76 83 80 94 89
4 Non-

Temporal
High

82 82 88 88 93 92 100 100

5 Non-
Temporal

Medium
78 78 85 85 90 90 98 98

6 Non-
Temporal

Low
75 75 81 81 88 84 96 92

7† Coded High 82 82 88 88 93 92 101 101
8† Coded Medium 78 78 85 85 90 90 97 98
9† Coded Low 75 75 81 81 88 85 96 92 

†Settings 7, 8, and 9 are not available on 2-wire horn strobe.
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SpectrAlert Advance Diagrams

Model Description
Red White
Wall Horn Strobes
P2RK P2WK 2-Wire Horn Strobe, Standard cd, Outdoor (includes plastic weatherproof back box)
P2RK-P P2WK-P 2-Wire Horn Strobe, Standard cd, Outdoor, Plain (includes plastic weatherproof back box)
P2RK-R P2WK-R 2-Wire Horn Strobe, Standard cd, Outdoor (does not include plastic weatherproof back box)
P2RHK P2WHK 2-Wire Horn Strobe, High cd, Outdoor (includes plastic weatherproof back box)
P2RHK-P P2WHK-P 2-Wire Horn Strobe, High cd, Outdoor, Plain (includes plastic weatherproof back box)
P2RHK-R P2WHK-R 2-Wire Horn Strobe, High cd, Outdoor (does not include plastic weatherproof back box)
P4RK P4WK 4-Wire Horn Strobe, Standard cd, Outdoor (includes plastic weatherproof back box)
P4RK-R — 4-Wire Horn Strobe, Standard cd, Outdoor (does not include plastic weatherproof back box)
P2RHK-120 — 2-Wire Horn Strobe, High cd, Outdoor, 120 V (includes plastic weatherproof back box)
Wall Strobes
SRK SWK Strobe, Standard cd, Outdoor (includes plastic weatherproof back box)
SRK-P SWK-P Strobe, Standard cd, Outdoor, Plain (includes plastic weatherproof back box)
SRK-R SWK-R Strobe, Standard cd, Outdoor (does not include plastic weatherproof back box)
SRHK SWHK Strobe, High cd, Outdoor (includes plastic weatherproof back box)
SRHK-P SWHK-P Strobe, High cd, Outdoor, Plain (includes plastic weatherproof back box)
SRHK-R SWHK-R Strobe, High cd, Outdoor (does not include plastic weatherproof back box)
Horns
HRK — Horn, Red, Outdoor (includes plastic weatherproof back box)
HRK-R — Horn, Red, Outdoor (does not include plastic weatherproof back box)
Accessories
SA-WBB SA-WBBW Metal Weatherproof Back Box 
WTP WTPW Metal Weatherproof Outdoor Flush-mounting Plate 

SpectrAlert Advance Ordering Information

Notes:
All -P models have a plain housing (no “FIRE” marking on cover).  All -R models require metal weatherproof outdoor flush mounting plate or a metal weatherproof 
outdoor back box (order separately). “Standard cd” refers to strobes that include 15, 15/75, 30, 75, 95, 110, and 115 candela settings. “High cd” refers to strobes 
that include 135, 150, 177, and 185 candela settings. When replacing standard outdoor units both the device and back box must be replaced. 

4.7˝

5.6˝

6.8˝
Dia.

2.5˝

2.5˝
64mm119mm

142mm

Wall-Mount Horn Strobes Wall Plastic Weatherproof Back Box Wall-Mount Horn Strobe with Plastic 
Weatherproof Back Box
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SSM/SSV Series
Alarm Bells

System Sensor’s SSM and SSV series alarm bells are low 

current, high decibel notification appliances for use in fire 

and burglary systems or other signaling applications.

Features

•	 Approved for indoor and outdoor use

•	 Low current draw

•	 High dB output

•	 Available in six-inch, eight-inch, and ten-inch sizes

•	 AC and DC models 

•	 DC models polarized for use with supervision circuitry

•	 Mount directly to standard four-inch square electrical box indoors

•	 SSM and SSV series come pre-wired

Reliable Performance. The SSM and SSV series provide loud 
resonant tones. The SSM series operates on 24VDC and are motor 
driven, while the SSV series operates on 120VAC utilizing a vibrating 
mechanism.

Simplified Installation. For indoor use, the SSM and SSV series 
mount to a standard four-inch square electrical box. For outdoor 
applications, weatherproof back box, model number WBB, is used.

The SSM and SSV series come pre-wired, to reduce installation time. 
The SSM series incorporates a polarized electrical design for use 
with supervision circuitry. 

S4011 7135-1653:0125CS549 3005255
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Ordering Information
UL/FM Model No. ULC/Canadian Model No. Description
SSM24-6 SSM24-6A Bell, 6˝, 24VDC, Polarized, 82dBA
SSM24-8 SSM24-8A Bell, 8˝, 24VDC, Polarized, 80dBA
SSM24-10 SSM24-10A Bell, 10˝, 24VDC, Polarized, 81dBA
SSV120-6 SSV120-6A Bell, 6˝, 120VAC, 85dBA
SSV120-8 SSV120-8A Bell, 8˝, 120VAC, 82dBA
SSV120-10 SSV120-10A Bell, 10˝, 120VAC, 82dBA
WBB Weatherproof back box for SSM and SSV series, when installed outdoors

SSM/SSV Specifications
Architectural/Engineering Specifications

Model shall be a SSM or SSV Series alarm bell. Bells shall have underdome strikers and operating mechanisms. Gongs on said bells shall 
be no smaller than nominal 6˝/8˝/10˝ (specify size) with an operating voltage of 24VDC or 120VAC (specify by part number). Bells shall be 
suitable for surface or semi-flush mounting. Outdoor surface mounted installations shall be weatherproof (using optional WBB weatherproof 
electrical box). Otherwise bells shall mount to a standard 4˝ square electrical box having a maximum projection of 2½˝. Bells shall be located 
as shown on the drawings or as determined by the Authority Having Jurisdiction. Bells shall be listed for indoor/outdoor use by Underwriters 
Laboratories and the California State Fire Marshal, and approved by Factory Mutual and MEA.
Physical/Operating Specifications

Operating Temperature Range –31°F to 140°F
Operating Voltage SSM series: 24 VDC

SSV series: 120 VAC
Termination Provided with 2 sets of leads for in/out wiring
Service Use Fire Alarm, General Signaling, Burglar Alarm
Warranty 3 years

Electrical Specifications

Model Gong Diameter 
(inches)

Nominal Voltage Operating Voltage 
Limit

Maximum Current Sound Output (dBA)

SSM24-6 6 Regulated 24VDC 16 to 33VDC DC-31.1mA/ FWR-53.5mA 82

SSM24-8 8 Regulated 24VDC 16 to 33VDC DC-31.1mA/ FWR-53.5mA 80

SSM24-10 10 Regulated 24VDC 16 to 33VDC DC-31.1mA/ FWR-53.5mA 81

SSV120-6 6 Regulated 120VAC 96 to 132VAC 53mA 85

SSV120-8 8 Regulated 120VAC 96 to 132VAC 53mA 82

SSV120-10 10 Regulated 120VAC 96 to 132VAC 53mA 82

* Sound output measured at Underwriter Laboratories, as specified in UL464
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Product Announcement:  L-Series with LED Notification Appliances 
October 2023 
Bulletin M23.2SS

System Sensor is pleased to announce the next generation of L-Series audible 
visible notification appliances with the availability of L-Series with LED indoor 
strobes and horn strobes. New LED lighting technology offers an average of 40% 
lower current draw compared to older xenon bulbs across a full candela range. 
This improves design flexibility for notification appliance circuits (NACs) while also 
reducing power supply requirements allowing for simpler and lower cost 
installations.  

In addition, the System Sensor L-Series with LED notification appliances offer a 
new diagnostic test point feature that allows you to measure device voltage with a 
digital voltage meter (DVM) without removing the appliance from the wall or 
ceiling. The DVM test points are discreetly located on the face of the notification 
appliance and enable faster troubleshooting and end of line (EOL) voltage 
checks while greatly reducing the risk of misplacing or damaging appliances 
during troubleshooting.   

L-Series with LED Technical and Design Features:

• 40% lower current draw (on average) reduces power supplies and allows more devices per NAC
• DVM test points eliminate the need to remove appliance from wall or ceiling to measure voltage
• Unmatched application versatility with:

o Wall and ceiling-mount models
o Standard and compact sizes for wall applications
o Red or white color options
o Common LED lenses

• Compatibility with legacy System Sensor SpectrAlert, SpectrAlert Advance and L-Series notification
appliances for retrofit applications

• Common L-Series design aesthetic for continuity with existing L-Series installations
• Dual-listed with both UL and ULC certifications

Additional L-Series appliances including indoor speaker strobes and chime strobes as well as outdoor strobes, horn 
strobes and speaker strobes will convert to the new L-Series with LED platform in early 2024. Look for future launch 
announcements for the availability of these additional L-Series with LED devices coming soon. 

The L-Series with LED indoor strobes and horn strobes are available to order now! Please contact your Customer 
Service Representative at 1-800-736-7672 or fire.custserv.us@honeywell.com for ordering and pricing information or 
visit systemsensor.com for more information. 

Please note the legacy L-Series strobes and horn strobes will continue to be offered until December 15, 2023 
or while supplies last, with a 15% price increase effective November 15, 2023. 

Thank you for your business and continued support of System Sensor products. 

Sameer Nakai 
Sr. Offering Manager 
System Sensor 

mailto:fire.custserv.us@honeywell.com
http://www.systemsensor.com/


New L-Series with LED Strobes and Horn Strobes Now Available: 
 
MODEL NO. DESCRIPTION REPLACES 

HORN STROBES 
P2RLED LED HORN STROBE; WALL; RED; FIRE; 2-WIRE P2RL 
P2WLED LED HORN STROBE; WALL; WHITE; FIRE; 2-WIRE P2WL 
P2GRLED LED HORN STROBE; WALL; RED; FIRE; 2-WIRE; COMPACT P2GRL 
P2GWLED LED HORN STROBE; WALL; WHITE; FIRE; 2-WIRE; COMPACT P2GWL 
P2RLED-P LED HORN STROBE; WALL; RED; PLAIN; 2-WIRE P2RL-P 
P2WLED-P LED HORN STROBE; WALL; WHITE; PLAIN; 2-WIRE P2WL-P 
P2RLED-SP LED HORN STROBE; WALL; RED; FUEGO; 2-WIRE P2RL-SP 
P2WLED-SP LED HORN STROBE; WALL; WHITE; FUEGO; 2-WIRE P2WL-SP 
PC2RLED LED HORN STROBE; CEILING; RED; FIRE; 2-WIRE PC2RL 
PC2WLED LED HORN STROBE; CEILING; WHITE; FIRE; 2-WIRE PC2WL 

STROBES 
SRLED LED STROBE; WALL; RED; FIRE; 2-WIRE SRL 
SWLED LED STROBE; WALL; WHITE; FIRE; 2-WIRE SWL 
SGRLED LED STROBE; WALL; RED; FIRE; 2-WIRE; COMPACT SGRL 
SGWLED LED STROBE; WALL; WHITE; FIRE; 2-WIRE; COMPACT SGWL 
SRLED-P LED STROBE; WALL; RED; PLAIN; 2-WIRE SRL-P 
SWLED-P LED STROBE; WALL; WHITE; PLAIN; 2-WIRE SWL-P 
SRLED-SP LED STROBE; WALL; RED; FUEGO; 2-WIRE SRL-SP 
SWLED-CLR-ALERT LED STROBE; WALL; WHITE; ALERT; 2-WIRE SWL-CLR-ALERT 
SWLED-ALERT LED STROBE; WALL; WHITE; ALERT; AMBER; 2-WIRE SWL-ALERT 
SCRLED LED STROBE; CEILING; RED; FIRE; 2-WIRE SCRL 
SCRLED-P LED STROBE; CEILING; RED; PLAIN; 2-WIRE SCRL-P 
SCWLED LED STROBE; CEILING; WHITE; FIRE; 2-WIRE SCWL 
SCWLED-P LED STROBE; CEILING; WHITE; PLAIN; 2-WIRE SCWL-P 
SCWLED-CLR-ALERT LED STROBE; CEILING; WHITE; ALERT; 2-WIRE SCWL-CLR-ALERT 

ACCESSORIES 
LENS-A3 LED LENS; AMBER; WALL/CEILING LENS-A2 & LENS-AC2 
LENS-B3 LED LENS; BLUE; WALL/CEILING LENS-B2 & LENS-BC2 
LENS-G3 LED LENS; GREEN; WALL/CEILING LENS-G2 & LENS-GC2 
LENS-R3 LED LENS; RED; WALL/CEILING LENS-R2 & LENS-RC2 

 



Agency Listings

Photoelectric
Smoke Detectors

System Sensor i3™ series smoke detectors represent 

significant advancement in conventional detection. 

The i3 family is founded on three principles: installation 

ease, intelligence, and instant inspection.

Features
Plug-in detector line, mounting base included•	

Large wire entry port•	

In-line terminals with SEMS screws•	

Mounts to octagonal and single-gang back boxes, 4-square back •	
boxes, or direct to ceiling

Stop-Drop ’N Lock attachment to base•	

Removable detector cover and chamber•	

Built-in remote maintenance signaling•	

Drift compensation and smoothing algorithms•	

Simplified sensitivity measurement •	

Wide-angle, dual-color LED indication•	

Loop testing via EZ Walk feature•	

Built-in test switch•	

Installation ease. The i3 line redefines installation ease with its 
plug-in design. This allows an installer to pre-wire bases (included 
with heads). The large wire entry port and in-line terminals provide 
ample room for neatly routing the wiring inside the base. The base 
accommodates a variety of back box mounting methods as well as 
direct mounting with drywall anchors. To complete the installation, i3 
heads plug into the base with a simple Stop-Drop ’N Lock™ action.

Intelligence. i3 detectors offer a number of intelligent features 
to simplify testing and maintenance. Drift compensation and 
smoothing algorithms are standard with the i3 line to minimize 
nuisance alarms. 2-wire i3 detectors can generate a remote LED-
indicated maintenance signal when connected to the 2W-MOD2 
loop test/maintenance module or a panel equipped with the i3 
protocol. The SENS-RDR, a wireless device, displays the sensitivityof i3 
detectors in terms of percent-per-foot obscuration.

Instant inspection. The i3 series provides wide-angle red and 
green LED indicators for instant inspection of the detector’s 
condition: normal standby, out-of-sensitivity, alarm, or freeze trouble. 
When connected to the 2W-MOD2 loop test/maintenance module 
or a panel with the i3 protocol, the EZ Walk loop test feature is 
available on 2-wire i3 detectors. This feature verifies the initiating loop 
wiring by providing LED status indication at each detector.

2093290-01-E7272-1653:1523011446S911 3180932
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Ordering Information
Model Thermal Wiring Alarm Current
2W-B No 2-wire 130 mA max. limited by control panel

2WT-B Yes 2-wire 130 mA max. limited by control panel

4W-B No 4-wire 20 mA @ 12 V, 23 mA @ 24 V

4WT-B Yes 4-wire 20 mA @ 12 V, 23 mA @ 24 V

Accessories
2W-MOD2 2-wire loop test / maintenance module RT Removal / replacement tool

SENS-RDR Sensitivity reader A77-AB2 Retrofit adapter bracket, 6.6 inch (16.76 cm) diameter

 Smoke Detector Specifications
Architectural/Engineering Specifications

Smoke detector shall be a System Sensor i3 Series model number_______, listed to Underwriters Laboratories UL 268 for Fire Protection Signaling Systems. The 
detector shall be a photoelectric type (Model 2W-B, 4W-B) or a combination photoelectric/thermal (Model 2WT-B, 4WT-B) with thermal sensor rated at 135°F 
(57.2°C). The detector shall include a mounting base for mounting to 3½-inch and 4-inch octagonal, single-gang, and 4-inch square back boxes with a plaster 
ring, or direct mount to the ceiling using drywall anchors. Wiring connections shall be made by means of SEMS screws. The detector shall allow pre-wiring of the 
base and the head shall be a plug-in type. The detector shall have a nominal sensitivity of 2.5 percent-per-foot nominal as measured in the UL smoke box. The 
detector shall be capable of automatically adjusting its sensitivity by means of drift compensation and smoothing algorithms. The detector shall provide dual-
color LED indication that blinks to indicate power up, normal standby, out of sensitivity, alarm, and freeze trouble (Model 2WT-B, 4WT-B) conditions. When used 
in conjunction with the 2W-MOD2 module, 2-wire models shall include a maintenance signal to indicate the need for maintenance at the alarm control panel 
and shall provide a loop testing capability to verify the circuit without testing each detector individually. 

Electrical Specifications
Operating Voltage Nominal:	 12/24 V non-polarized 

Minimum:	 8.5 V 
Maximum:	 35 V

Maximum Ripple Voltage 30% peak to peak of applied voltage

Standby Current 2-wire: 50 µA maximum average; 4-wire: 50 µA maximum average

Maximum Alarm Current 2-wire: 130 mA limited by control panel; 4-wire: 20 mA @12 V, 23 mA @ 24 V

Peak Standby Current 2-wire: 100 µA; 4-wire: n/a

Alarm Contact Ratings 2-wire: n/a; 4-wire: 0.5 A @ 30 V AC/DC

Physical Specifications
Dimensions (including base) 5.3 inches (127 mm) diameter; 2.0 inches (51 mm) height

Weight 6.3 oz (178 g)

Operating Temperature Range 2W-B and 4W-B: 32°F to 120°F (0°C to 49°C); 2WT-B and 4WT-B: 32°F to 100°F (0°C to 37.8°C)

Operating Humidity Range 0 to 95% RH non-condensing

Thermal Sensor 135°F (57.2°C) fixed

Freeze Trouble 2WT-B and 4WT-B only: 41°F (5°C)

Sensitivity 2.5%/ft nominal

Input Terminals 14 to 22 AWG

Mounting 3½-inch octagonal back box 
4-inch octagonal back box 
Single-gang back box 
4-inch square back box with a plaster ring 
Direct mount to ceiling

LED Modes Power-Up Sequence for LED Indication
LED Mode Green LED Red LED Condition Duration
Power up Blink every 10 seconds Blink every 10 seconds Initial LED status indication 80 seconds

Normal (standby) Blink every 5 seconds off

Out of sensitivity off Blink every 5 seconds

Freeze trouble off Blink every 10 seconds

Alarm off Solid
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